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H PIN GAUGE LIST

[ Steel | [ steet | (] stee! | (I stee! | Indvidual
Product
Photo
Product Name Steel Pin Gauge Steel Pin Gauge Maintenance Line Pin Gauge Steel Pin Gauge
Series AA series SA series AML series AH « AP - AAP - AS series
Features The most popular type High precision quality Wear-line for checking wear status For high use applications
Material Steel Steel Steel Steel
Catalog Page 50 51 52 53
[ Steel | [N steel | (SRR Steel | ndvideal | (Y indvidual
Product
Photo ///
s
BLOCK
GAUGE
Product Name Steel Pin Gauge Steel Pin Gauge with Center Hole Master Gauge Steel Pin Gauge (with handle)
PN Series PM - PG series AC series - AG series
GAUGE Features | Plus (+) or Minus (-) tolerance | Suitable for measuring runout of work | Actual value marked on pin gauge | The handle protects pin gauge from skin ofl and salts
Material Steel Steel Steel Gauge: Steel
Vise Catalog Page 54 55 55 56
[ Steel | Individul Indvidul Indvidual) | (SR Individual
P
AUGE
Product ‘{/ / \\;
PLUG Photo & é A\
GAUGE ’I .
LIMIT é
GAUGE
I Product Name | Steel Pin Gauge (for Gear Measurement) Carbide Pin Gauge Carbide Pin Gauge (with Handle) Ceramic Pin Gauge
Series OP series TAA series TAG series CAA series
TAPER Features | Forover ping diameter measurement ofinternal and extemal gears | High durability and high hardness | High durability and high hardness Rust and corrosion free
e Material Steel Carbide Gauge: Carbide Ceramic (Zirconia)
Catalog Page 57 58 58 59
WELDING
GAUGE
Ceramic SR stee! | [EIEEDQN Steel | Indvidual
OTHER
GAUGES 3
Product
Photo Miz
1.756
Product Name | Ceramic Pin Gauge (with handle) Thread Pin Gauge RA type Thread Pin Gauge THP
Series CAG series Model No. RA- Model No. THP-
Features Rust and corrosion free Firmly fixed to the workpiece with tapered thread | For indicating the center of threaded hole
Material Ceramic (Zirconia) Stainless steel (SUS303) Stainless steel (SUS303)
Catalog Page 59 66 67
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ll BLOCK GAUGE LIST

Product
Photo

Product Name

Series

Features

Material

Catalog Page

el

A 4

Block Gauge (Grade 0 eq.)
GBSO0- / GBO-
High accuracy, class 0 eq. model
High Carbon high chromium steel
42 ~43

sl

Block Gauge (Grade 1 eq.)
GBS1- /7 GB1-
High cost performance model
High Carbon high chromium steel
44 ~ 48

e

Ceramic Block Gauge (Grade 0 eq.)
BC- / BCO-
Rust and corrosion free
Ceramic (Zirconia)
49

l RING GAUGE LIST

Ctee]

e

I5NvS I

Product
Photo
BLOCK
GAUGE
PIN
GAUGE
Product Name Steel Ring Gauge Steel Ring Gauge (Large size) Steel Ring Gauge Set Steel Ring Gauge with Maintenance line
Features | A wide range of sized are in stock | Up to 520mm manufactualbe | Set consist of frequently used sizes | Maintenance line for gauge ware out VIS
Material Alloy tool steel Alloy tool steel Alloy tool steel Alloy tool steel
Catalog Page 68 69 70 70
Individual @ Individual @ Individual @ MTO RING
w GAUGE
¢ 25
- 00005 PLUG
GAUGE
Product /'\ o
Photo - ] 4 . e
| 3 3 LINIT
/ ‘ ! GAUGE
o E i = Lomo @ _— r
> THICKNESS
— GAUGE
Product Name Carbide Ring Gauge Ceramic Ring Gauge Ring Gauge with Protective Cover | Steel Ring Gauge (OD model) TAPER
Features | High durability and high hardness Rust and corrosion free No-slip and easy to handle For quick calibration of micrometers or 0 adjustment e
Material Gauge: Carbide Ceramic (Zirconia) Gauge: Steel / Carbide / Ceramic Alloy tool steel -
Catalog Page 71 71 72 72 GAUGE
&3 IRE] steel IAEY] steel wro) | EX] MTo)|
m
- | 0, 0002
Product
Photo s
‘ b= '
Product Name Multiple-step Gauge Multiple-step Gauge (OD model) Step Gauge (ID model) Cut Out Gauge
Features |5-10+15+20-25mm pitch integrated type | For OD measurement. Size combination s arranged on request | For ID measurement. Size combination s arranged onrequest | For use with fixing to the jig
Material Alloy tool steel Alloy tool steel Alloy tool steel Alloy tool steel
Catalog Page 73 73 73 73
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IBLOCK GAUGE SET (GRADE 0)

High accuracy, class O model

]
@
>
(@
n
m

(0 #5

GBS0-32

(O3 22:
HOWTO MOVE

Rust prevention )
Zerust Film for Steel

P380

BIAOCKE USE
GAUG ®As reference standard and for general measurement work
®As spacer and prefinished sub-assembl ent
o P p y components SPECIFICATIONS
GAUGE MATERIAL -
®High carbon high chromium steel Size (mm) Grade 0
. FEATURES Over Or under | Tolerance(um) | Dimensional deviation(um)
VISE @®Conforms to JIS (Grade 0) — 10 £012 01
®Provided with inspection report
SPECIFICATIONS 10 25 £0.14 01
®Section size: 10mm or under: 30(0~—0.3)X9(—0.05~—0.2)mm 25 50 +0.2 0.1
- N Over 10mm: 3§ (O~—O.3)><£_96(—O.05~—0.2)mm 50 75 +0.25 012
GAUGE @Coefficient of thermal expansion: 11.5X10°,/K
$* Calibration and custom size production are NOT available 75 100 +03 0.12
PLUG
GAUGE " "
Order No. Model No. Pieces per set (?1:(::) Nonz::zl])Slze Number of pieces Weight
LIMIT 1.005 1
GAUGE
0.01 1.01:1.02---1.49 49
150293 GBS0-103 103 3.64kg
THICKNESS 05 0.5:1.0---24.5 49
o 25 25-50-75-100 4
TAPER 1.005 1
GAUGE
0.01 1.01:1.02---1.49 49
150292 GBS0-76 76 0.5 0.5:1.0---9.5 19 2.2kg
10 10-20-30-40 4
OTHER 25 50-75:100
GAUGES
1.005 1
0.01 1.01-1.02---1.09
150291 GBS0-47 47 0.1 1.1-1.2---1.9 2.4kg
1.0 1-2-3---24 24
25 25-50-75-100 4
1.005 1
0.01 1.01:1.02---1.09 9
0.1 1.1-1.2---1.9 9
150290 GBS0-32 32 0.98kg
1.0 1:2:3--9 9
10 10-20-30 3
60 1

42 MuqalraZeiki



IBLOCK GAUGE (GRADE 0)

High accuracy, class O model

(0 #5

o}

HOWTO MOVIE

Rust prevention )

Zerust Film for Steel

P380
SPECIFICATIONS
Size (mm) Grade 0
Over | Or under Tolerance (um) Dimensional deviation( um)
- 10 +0.12 0.10
USE 10 25 +0.14 0.10
®As reference standard and for general measurement work 25 50 +0.20 0.10
®As spacer and prefinished sub-assembly components 50 75 +£0.25 0.12
MATERIAL 75 100 + 0.30 0.12
@®High carbon high chromium steel 125 +0.40 0.14
FEATURES 150 + 0.40 0.14
@®Conforms to JIS (Grade 0) 175 +£0.50 0.16
®Provided with inspection report 200 + 0.50 0.16
SPECIFICATIONS 250 + 0.60 0.16
@®Section size: 10mm or under: 30 (0~—0.3) X9 (—0.05~—0.2)mm 300 +0.70 0.18
Over 10mm: 35(0~—0.3) X9(—0.05~—0.2)mm 400 +0.90 0.20
@®Coefficient of thermal expansion: 11.5X10° /K 500 +1.10 0.25
% Calibration and custom size production are NOT available 600 +1.30 0.25
Order No. Model No. Size Order No. Model No. Size Order No. Model No. Size
150294 GBO0-05 0.5mm 150335 GBO0-139 1.39mm 150376 GBO0-1450 14.50mm
150295 GBO-10 1.0mm 150336 GBO-140 1.40mm 150377 GB0-1500 15.00mm
150296 GBO0-1-005 1.005mm 150337 GB0-141 1.41mm 150378 GBO0-1550 15.50mm
150297 GBO-101 1.0Tmm 150338 GBO-142 1.42mm 150379 GBO0-1600 16.00mm
150298 GBO0-102 1.02mm 150339 GBO-143 1.43mm 150380 GBO0-1650 16.50mm
150299 GBO0-103 1.03mm 150340 GBO-144 1.44mm 150381 GB0-1700 17.00mm
150300 GB0-104 1.04mm 150341 GB0-145 1.45mm 150382 GBO0-1750 17.50mm
150301 GBO-105 1.05mm 150342 GBO-146 1.46mm 150383 GBO0-1800 18.00mm
150302 GBO-106 1.06mm 150343 GBO-147 1.47mm 150384 GBO0-1850 18.50mm
150303 GBO0-107 1.07mm 150344 GBO0-148 1.48mm 150385 GB0-1900 19.00mm
150304 GB0-108 1.08mm 150345 GB0-149 1.49mm 150386 GBO0-1950 19.50mm
150305 GBO-109 1.09mm 150346 GBO-150 1.50mm 150387 GB0-2000 20.00mm
150306 GBO-110 1.10mm 150347 GBO-160 1.60mm 150388 GB0-2050 20.50mm
150307 GBO-111 1.11Tmm 150348 GBO0-170 1.70mm 150389 GB0-2100 21.00mm
150308 GB0-112 1.12mm 150349 GB0-180 1.80mm 150390 GBO0-2150 21.50mm
150309 GBO-113 1.13mm 150350 GBO-190 1.90mm 150391 GB0-2200 22.00mm
150310 GBO-114 1.14mm 150351 GBO0-200 2.00mm 150392 GB0-2250 22.50mm
150311 GBO-115 1.15mm 150352 GBO0-250 2.50mm 150393 GB0-2300 23.00mm
150312 GBO0-116 1.16mm 150353 GB0-300 3.00mm 150394 GBO0-2350 23.50mm
150313 GBO-117 1.177mm 150354 GBO0-350 3.50mm 150395 GB0-2400 24.00mm
150314 GBO-118 1.18mm 150355 GBO0-400 4.00mm 150396 GBO0-2450 24.50mm
150315 GBO-119 1.19mm 150356 GBO0-450 4.50mm 150397 GB0-2500 25.00mm
150316 GB0-120 1.20mm 150357 GB0-500 5.00mm 150398 GBO0-3000 30.00mm
150317 GBO0-121 1.2Tmm 150358 GBO-550 5.50mm 150399 GB0-4000 40.00mm
150318 GBO0-122 1.22mm 150359 GBO0-600 6.00mm 150400 GBO0-5000 50.00mm
150319 GBO0-123 1.23mm 150360 GBO0-650 6.50mm 150401 GB0-6000 60.00mm
150320 GB0-124 1.24mm 150361 GB0-700 7.00mm 150402 GBO0-7000 70.00mm
150321 GBO-125 1.25mm 150362 GBO-750 7.50mm 150403 GBO0-7500 75.00mm
150322 GBO-126 1.26mm 150363 GBO0-800 8.00mm 150404 GB0-8000 80.00mm
150323 GBO0-127 1.27mm 150364 GBO0-850 8.50mm 150405 GBO0-9000 90.00mm
150324 GB0-128 1.28mm 150365 GB0-900 9.00mm 150406 GBO0-10000 100.00mm
150325 GBO0-129 1.29mm 150366 GBO0-950 9.50mm 150407 GBO0-12500 125mm
150326 GBO0-130 1.30mm 150367 GBO0-1000 10.00mm 150408 GBO0-15000 150mm
150327 GBO0-131 1.3Tmm 150368 GBO0-1050 10.50mm 150409 GB0-17500 175mm
150328 GB0-132 1.32mm 150369 GB0-1100 11.00mm 150410 GB0-20000 200mm
150329 GBO0-133 1.33mm 150370 GBO0-1150 11.50mm 150411 GBO0-25000 250mm
150330 GBO0-134 1.34mm 150371 GBO0-1200 12.00mm 150412 GBO0-30000 300mm
150331 GBO0-135 1.35mm 150372 GBO0-1250 12.50mm 150413 GB0-40000 400mm
150332 GB0-136 1.36mm 150373 GB0-1300 13.00mm 150414 GB0-50000 500mm
150333 GBO0-137 1.37mm 150374 GBO0-1350 13.50mm 150415 GB0-60000 600mm
150334 GB0-138 1.38mm 150375 GB0-1400 14.00mm
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High cost performance model

IBLOCK GAUGE SET (GRADE 1)

GBS1-32

@ B
miE
HOWTO MOVIE

Rust prevention )
Zerust Film for Steel

P380

BLOCK USE
GAUGE ®As reference standard and for general measurement work
®As spacer and prefinished sub-assembly components
N SPECIFICATIONS
GAUGE MATERIAL -
@®High carbon high chromium steel Size (mm) s
. FEATURES Over Or under | Tolerance(um) |Dimensional deviation(um)
VISE @Conforms to JIS (Grade 1) _ 10 +0.20 0.16
®Provided with inspection report "
SPECIFICATIONS 10 25 +0.30 0.16
®Section size: 10mm or under: 30(0~—0.3)X9(—0.05~—0.2)mm 25 50 + 0.40 0.18
Over 10mm: 35(0~—0.3) X9(—0.05~—0.2)mm 50 75 +050 0.18
e @Coefficient of thermal expansion: 11.5x10°/K
e . - ) ) . 75 100 + 0.60 0.20
¢ Calibration and custom size production are NOT available : :
PLUG
GAUGE - "
Order No. Model No. Pieces per set a:ﬁ:’) Nonzm::)Snze Number of pieces Weight
LIMIT 1.005 1
GAUGE
0.01 1.01:1.02---1.49 49
150801 GBS1-103 103 3.64kg
THICKNESS 0.5 0.5-1.0---24.5 49
e 25 25-50-75-100 4
TAPER 1.005 1
GAUGE
0.01 1.01:1.02:--1.49 49
150802 GBS1-76 76 0.5 0.5:1.0---9.5 19 2.2kg
10 10-20-30-40 4
OTHER 25 50-75:100
GAUGES
1.005 1
0.01 1.01-1.02---1.09
150804 GBS1-47 47 0.1 1.1-1.2---1.9 2.4kg
1.0 1-2-3---24 24
25 25-50-75-100 4
1.005 1
0.01 1.01:1.02---1.09 9
0.1 1.1-1.2---1.9 9
150806 GBS1-32 32 0.98kg
1 1:2:3:9 9
10 10-20-30 3
60 1
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l BLOCK GAUGE (GRADE 1) O %

Rust prevention )

Zerust Film for Steel

P380
SPECIFICATIONS
Size (mm) Grade 1
USE Over Or under | Tolerance ( um) |Dimensional Deviation (um)
@®As reference standard and for general measurement work - 10 +0.20 0.16
®As spacer and prefinished sub-assembly components 10 25 +0.30 0.16
MATERIAL 25 50 + 0.40 0.18
@®High carbon high chromium steel 50 75 +0.50 0.18
FEATURES 75 100 + 0.60 0.20
@®Conforms to JIS (Grade 1) 100 150 +0.80 0.20
®Provided with inspection report 150 200 +1.00 0.25
SPECIFICATIONS 200 250 +1.20 0.25
®Section size: 10mm or under: 30(0~—0.3)xX9(—0.05~—0.2)mm 250 300 +1.40 0.25
Over 10mm: 35(0~—0.3) X9(—0.05~—0.2)mm 300 400 +1.80 0.30
@Coefficient of thermal expansion: 11.5x10° /K 400 500 +2.20 0.35
% Calibration and custom size production are NOT available 500 600 + 2.60 0.40
Order No. Model No. Size Order No. Model No. Size Order No. Model No. Size
150810 GB1-05 0.5mm 150862 GB1-132 1.32mm 153024 GB1-174 1.74mm
150820 GB1-10 1.0mm 150863 GB1-133 1.33mm 153025 GB1-175 1.75mm
150822 GB1-1-001 1.00Tmm 150864 GB1-134 1.34mm 153026 GB1-176 1.76mm BLOCK
150823 GB1-1-002 1.002mm 150865 GB1-135 1.35mm 153027 GB1-177 1.77mm GAUGE
150824 GB1-1-003 1.003mm 150866 GB1-136 1.36mm 153028 GB1-178 1.78mm
150825 GB1-1-004 1.004mm 150867 GB1-137 1.37mm 153029 GB1-179 1.79mm GAUPG‘Nt
150826 GB1-1-005 1.005mm 150868 GB1-138 1.38mm 153030 GB1-180 1.80mm
150827 GB1-1-006 1.006mm 150869 GB1-139 1.39mm 153031 GB1-181 1.81Tmm o
150828 GB1-1-007 1.007mm 150870 GB1-140 1.40mm 153032 GB1-182 1.82mm VISE
150829 GB1-1-008 1.008mm 150871 GB1-141 1.41mm 153033 GB1-183 1.83mm
150830 GB1-1-009 1.009mm 150872 GB1-142 1.42mm 153034 GB1-184 1.84mm
150831 GB1-101 1.01mm 150873 GB1-143 1.43mm 153035 GB1-185 1.85mm
150832 GB1-102 1.02mm 150874 GB1-144 1.44mm 153036 GB1-186 1.86mm G
150833 GB1-103 1.03mm 150875 GB1-145 1.45mm 153037 GB1-187 1.87mm GAUGE
150834 GB1-104 1.04mm 150876 GB1-146 1.46mm 153038 GB1-188 1.88mm
150835 GB1-105 1.05mm 150877 GB1-147 1.47mm 153039 GB1-189 1.89mm GAPLLJ%E
150836 GB1-106 1.06mm 150878 GB1-148 1.48mm 153040 GB1-190 1.90mm
150837 GB1-107 1.07mm 150879 GB1-149 1.49mm 153041 GB1-191 1.91mm o
150838 GB1-108 1.08mm 150880 GB1-150 1.50mm 153042 GB1-192 1.92mm GAUGE
150839 GB1-109 1.09mm 153001 GB1-151 1.5Tmm 153043 GB1-193 1.93mm
150840 GB1-110 1.10mm 153002 GB1-152 1.52mm 153044 GB1-194 1.94mm WE%%?
150841 GB1-111 1.11Tmm 153003 GB1-153 1.53mm 153045 GB1-195 1.95mm
150842 GB1-112 1.12mm 153004 GB1-154 1.54mm 153046 GB1-196 1.96mm —
150843 GB1-113 1.13mm 153005 GB1-155 1.55mm 153047 GB1-197 1.97mm GAUGE
150844 GB1-114 1.14mm 153006 GB1-156 1.56mm 153048 GB1-198 1.98mm
150845 GB1-115 1.15mm 153007 GB1-157 1.57mm 153049 GB1-199 1.99mm \“VELAPCJNGE
150846 GB1-116 1.16mm 153008 GB1-158 1.58mm 150885 GB1-200 2.00mm
150847 GB1-117 1.17mm 153009 GB1-159 1.59mm 153050 GB1-201 2.0Tmm -
150848 GB1-118 1.18mm 153010 GB1-160 1.60mm 153051 GB1-202 2.02mm GAUGES
150849 GB1-119 1.19mm 153011 GB1-161 1.61Tmm 153052 GB1-203 2.03mm
150850 GB1-120 1.20mm 153012 GB1-162 1.62mm 153053 GB1-204 2.04mm
150851 GB1-121 1.21Tmm 153013 GB1-163 1.63mm 153054 GB1-205 2.05mm
150852 GB1-122 1.22mm 153014 GB1-164 1.64mm 153055 GB1-206 2.06mm
150853 GB1-123 1.23mm 153015 GB1-165 1.65mm 153056 GB1-207 2.07mm
150854 GB1-124 1.24mm 153016 GB1-166 1.66mm 153057 GB1-208 2.08mm
150855 GB1-125 1.25mm 153017 GB1-167 1.67mm 153058 GB1-209 2.09mm
150856 GB1-126 1.26mm 153018 GB1-168 1.68mm 153059 GB1-210 2.10mm
150857 GB1-127 1.27mm 153019 GB1-169 1.69mm 153060 GB1-211 2.11mm
150858 GB1-128 1.28mm 153020 GB1-170 1.70mm 153061 GB1-212 2.12mm
150859 GB1-129 1.29mm 153021 GB1-171 1.71mm 153062 GB1-213 2.13mm
150860 GB1-130 1.30mm 153022 GB1-172 1.72mm 153063 GB1-214 2.14mm
150861 GB1-131 1.31Tmm 153023 GB1-173 1.73mm 153064 GB1-215 2.15mm
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Rust prevention )
Zerust Film for Steel

P380

Please refer to page 45 for detailed specifications and tolerance

Order No. Model No. Size Order No. Model No. Size Order No. Model No. Size
153065 GB1-216 2.16mm 153113 GB1-265 2.65mm 153161 GB1-314 3.14mm
153066 GB1-217 2.17mm 153114 GB1-266 2.66mm 153162 GB1-315 3.15mm
153067 GB1-218 2.18mm 153115 GB1-267 2.67mm 153163 GB1-316 3.16mm
153068 GB1-219 2.19mm 153116 GB1-268 2.68mm 153164 GB1-317 3.17mm
153069 GB1-220 2.20mm 153117 GB1-269 2.69mm 153165 GB1-318 3.18mm
153070 GB1-221 2.2Tmm 153118 GB1-270 2.70mm 153166 GB1-319 3.19mm
153071 GB1-222 2.22mm 153119 GB1-271 2.71Tmm 153167 GB1-320 3.20mm
153072 GB1-223 2.23mm 153120 GB1-272 2.72mm 153168 GB1-321 3.21Tmm
153073 GB1-224 2.24mm 153121 GB1-273 2.73mm 153169 GB1-322 3.22mm
BLOCK 153074 GB1-225 2.25mm 153122 GB1-274 2.74mm 153170 GB1-323 3.23mm
GAUGE 153075 GB1-226 2.26mm 153123 GB1-275 2.75mm 153171 GB1-324 3.24mm
153076 GB1-227 2.27mm 153124 GB1-276 2.76mm 153172 GB1-325 3.25mm
ggu - 153077 GB1-228 2.28mm 153125 GB1-277 2.77mm 153173 GB1-326 3.26mm
153078 GB1-229 2.29mm 153126 GB1-278 2.78mm 153174 GB1-327 3.27mm
. 153079 GB1-230 2.30mm 153127 GB1-279 2.79mm 153175 GB1-328 3.28mm
VISE 153080 GB1-231 2.31Tmm 153128 GB1-280 2.80mm 153176 GB1-329 3.29mm
153081 GB1-232 2.32mm 153129 GB1-281 2.81Tmm 153177 GB1-330 3.30mm
153082 GB1-233 2.33mm 153130 GB1-282 2.82mm 153178 GB1-331 3.31Tmm
153083 GB1-234 2.34mm 153131 GB1-283 2.83mm 153179 GB1-332 3.32mm
. 153084 GB1-235 2.35mm 153132 GB1-284 2.84mm 153180 GB1-333 3.33mm
GAUGE 153085 GB1-236 2.36mm 153133 GB1-285 2.85mm 153181 GB1-334 3.34mm
153086 GB1-237 2.37mm 153134 GB1-286 2.86mm 153182 GB1-335 3.35mm
PGLAUSGE 153087 GB1-238 2.38mm 153135 GB1-287 2.87mm 153183 GB1-336 3.36mm
153088 GB1-239 2.39mm 153136 GB1-288 2.88mm 153184 GB1-337 3.37mm
L 153089 GB1-240 2.40mm 153137 GB1-289 2.89mm 153185 GB1-338 3.38mm
GAUGE 153090 GB1-241 2.41mm 153138 GB1-290 2.90mm 153186 GB1-339 3.39mm
153091 GB1-242 2.42mm 153139 GB1-291 2.91mm 153187 GB1-340 3.40mm
EHAEENLJS 153092 GB1-243 2.43mm 153140 GB1-292 2.92mm 153188 GB1-341 3.41mm
153093 GB1-244 2.44mm 153141 GB1-293 2.93mm 153189 GB1-342 3.42mm
APER 153094 GB1-245 2.45mm 153142 GB1-294 2.94mm 153190 GB1-343 3.43mm
GAUGE 153095 GB1-246 2.46mm 153143 GB1-295 2.95mm 153191 GB1-344 3.44mm
153096 GB1-247 2.47mm 153144 GB1-296 2.96mm 153192 GB1-345 3.45mm
gfb%‘gﬁ 153097 GB1-248 2.48mm 153145 GB1-297 2.97mm 153193 GB1-346 3.46mm
153098 GB1-249 2.49mm 153146 GB1-298 2.98mm 153194 GB1-347 3.47mm
OTHER 150886 GB1-250 2.50mm 153147 GB1-299 2.99mm 153195 GB1-348 3.48mm
GAUGES 153099 GB1-251 2.51Tmm 150887 GB1-300 3.00mm 153196 GB1-349 3.49mm
153100 GB1-252 2.52mm 153148 GB1-301 3.01mm 150888 GB1-350 3.50mm
153101 GB1-253 2.53mm 153149 GB1-302 3.02mm 153197 GB1-351 3.51Tmm
153102 GB1-254 2.54mm 153150 GB1-303 3.03mm 153198 GB1-352 3.52mm
153103 GB1-255 2.55mm 153151 GB1-304 3.04mm 153199 GB1-353 3.53mm
153104 GB1-256 2.56mm 153152 GB1-305 3.05mm 153200 GB1-354 3.54mm
153105 GB1-257 2.57mm 153153 GB1-306 3.06mm 153201 GB1-355 3.55mm
153106 GB1-258 2.58mm 153154 GB1-307 3.07mm 153202 GB1-356 3.56mm
153107 GB1-259 2.59mm 153155 GB1-308 3.08mm 153203 GB1-357 3.57mm
153108 GB1-260 2.60mm 153156 GB1-309 3.09mm 153204 GB1-358 3.58mm
153109 GB1-261 2.61Tmm 153157 GB1-310 3.10mm 153205 GB1-359 3.59mm
153110 GB1-262 2.62mm 153158 GB1-311 3.11Tmm 153206 GB1-360 3.60mm
153111 GB1-263 2.63mm 153159 GB1-312 3.12mm 153207 GB1-361 3.61Tmm
153112 GB1-264 2.64mm 153160 GB1-313 3.13mm 153208 GB1-362 3.62mm

4 6 MuqalraZeiki



I BLOCK GAUGE (GRADE 1)

Please refer to page 45 for detailed specifications and tolerance

HOWTO MOVIE

Rust prevention )
Zerust Film for Steel

P380

Order No. Model No. Size Order No. Model No. Size

153209 GB1-363 3.63mm 153257 GB1-412 4.12mm
153210 GB1-364 3.64mm 153258 GB1-413 4.13mm
153211 GB1-365 3.65mm 153259 GB1-414 4.14mm
153212 GB1-366 3.66mm 153260 GB1-415 4.15mm
153213 GB1-367 3.67mm 153261 GB1-416 4.16mm
153214 GB1-368 3.68mm 153262 GB1-417 4.17mm
153215 GB1-369 3.69mm 153263 GB1-418 4.18mm
153216 GB1-370 3.70mm 153264 GB1-419 4.19mm
153217 GB1-371 3.71mm 153265 GB1-420 4.20mm
153218 GB1-372 3.72mm 153266 GB1-421 4.217mm
153219 GB1-373 3.73mm 153267 GB1-422 4.22mm
153220 GB1-374 3.74mm 153268 GB1-423 4.23mm
153221 GB1-375 3.75mm 153269 GB1-424 4.24mm
153222 GB1-376 3.76mm 153270 GB1-425 4.25mm
153223 GB1-377 3.77mm 153271 GB1-426 4.26mm
153224 GB1-378 3.78mm 153272 GB1-427 4.27mm
153225 GB1-379 3.79mm 153273 GB1-428 4.28mm
153226 GB1-380 3.80mm 153274 GB1-429 4.29mm
153227 GB1-381 3.81mm 153275 GB1-430 4.30mm
153228 GB1-382 3.82mm 153276 GB1-431 4.31Tmm
153229 GB1-383 3.83mm 153277 GB1-432 4.32mm
153230 GB1-384 3.84mm 153278 GB1-433 4.33mm
153231 GB1-385 3.85mm 153279 GB1-434 4.34mm
153232 GB1-386 3.86mm 153280 GB1-435 4.35mm
153233 GB1-387 3.87mm 153281 GB1-436 4.36mm
153234 GB1-388 3.88mm 153282 GB1-437 4.37mm
153235 GB1-389 3.89mm 153283 GB1-438 4.38mm
153236 GB1-390 3.90mm 153284 GB1-439 4.39mm
153237 GB1-391 3.91mm 153285 GB1-440 4.40mm
153238 GB1-392 3.92mm 153286 GB1-441 4.417mm
153239 GB1-393 3.93mm 153287 GB1-442 4.42mm
153240 GB1-394 3.94mm 153288 GB1-443 4.43mm
153241 GB1-395 3.95mm 153289 GB1-444 4.44mm
153242 GB1-396 3.96mm 153290 GB1-445 4.45mm
153243 GB1-397 3.97mm 153291 GB1-446 4.46mm
153244 GB1-398 3.98mm 153292 GB1-447 4.47mm
153245 GB1-399 3.99mm 153293 GB1-448 4.48mm
150889 GB1-400 4.00mm 153294 GB1-449 4.49mm
153246 GB1-401 4.01mm 150890 GB1-450 4.50mm
153247 GB1-402 4.02mm 153295 GB1-451 4.5Tmm
153248 GB1-403 4.03mm 153296 GB1-452 4.52mm
153249 GB1-404 4.04mm 153297 GB1-453 4.53mm
153250 GB1-405 4.05mm 153298 GB1-454 4.54mm
153251 GB1-406 4.06mm 153299 GB1-455 4.55mm
153252 GB1-407 4.07mm 153300 GB1-456 4.56mm
153253 GB1-408 4.08mm 153301 GB1-457 4.57mm
153254 GB1-409 4.09mm 153302 GB1-458 4.58mm
153255 GB1-410 4.10mm 153303 GB1-459 4.59mm
153256 GB1-411 4.11Tmm 153304 GB1-460 4.60mm

Order No.

153305
153306
153307
153308
153309
153310
153311
153312
153313
153314
153315
153316
153317
153318
153319
153320
153321
153322
153323
153324
153325
153326
153327
153328
153329
153330
153331
153332
153333
153334
153335
153336
153337
153338
153339
153340
153341
153342
153343
150891
153344
153345
153346
153347
153348
153349
153350
153351
153352

Model No.

GB1-461
GB1-462
GB1-463
GB1-464
GB1-465
GB1-466
GB1-467
GB1-468
GB1-469
GB1-470
GB1-471
GB1-472
GB1-473
GB1-474
GB1-475
GB1-476
GB1-477
GB1-478
GB1-479
GB1-480
GB1-481
GB1-482
GB1-483
GB1-484
GB1-485
GB1-486
GB1-487
GB1-488
GB1-489
GB1-490
GB1-491
GB1-492
GB1-493
GB1-494
GB1-495
GB1-496
GB1-497
GB1-498
GB1-499
GB1-500
GB1-501
GB1-502
GB1-503
GB1-504
GB1-505
GB1-506
GB1-507
GB1-508
GB1-509

Size
4.61Tmm
4.62mm
4.63mm
4.64mm
4.65mm
4.66mm
4.67mm
4.68mm
4.69mm
4.70mm
4.71mm
4.72mm
4.73mm
4.74mm
4.75mm
4.76mm
4.77mm
4.78mm
4.79mm
4.80mm
4.81Tmm
4.82mm
4.83mm
4.84mm
4.85mm
4.86mm
4.87mm
4.88mm
4.89mm
4.90mm
4.91Tmm
4.92mm
4.93mm
4.94mm
4.95mm
4.96mm
4.97mm
4.98mm
4.99mm
5.00mm
5.01mm
5.02mm
5.03mm
5.04mm
5.05mm
5.06mm
5.07mm
5.08mm
5.09mm

MugalraZeik
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RING
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GAUGE
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GAUGE

THICKNESS
GAUGE
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GAUGE
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I BLOCK GAUGE (GRADE 1)
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HOWTO MOVIE

Rust prevention )
Zerust Film for Steel

P380

Please refer to page 45 for detailed specifications and tolerance

Order No. Model No. Size Order No. Model No. Size Order No. Model No. Size
153353 GB1-510 5.10mm 153401 GB1-559 5.59mm 150903 GB1-1000 10.00mm
153354 GB1-511 5.11mm 153402 GB1-560 5.60mm 150905 GB1-1050 10.50mm
153355 GB1-512 5.12mm 153403 GB1-561 5.61Tmm 150906 GB1-1100 11.00mm
153356 GB1-513 5.13mm 153404 GB1-562 5.62mm 150907 GB1-1150 11.50mm
153357 GB1-514 5.14mm 153405 GB1-563 5.63mm 150908 GB1-1200 12.00mm
153358 GB1-515 5.15mm 153406 GB1-564 5.64mm 150909 GB1-1250 12.50mm
153359 GB1-516 5.16mm 153407 GB1-565 5.65mm 150911 GB1-1300 13.00mm
153360 GB1-517 5.17mm 153408 GB1-566 5.66mm 150912 GB1-1350 13.50mm
153361 GB1-518 5.18mm 153409 GB1-567 5.67mm 150913 GB1-1400 14.00mm
BLOCK 153362 GB1-519 5.19mm 153410 GB1-568 5.68mm 150914 GB1-1450 14.50mm
GAUGE 153363 GB1-520 5.20mm 153411 GB1-569 5.69mm 150915 GB1-1500 15.00mm
153364 GB1-521 5.21mm 153412 GB1-570 5.70mm 150916 GB1-1550 15.50mm
ggu& 153365 GB1-522 5.22mm 153413 GB1-571 5.71Tmm 150917 GB1-1600 16.00mm
153366 GB1-523 5.23mm 153414 GB1-572 5.72mm 150918 GB1-1650 16.50mm
. 153367 GB1-524 5.24mm 153415 GB1-573 5.73mm 150919 GB1-1700 17.00mm
VISE 153368 GB1-525 5.25mm 153416 GB1-574 5.74mm 150920 GB1-1750 17.50mm
153369 GB1-526 5.26mm 153417 GB1-575 5.75mm 150921 GB1-1800 18.00mm
153370 GB1-527 5.27mm 153418 GB1-576 5.76mm 150922 GB1-1850 18.50mm
153371 GB1-528 5.28mm 153419 GB1-577 5.77mm 150923 GB1-1900 19.00mm
NG 153372 GB1-529 5.29mm 153420 GB1-578 5.78mm 150924 GB1-1950 19.50mm
GAUGE 153373 GB1-530 5.30mm 153421 GB1-579 5.79mm 150925 GB1-2000 20.00mm
153374 GB1-531 5.31Tmm 153422 GB1-580 5.80mm 150927 GB1-2050 20.50mm
PGLAUUGGE 153375 GB1-532 5.32mm 153423 GB1-581 5.81Tmm 150928 GB1-2100 21.00mm
153376 GB1-533 5.33mm 153424 GB1-582 5.82mm 150929 GB1-2150 21.50mm
L 153377 GB1-534 5.34mm 153425 GB1-583 5.83mm 150930 GB1-2200 22.00mm
GAUGE 153378 GB1-535 5.35mm 153426 GB1-584 5.84mm 150931 GB1-2250 22.50mm
153379 GB1-536 5.36mm 153427 GB1-585 5.85mm 150933 GB1-2300 23.00mm
‘GHAEENDS 153380 GB1-537 5.37mm 153428 GB1-586 5.86mm 150934 GB1-2350 23.50mm
153381 GB1-538 5.38mm 153429 GB1-587 5.87mm 150935 GB1-2400 24.00mm
— 153382 GB1-539 5.39mm 153430 GB1-588 5.88mm 150936 GB1-2450 24.50mm
GAUGE 153383 GB1-540 5.40mm 153431 GB1-589 5.89mm 150937 GB1-2500 25.00mm
153384 GB1-541 5.41mm 153432 GB1-590 5.90mm 150939 GB1-3000 30.00mm
gfb%‘gﬁ 153385 GB1-542 5.42mm 153433 GB1-591 5.91mm 150940 GB1-4000 40.00mm
153386 GB1-543 5.43mm 153434 GB1-592 5.92mm 150941 GB1-5000 50.00mm
Oer 153387 GB1-544 5.44mm 153435 GB1-593 5.93mm 150942 GB1-6000 60.00mm
GAUGES 153388 GB1-545 5.45mm 153436 GB1-594 5.94mm 150944 GB1-7000 70.00mm
153389 GB1-546 5.46mm 153437 GB1-595 5.95mm 150945 GB1-7500 75.00mm
153390 GB1-547 5.47mm 153438 GB1-596 5.96mm 150946 GB1-8000 80.00mm
153391 GB1-548 5.48mm 153439 GB1-597 5.97mm 150947 GB1-9000 90.00mm
153392 GB1-549 5.49mm 153440 GB1-598 5.98mm 150948 GB1-10000 100.00mm
150893 GB1-550 5.50mm 153441 GB1-599 5.99mm 150949 GB1-12500 125mm
153393 GB1-551 5.51Tmm 150894 GB1-600 6.00mm 150950 GB1-15000 150mm
153394 GB1-552 5.52mm 150895 GB1-650 6.50mm 150794 GB1-17500 175mm
153395 GB1-553 5.53mm 150896 GB1-700 7.00mm 150795 GB1-20000 200mm
153396 GB1-554 5.54mm 150897 GB1-750 7.50mm 150796 GB1-25000 250mm
153397 GB1-555 5.55mm 150899 GB1-800 8.00mm 150797 GB1-30000 300mm
153398 GB1-556 5.56mm 150900 GB1-850 8.50mm 150798 GB1-40000 400mm
153399 GB1-557 5.57mm 150901 GB1-900 9.00mm 150799 GB1-50000 500mm
153400 GB1-558 5.58mm 150902 GB1-950 9.50mm 150800 GB1-60000 600mm
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ICERAMIC BLOCK GAUGE SET (GRADE 0)

Free from rust and corrosion, and easy maintenance

\— h\»

USE
®As reference standard and for general measurement work
®As spacer and prefinished sub-assembly components

MATERIAL
@Ceramic (Zirconia)

FEATURES
®Abrasion resistant
®Free from rust and corrosion, and easy maintenance

®Ceramic material is less susceptible to abrasion and aged deterioration than steel

®Non-magnetic

HOWTO MOVIE

SPECIFICATIONS

Size (mm) Grade 0

Over [ouma] T | Dl
— 10 +0.12 0.10
10 25 +0.14 0.10

25 50 +0.20 0.10

50 75 +0.25 0.12

75 100 +0.30 0.12

Comparison between steel and ceramic materials

I5NvS I

@Conforms to JIS (Grade 0) Material | Ceramics Steel
®Provided with inspection report Item (Zirconia)
SPECIFICATIONS Hardness | HV 1,250 |650~720
@®Section size: 10mm or under: 30(0~—0.3) X9(—0.05~—0.2)mm Coeficentof | 10-9K 78 1
Over 10mm: 35(0~—0.3) X9 (—0.05~—0.2)mm fteaallexwan o
®Coefficient of thermal expansion: (9.5%1)x10°, K e lgcushy 6 78
% Calibration and custom size production are NOT available Heat conductivity| W/m-K 3 544
SET Item
Order No. Model No. Pieces per set (?':;p) Norr;::zl‘)Size Number of piece Weight BLOCK
- 1.005 1 GAUGE
0.01 1.01-1.02---1.09 9
0.1 1.1-1.2:19 9 Ay
150770 BC-032 32 1 1239 5 950g
10 10-20-30 3 .
_ 50 1 VISE
= 1.005 1
0.01 1.01-1.02---1.09 9
150771 BC-047 47 0.1 1.1-1.2---1.9 9 2.25kg
1 1-2:3--24 24 e
25 25-50-75-100 4 GAUGE
SINGLE Item UG
Order No. Model No. (ﬂfne) Order No. Model No. (ﬁf“e) e
150720 BCO-100 1 150745 BCO-700 7 LT
150721 BCO0-1-005 1.005 150746 BC0-800 8 GAUGE
150722 BCO0-101 1.01 150747 BC0-900 9
150723 BC0-102 1.02 150748 BCO-1000 10 TH‘E%%?
150724 BCO-103 1.03 150749 BCO-1100 11
150725 BCO-104 1.04 150750 BC0-1200 12 —
150726 BCO-105 1.05 150751 BCO0-1300 13 GAUGE
150727 BCO-106 1.06 150752 BCO0-1400 14
150728 BCO-107 1.07 150753 BCO0-1500 15 WELAPL‘JNG?E
150729 BCO-108 1.08 150754 BC0-1600 16
150730 BCO-109 1.09 150755 BC0-1700 17 -
150731 BCO-110 1.1 150756 BC0-1800 18 GAUGES
150732 BCO0-120 1.2 150757 BCO0-1900 19
150733 BC0-130 1.3 150758 BC0-2000 20
150734 BCO0-140 1.4 150759 BC0-2100 21
150735 BCO-150 15 150760 BC0-2200 22
150736 BCO-160 1.6 150761 BC0-2300 23
150737 BC0-170 1.7 150762 BC0-2400 24
150738 BC0-180 1.8 150763 BC0-2500 25
150739 BCO0-190 1.9 150764 BC0-3000 30
150740 BC0-200 2 150765 BC0-5000 50
150741 BC0-300 3 150766 BC0-6000 60
150742 BC0-400 4 150767 BCO-7500 75
150743 BC0-500 5 150768 BCO-10000 100
150744 BC0-600 6

MngalaJerk
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ISTEEL PIN GAUGE SET AA SERIES (TS o g%
it
The most standard and popular type pin gauge. Available from 1pc. HOWTO MOVE
" Master for calibration using For storage and
SUB-ZERO (Cryogenic hardened) TREATMENT g s cun | || osharinics
A Master Gauge in Gauge Accessories
% 2,700mm or over g ﬂ Peo
P55 ~63
®0.500 ~ 10.000mm
For holding pin gauge Rust preventionp
0'001 Step Pin Vise Zerust Film for Steel
IN STOCK o
~65 P380
SPECIFICATIONS
. . Out of Diameter
Nominal Size Step Length |Tolerance .. |Hardness
Roundness| Inequality
(mm) (mm) | (mm) | (um) (um) (um) (HV)
0.05 5
0.06 — 0.09 | 0.01 step | 10 | =9 "
ore than
0.10 - 0.19 40 0.5 1.0 720
FEATURES 0.200--- 0.999 +0.8 : )
@®The most popular type % 0.001step
@Individual pin gagges are also availgble(plastio case included) 10'.01 “.20:00 001 =t 50 [£15 038 16 More than
®Custom made Pin Gauges are available on request 20.01 ---30.00 | YU step ) 16 3.2 650
®Aluminum Pin Vise is included with AA-OA to AA-9B. 30.01 ---41.00 - +3 3 6
Pin Vise is included with AA-OE to AA-6F. 3 5mm from each edge is not precision guaranteed 3 30.01 ~ 41.00 are custom made

Pin gauges are slightly chamfered on both edge at the following level;

®For above 1.000mm, nominal size is marked on gauge  1mm-~Approx. 0.03mm ¢ 3mm--Approx. 0.1mm @ Smm-Approx. 0.2mm

®Provide with individual pin gauge stand ® 7mm--Approx. 0.25mm ¢ 10mm--Approx. 0.3mm
i o | P
BLOCK AA-00 | 006 - 007 -+ 008 - 0290 | 24 | _— | 090kg AA-OE | 0500 - 0.505 - 0.510 - 0750 | 51 | PV-0B | 1i2kg
GAUGE AA-OA | 0200 0210 - 0220~ 0500 | 31 | APV-OA | 0.95kg AA-OF | 0750 - 0755 - 0760 - 1000 | 51 | PV-OB | 1i2kg
AA-0B | 0500 0510 + 0520 1000 | 51 | APV-0B | 1.02kg AA-IC | 1000 - 1005 - 1.010 -~ 1250 | 51 | PV-1A | 113kg
PN o AA-TA | 1000+ 1010 - 1020 - 1500 | 51 | APV-1A | 1.03kg AA-ID | 1250 - 1255 - 1260 -+ 1500 | 51 | PV-1A | 1.l4kg
AA-IB | 1500+ 1510 + 1520~ 2000 | 51 | APV-1B | 1.06kg AA-IE | 1500 - 1505 - 1510 - 1750 | 51 | PV-1B | 1.15kg
N AA2A | 2000 2010 - 2020+ 2500 | 51 | APV-2A | 1.0%g AA-TF | 1750 - 1755 « 1760 -~ 2000 | 51 | PV-1B | 1.17kg
VISE AA2B | 2500 2510 - 2520+ 3000 | 51 | APV-2B | 1.13kg AA-2C | 2000 - 2005 + 2010 - 2250 | 51 | PV-2A | 118k
AA-3A | 3000 3010 - 3020~ 3500 | 51 |APV-3A | 118k AA-2D | 2250 - 2255 - 2.260 - 2500 | 51 | PV-2A | 120kg
AA-3B | 3500 3510 » 3520+ 4000 | 51 | APV-3B | 1.23kg AA-2E | 2500 - 2505 - 2510 - 2750 | 51 | PV-2B | 122g
AA-4A | 4000+ 4010 - 4020+ 4500 | 51 | APV-4A | 1.29%g AA2F | 2750 - 2755 « 2760 - 3000 | 51 | PV-2B | 1.24kg
AA-4B | 4500 4510 - 4520+ 5000 | 51 | APV-4B | 1.37%kg AA-3C | 3000 - 3005 - 3010 -+ 3250 | 51 | PV-3A | 127ke
e AA-5A | 5000 - 5010 - 5020 5500 | 51 | APV-5A | 144kg AA-3D | 3250 - 3255 - 3260 - 3500 | 51 | PV-3A | 130kg
AABB | 5500 5510 + 5520+ 6000 | 51 | APV-5B | 153kg AA-3E | 3500 - 3505 + 3510 - 3750 | 51 | PV-3B | 133g
. AA-6A | 6000+ 6010 - 6020 6500 | 51 | APV-6A | 163kg AA-3F | 3750 - 3755 - 3760 -+ 4000 | 51 | PV-3B | 136kg
GAUGE AA-6B | 6500 6510 + 6520+ 7000 | 51 | APV-6B | 1.73kg AA-4C | 4000 - 4005 - 4010 - 4250 | 51 | PV-4A | 13%g
AAZA | 7000 7010 + 7020+ 7500 | 51 | APV-7A | 2.33kg AA-4D | 4250 - 4255 - 4.260 - 4500 | 51 | PV-4A | 142g
L AA-7B | 7500+ 7510 + 7520~ 8000 | 51 | APV-7B | 2.45kg AA-4E | 4500 - 4505 + 4510 - 4750 | 51 | PV-4B | 1.46kg
CAUGE AA8BA | 8000- 8010 - 8020~ 8500 | 51 |APV-8A | 258kg AA-4F | 4750 - 4755 - 4760 - 5000 | 51 | PV-4B | 150kg
AA-8B | 8500 8510 - 8520+ 9000 | 51 | APV-8B | 27lkg AASC | 5000 - 5005 - 5010 - 5250 | 51 | PV-BA | 154kg
DEEES S AAQAT | 9.000 ¢ 9010 - 9.020 9500 | 51 | APV-9A | 2.85kg AA-5D | 5250 - 5255 - 5260 - 5500 | 51 | PV-5A | 158kg
AA-9B | 9500 9510 + 9520 10000 | 51 | APV-9B | 300kg AA-5E | 5500 - 5505 - 5510 -+ 5750 | 51 | PV-5B | 162kg
. AA-10A | 10000 +1001 - 1002 - 1050 | 51 3.12kg AA-5F | 5750 - 5755 - 5760 -+ 6000 | 51 | PV-5B | 167kg
GAUGE AA-10B | 1050 +1051 - 1052 - 1100 | 51 3.29%g AA-6C | 6000 - 6005 + 6010 - 6250 | 51 | PV-6A | 171kg
AA-TIA | 1100 +1101 - 1102 == 1150 | 51 3.46kg AA-6D | 6250 - 6255 + 6.260 - 6500 | 51 | PV-6A | 176kg
weone  AANB | 1150 -1151 « 1152 -~ 1200 | 51 364kg AA-6E | 6500 - 6505 + 6,510 - 6750 | 51 | PV-6B | 181kg
AeE AA-12A | 1200 +1201 - 1202 - 1250 | 51 3.83kg AAGF | 6750 - 6755 - 6760 - 7000 | 51 | PV-6B | 1.87%g
AA-12B | 1250 +1251 - 1252 == 1300 | 51 403kg AA-7C | 7.000 - 7.005 + 7.010 - 7250 | 51 2.26kg
OE . AA-13A | 1300 +1301 - 1302 - 1350 | 51 424kg AA-7D | 7.250 - 7.255 + 7.260 -+ 7.500 | 51 232%g
AA-13B | 1350 +1351 - 1352 - 1400 | 51 4.45kg AA-7E | 7.500 - 7.505 - 7.510 - 7750 | 51 238kg
AA-14A | 1400 +1401 - 1402 - 1450 | 51 467kg AAZF | 7750 - 7755 + 7.760 -+ 8000 | 51 2.44kg
AA-14B | 1450 +1451 - 1452 - 1500 | 51 490kg AA-8C | 8000 - 8005 - 8010 8250 | 51 250kg
AA-15A | 1500 +1501 - 1502 - 1550 | 51 5.14kg AA-8D | 8250 - 8.255 - 8260 -+ 8500 | 51 257kg
AA-15B | 1550 +1551 - 1552 - 1600 | 51 5.38kg AA-8E | 8500 - 8505 - 8510 8750 | 51 264kg
AA-16A | 1600 +1601 - 1602 - 1650 | 51 5.79%g AA-8F | 8750 - 8755 + 8760 - 9000 | 51 271kg
AA-16B | 1650 +1651 - 1652 - 1700 | 51 6.05kg AA-9C | 9000 - 9.005 - 9010 - 9250 | 51 278kg
AA-17A | 1700 +1701 - 1702 ==+ 1750 | 51 6.32kg AA-9D | 9.250 - 9.255 - 9.260 -+ 9500 | 51 2.85kg
AA-17B | 1750 +1751 - 17.52 - 1800 | 51 6.60kg AA-9E | 9500 - 9505 + 9510 -~ 9750 | 51 293kg
AA-18A | 1800 -1801 - 1802 - 1850 | 51 6.88kg AAOF | 9750 - 9755 - 9760 -~ 10000 | 51 3.00kg
AA-18B | 1850 +1851 - 1852 = 1900 | 51 7.18kg
AA-19A | 1900 +1901 - 1902 - 1950 | 51 7.48kg
AA-19B | 1950 +1951 - 1952 -=-2000 | 51 7.78kg

Sizes available: 0.05 ~ 41.00mm (Please contact us with request)
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ISTEEL PIN GAUGE SET SA SERIES il 1 e
2
High precision model . - “OWTOM"!E
or storage al For holding pin gauge
SUB-ZERO (Cryogenic hardened) TREATMENT o s || Vie
% 2,700mm or over : P60| comme P64
~63 ~65
" Rust preventionp |

Zerust Film for Steel

P380

7|

SPECIFICATIONS

Nominal Size Ste| Length | Tolerance Out of Diamet_er Hardness
(mm) (mnf) (mrii) (um) Rot(::;n)ess In?zune:l)lty (HV)
0.100--- 0.999 40 More than Block
1.000- 2.699 00014t 03 | 03 0.6 720 GAUGE
FEATURES . 27007010 | 0| 50 More than
@High precision quality pin gauge B 650 PIN
@Individual pin gauges are also available 7.011---10.000 +05 0.5 1.0 GAUGE
(plastic case included) * 5mm from each edge is not precision guaranteed
visE
(0.001mm step)
tertel] e Norr(lri::)size p::nsset (Incluwdfrigho::ase) e N, Norr(\j:lar:)size p::nsset (Inclmlerilghz:ase)
SA-03 0.297 «-ee- 0.310 14 870g SA-37 3.697 -+ 3.710 14 930g
SA-04 (0),248)7/ cooce 0.410 14 870g SA-38 237/97/ oowoe 3.810 14 930g
SA-05 0.497 -+ 0510 14 870g SA-39 3.897 - 3.910 14 930g e
SA-06 0.597 ----- 0.610 14 870g SA-40 3.997 .- 4.010 14 940g
SA-07 0.697 -+ 0.710 14 870g SA-41 4.097 -+ 4.110 14 940g U
SA-08 0.797 -+ 0.810 14 870g SA-42 4197 - 4.210 14 940g GAUGE
SA-09 0.897 ««e- 0.910 14 870g SA-43 4.297 «-nee 4.310 14 950g
SA-10 0Cj817/ oooooo 1.010 14 870g SA-44 A\ B38J/ oooo0o 4.410 14 950g T
SA-11 1.097 - 1.110 14 870g SA-45 4,497 «-vee 4510 14 960g GAUGE
SA-12 1.197 ------ 1.210 14 870g SA-46 4.597 ----- 4.610 14 960g
SA-13 1.297 - 1.310 14 870g SA-47 4.697 - 4710 14 960g THOESS
SA-14 1.397 - 1.410 14 880g SA-48 4.797 -+ 4.810 14 970g GAUGE
SA-15 1.497 -+ 1.510 14 880g SA-49 4.897 «-vee 4910 14 970g
SA-16 14587/ oowos 1.610 14 880g SA-50 ALEJ8J7/ cooooo 5.010 14 980g TAPER
SA-17 1.697 -+ 1.710 14 880g SA-51 5097 -+ 5.110 14 980g CAUGE
SA-18 N7/ comeo 1.810 14 880g SA-52 511€)7 oooa00 5.210 14 980g
SA-19 1.897 -+ 1.910 14 880g SA-53 5.297 «---- 5.310 14 990g WELADU‘NG%
SA-20 1.997 ----- 2.010 14 880g SA-54 53497/ oowos 5.410 14 990g
SA-21 2.097 ++ee- 2.110 14 890g SA-55 5.497 -+ 5.510 14 1.00kg
SA-22 2197 -+ 2.210 14 890g SA56 5.597 -+ 5610 14 1.00kg e
SA-23 2.297 e 2.310 14 890g SA-57 5697 -+ 5.710 14 1.01kg
SA-24 2587 eooa0o 2.410 14 890g SA-58 57/ wooso 5.810 14 1.01kg
SA-25 2497 o 2510 14 890g SA-59 5.897 -+ 5.910 14 1.02kg
SA-26 2518}/ owose 2.610 14 900g SA-60 5997 :----- 6.010 14 1.02kg
SA-27 2.697 «euee 2.710 14 900g SA-61 6.097 «-e-- 6.110 14 1.03kg
SA-28 27/ ocwooc 2.810 14 900g SA-62 @187/ o000 6.210 14 1.03kg
SA-29 2.897 «-oee 2910 14 900g SA-63 6.297 -+ 6.310 14 1.04kg
SA-30 2.997 ----- 3.010 14 910g SA-64 6.397 ----- 6.410 14 1.05kg
SA-31 3.097 -+ 3.110 14 910g SA-65 6.497 «--ee 6.510 14 1.05kg
SA-32 SIS eoosee 3.210 14 910g SA-66 6.597 ----:- 6.610 14 1.06kg
SA-33 3.297 - 3.310 14 910g SA-67 6.697 «-vee 6.710 14 1.06kg
SA-34 3135817/ ocoooe 3.410 14 920g SA-68 ©.7/8)/ oooeoo 6.810 14 1.07kg
SA-35 3.497 - 3.510 14 920g SA-69 6.897 - 6.910 14 1.07kg
SA-36 55 ocoooe 3.610 14 920g SA-70 6.997 ----- 7.010 14 1.49%g

Sizes available: 0.100 ~ 10.000mm (Please contact us with request)
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IMAINTENANCE LINE PIN GAUGE AML SERIES

For checking shallow holes, for those concerned about gauge wear

SUB-ZERO (Cryogenic hardened) TREATMENT
% 2,700mm or over

[ E
T T :
sess e | g@%
=

HOWTO MOVIE

Master for calibration using

For storage and

Pin Vise
P64
~65

length measuring machine maintenance p
Master Gauge Pin Gauge Accessories
—_—
—— B P60
S=_ P55 ~63
For holding pin gauge > Rust preventionp

Zerust Film for Steel

P380

BLOCK
GAUGE

PIN
GAUGE

Wear-line
for checking wear status
Tip wear is easy to see

When line disappears, wear is more than approx. tum

SPECIFICATIONS

LIMIT
GAUGE Size Step Length | Tolerance | Roundness II:r:j:melt_(ter Hardness
(mm) (mm) | (mm) | (um) | (um) | PR (HY)
THCNESS  FEATURES
o ®Wear-line on both ends of pin gauge, able to see gauge wear  3.000--10.000 |0.010 step| 50 | 0.8 | 0.5 10 |Morethan
, . . . . . . 650

- ®When line disappears, wear is more than approx. 1um

GAUGE @Individual pin gauges are also available (plastic case included) % 5Smm from each edge is not precision guaranteed

S SET ltem

GAUGE Model No. Nonzm:I‘)Sue (?nt?:) Pins per Set Aluminum Pin vise (Incll‘lntliier:ghct:ase)
AML-3A 3.000 - 3.010 - 3.020 -+ 3.500 51 APV-3A 1.18kg

CAUGES AML-3B 3500 - 3510 - 3520 - 4.000 51 APV-3B 1.23kg
AML-4A 4.000 - 4.010 - 4.020 ----- 4.500 51 APV-4A 1.29%g
AML-4B 4.500 - 4.510 + 4.520 ----- 5.000 51 APV-4B 1.37kg
AML-5A 5.000 - 5.010 - 5.020 -+ 5.500 51 APV-5A 1.44kg
AML-5B 5.500 - 5.510 - 5.520 -+ 6.000 51 APV-5B 1.53kg
AML-6A 6.000 - 6.010 - 6.020 -+ 6.500 0.010 step 51 APV-6A 1.63kg
AML-6B 6.500 - 6.510 - 6.520 -~ 7.000 51 APV-6B 1.73kg
AML-7A 7.000 - 7.010 - 7.020 ---- 7.500 51 APV-7A 2.33kg
AML-7B 7.500 - 7.510 - 7.520 -+ 8.000 51 APV-7B 2.45kg
AML-8A 8.000 - 8.010 - 8.020 -+ 8.500 51 APV-8A 2.58kg
AML-8B 8.500 - 8.510 - 8.520 - 9.000 51 APV-8B 2.71kg
AML-9A 9.000 - 9.010 - 9.020 ----- 9.500 51 APV-9A 2.85kg
AML-9B 9.500 - 9.510 - 9.520 -+ 10.000 51 APV-9B 3.00kg

0.001 step pin gauges are also available on request. Sizes available: 3.00 ~ 10.00mm (Please contact us with request)
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ISTEEL PIN GAUGE SET AH - AP - AAP - AS SERIES

Pin gauge set that consists of frequently-used sizes

Jcss Calibration

[E353m
[l Lﬁ

&
HOWTO MOVEE

For .storage aEd

SUB-ZERO (Cryogenic hardened) TREATMENT L Ae ST

% 2,700mm or over Master Gauge
‘_,__

S

P55

Pin Gauge Accessories

, P60
~63

FEATURES

®Pin gauge set consists of frequently used sizes

®Same specifications as AA series

®Custom made Pin Gauge sets are available on
request

®Individual pin gauges are also available
(plastic case included)

2% Pin Vise is not included

For holding pin gaugeh
Pin Vise

P64
~65

Rust preventionp
Zerust Film for Steel

P380

AP series (0.100mm step)

AH series (0.050mm step)

on integer number size

Model No. Mo 128 Pin per set | oEr o
AP-1 1.000 -+ 1.100 - 1.200 -+~ 5.000 41 1.08kg
AP-2 5.000 - 5.100 - 5.200 ------ 10.000 51 2.38kg
AP-3 10.000 - 10.10 -10.20 - 15.00 51 3.97kg
AP-4 15.00 - 1510 -15.20 - 20.00 51 5.98kg

AS series (0.010mm step)

Consist of Pin Gauge in the range of = 0.05mm based

Nominal size Weight Nominal size

el B (mm) Pin per set | (ciuging case) Al (mm) [Pty SR
AH-0 0.200 - 0.250 - 0.300 -+ 1.000 17 0.88kg 0.950- 0.960---- 1.000-- 1.040- 1.050
1950+ 1.960:++ 2.000-+ 2.040 - 2.050
AH-1 1.000 - 1.050 - 1.100 -+ 3.500 51 1.07kg AS 2050« 2960 3000~ 3040~ 3050 s
AH-2 3.500 - 3.550 - 3.600-- 6.000 51 1.72kg 3.950 - 3.960- 4.000--+-- 4.040 - 4.050
AH-3 6.000 - 6.050 -+ 6.100 -~ 8.500 51 2.30kg 4950+ 4960 5.000:++ 5.040- 5.050
5950 5960 6.000- 6.040+ 6.050
AH-4 | 8500 8550+ 8600 11.00 51 2.97kg 6050« 6960 7000 7040 - 7050
AH-5 11.00 -11.05 - 1110 ---13.50 51 3.84kg AS-2 7.950 + 7.960--+ 8.000 - 8.040 - 8.050 55
AH-6 | 1350 -1355 - 1360 - 16.00 51 491kg 8950+ 8.960--+- 9.000---- 9.040 - 9.050
9.950 - 9.960--+10.000-+-10.04 - 10.05
AH-7 | 1600 -16.05 - 16.10 1850 51 5.92kg 1095 1096 1100 1104 - 1105
AH-8 1850 -1855 - 18.60 ---20.00 31 4.77kg 1195 +11.96 - 12.00 oo 12.04 -12.05
AS3 | 1295 -1296 --13.00 ---13.04 -13.05 55
1395 +1396 +14.00 ++14.04 -14.05
a5 2 G L
1595 +1596 16,00 ++16.04 -16.05
Consist of intermediate nominal size Pin Gauges of 1695 -16.96 -+17.00 -+17.04 +17.05
AA Series AS-4 | 1795 -17.96 ---18.00 ---18.04 -18.05 55
— : 1895 -1896 -++19.00 --+19.04 -19.05
Model No. Mot Pin per set. | line cas) 19.95 -19.96 2000 2004 -20.05
AAP-0B 0.505 -+ 0.515 « 0.525::+ 1.005 51 0.99kg 0.450 + 0.460--+- 0.500:++- 0.540 - 0.550
AAP-TA | 1.005 - 1.015 - 1.025- 1.505 51 1.00kg 1450 - 1460~ 1.500- 1.540 - 1.550
AAP-1B | 1505 - 1.515 + 1,525+ 2.005 51 1.03kg ASP-1 2450+ 2460 2,500 2,540+ 2.550 55
AAP2A | 2,005 - 2.015 + 2025 2.505 51 1.06kg 3450+ 3460 3500+ 3540+ 3550
AAP2B | 2505 - 2.515 - 2.525-+ 3.005 51 1.10kg 4450+ 4460+ 4500 4540 - 4550
AAP-3A |  3.005 - 3.015 - 3.025 3.505 51 1.15kg 5450+ 5.460-- 5500~ 5540+ 5.550
AAP-3B | 3505 - 3515 - 3.525- 4.005 51 1.20kg 6.450 - 6.460-++ 6.500-+ 6.540 + 6.550
AAP-4A | 4.005 - 4015 - 4025 4505 51 1.26kg ASP-2 | 7.450- 7.460-- 7.500~ 7.540 + 7.550 55
AAP-4B | 4505 - 4515 - 4525 5005 51 1.34kg 8.450- 8460~ 8500 8540 8550
AAPSA | 5005 - 5015 - 5025 5505 51 1.42kg e e R L Lol
AAP-SB | 5505 - 5515 - 5525 6.005 51 1.50kg 1?::2 :1?:22 1??8 1??2 1?22
AAP-6A |  6.005 - 6.015 - 6.025 6,505 51 1.60kg ASP3 | 1245 - 1246 1250 1254 - 1255 s
AAP6B | 6505 - 6.515 - 6525 7.005 51 2.08kg 1345 1346 w1350 -~1354 - 1355
AAP7A |  7.005 - 7.015 + 7.025 7.505 51 2.29g 1445 1446 1450 1454 « 1455
AAP7B |  7.505 - 7.515 - 7.525 8.005 51 2.41kg 1545 -1546 --1550 1554 - 1555
AAP-8A 8.005 - 8.015 - 8.025--- 8.505 51 2.54kg 16.45 -16.46 - 16.50 - 16.54 -16.55
AAP-8B 8.505 - 8.515 - 8.525-+- 9.005 51 2.67kg ASP-4 17.45 +17.46 - 17500 === 1754 -17.55 55
AAP9A | 9,005 - 9.015 - 9.025+ 9.505 51 2.81kg 18.45 -18.46 1850 -++-1854 - 1855
AAPOB | 9505 - 9.515 - 9.525--10.005 51 2.97kg 19.45 -19.46 -++-19.50 19,54 -19.55

MugalaJerk
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GAUGE
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GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

53



ISTEEL PIN GAUGE SET PM - PG SERIES

i g
;

HOWTO MOVEE

]
@
>
(@
n
m

Available from 1pc. Either plus [+] or minus [-] tolerance set.

SUB-ZERO (Cryogenic hardened) TREATMENT et s ek | maimenance
.>:< 2,700mm or over Master Gauge Pin Gauge Accessolr;ezo
\ '
S=_ P55 U ~63
For holding pin gauge Rust preventionp
Pin Vise Zerust Film for Steel
= P64
PM series®© ~5 P380
FEATURES
®Pin Gauges with tolerance of O to plus 2um or O to minus 2um PG series®®

based on nominal size

@For over 1.000mm, nominal size and P (for Plus) or M (for Minus)
is marked on gagues

®Please indicate "plus" or "minus" when ordering

®Individual Pin Gauges are also available

FEATURES
®Pin Gauges with tolerance of +2 to +5um (or -2 to -5um) based
on nominal size
®Please indicate "plus" or "minus" when ordering
®Individual Pin Gauges are also available

% Pin Vise is not included
% PG-00 and PG-3 differ in

size step
BLOCK
GAUGE
I;
PIN \\
VISE
e SPECIFICATIONS SPECIFICATIONS
GAUGE ; Out of | Diameter ; ; Out of | Diameter
Size Step |Length| Tolerance " Hardness Nominal size Step |Length| Tolerance . | Hardness
(mm) | (mm) |(mm)| - (um)  [Rouness/ineauaityl “Cey) (mm) (mm) |(mm)|  (um)  |FQhes|inedialty = y)
Ghuce 0.20+ 0.99 40 0.100 ~ 0.190 20 | ®2~5
B — Plus or Minus More than 720 0.010 step based on
1.00-++ 2.69 |0.01 step <0 0~2 1.0 2.0 0.200 -+ 0.290 40 nominal size More than
o 2.70-+10.00 More than 650 0300 - 0.975 o2~5 | 15 | 30 720
*5mm from each edge is not precision guaranteed 1.000 -+ 2.6750.025 step bas}edlo_n
TS (0.0Tmmstep) 2700 12975 5o |Momna sz More than
GAUGE 7 T "
Model No. NOm('::TI')s'ze Pins per set | Pin Vise |, Welgl;;se) 13.000 --19.000 | 0.010 step ¥ 650
- PM-0A | 0.20-021:022-- 050 | 31 - 0.95kg %The tolerance of 13.000~19.000 Pin Gauges is with Plus (or
GAUGE PM-0B | 0.50 - 0.51 + 0.52 -+ 1.00 51 PV-0B | 1.02kg _Minus) 1~5pm _ .
PVIA | 1.00 - 1.01 - 1.02 oo 150 51 PV-1A 1.03kg #5mm from each edge is not precision guaranteed
éVAEngNG PM-1B | 1.50 - 1.51 « 1.52 ---- 2.00 51 PV-1B 1.06kg
PM-2A | 2.00 + 2.01 - 2.02 -~ 2.50 51 PV-2A 1.09kg
OTHER PM-2B | 250 - 2.51+ 252 -+ 3.00 51 PV-2B 1.13kg
GAUGES PM-3A | 3.00-3.01:3.02 3.50 51 PV-3A 1.18kg i
PM-3B | 350« 351352 - 4.00 51 PV-3B 1.18kg Model No. Nominal size Step  |Pins per set (Inc‘ﬁ;r:?c.latse)
PM-4A | 4.00 - 4.01 - 4.02 -~~~ 4.50 51 PV-4A 1.18kg PG-00 0.100- 0.110- 0.120--- 0.290 |0.010 step 20 0.89kg
PM-4B | 4.50 - 4.51 + 452 - 5.00 51 PV-4B 1.18kg PG-0 0.300- 0.325- 0.350-- 1.525 50 0.99kg
PM-SA | 500+ 501~ 502+ 550 | 51 PVSA | 1.18kg PG-1 1550- 1575+ 1.600- 6.275 190 | 2.12kg
PM-5B | 5.50 - 5.51 - 552 -« 6.00 51 PV-5B 1.18kg
PM-6A | 6.00 - 6.01 - 6.02 -~ 6.50 51 PV-6A 1.18kg
PG-2A | 6.300- 6.325- 6.350-- 9.775 140 | 3.95k;
PM-6B | 6.50 + 6.51 + 6.52 -+ 7.00 51 PV-6B 1.18kg 0.025 step &
PM-7A | 700+ 701702+ 750 | 51 — 1:53kg PG2B | 9.800- 9.825- 9.850--12.525 10 | 5.38kg
PM-7B | 7.50 - 7.51 - 752 - 8.00 51 1.53kg
PM-8A | 8.00 - 8.01-8.02 8.50 51 1.53kg
- PG-2C | 12.550-12.575-12.600:+-12.975 18 2.20k
PM-8B | 850 -851-8.52 9.00 51 1.53kg e
PM-9A | 9.00 - 9.01 - 9.02 -~ 9.50 51 1.53kg
= PG-3 13.000- 13.100- 13.200-+-19.000 {0.100 st 61 5.93k
PM-9B | 9.50 - 9.51+9.52 1000 | 51 1.53kg Sep g
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ISTEEL PIN GAUGE WITH CENTER HOLE AC SERIES

Master for calibration using

For storage and

I5NvS I

Suitable for measuring runount of work length measring machine b maintenance
" Master Gauge Pin Gauge Accessories
SUB-ZERO (Cryogenic hardened) TREATMENT e — I] P40
% 2,700mm or over S=_ P55 ~63
For holding pin gauge > Rust preventionp
Pin Vise Zerust Film for Steel
= P64
~65 P380
USE
®For checking surface deflection of gear wheel and measuring runount of gear wheel and pulley
@®For measuring squareness between hole and side face
FEATURES
®For above 2.00mm, nominal size is marked on gauge
@®Plastic case included
SPECIFICATIONS
. . Out of Diameter Runout Center hole
Nominal size Step Length Tolerance eI Inequality TeEETES Center hole Diameter Hardness -
o oy i) {pm) (um) (pm) (um) R (mm) (HV) —
2.00-- 2.99 13 X
3.00:++ 3.99 1.8
T 2771 001 step 50 +20 10 20 Within 2.0 60° More than
400+ 6.99 2.4 650
7.00:-10.00 4.0
BLOCK
GAUGE
PIN
GAUGE
Trag Calibration
I MASTER GAUGE
. PIN
Actual value of the measuring point is marked on pin gauge Pty g ““:‘F_’l”ef“e";f“l’ VISE
. Pin Gauge Accessories erust Fiim for Stee
SUB-ZERO (Cryogenic hardened) TREATMENT E P60
% 2,700mm or over ~63 P380
RING
GAUG
@ DIVENSIONS Units: mm
50 PLUG
GAUGE
3 &
LIMIT
12 GAUGE
Measuring Point S —
GAUGE
@ Example of use
TAPER
GAUGE
Measuring Point // - WELDING

FEATURES

®Actual value of the measuring point is marked on pin gauge

@Plastic case included

SPECIFICATIONS

Master Gauge

Calibrating a laser thickness gauge using
the marked area of the master gauge

Nominal size Step Length Uncertainty Out of Roundness Hardness
(mm) (mm) (mm) (um) (um) (HV)
1.00--- 2.69 More than 720
0.01 step 50 0.4 1.0
2.70--- 6.00 More than 650

MugalaJerk

GAUGE

OTHER
GAUGES
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ISTEEL PIN GAUGE SET WITH HANDLE AG SERIES T

Available from 1pc. Handle enables indirect contact with HOWTO MOVE

I5NVvD I

hand and gauge to avoid thermal expansion. Rust prevention
Zerust Film for Steel
SUB-ZERO (Cryogenic hardened) TREATMENT
% 2,700mm or over P380

BLOCK
GAUGE

PIN
GAUGE FEATURES
®AA series Pin Gauge with plastic handle
PIN ®Easy to handle for measuring
®Less affected by temperature
@®The handle protects Pin Gauges from skin oil and salts
@Size is marked on each plastic handle
®Individual pin gauges are also available

SPECIFICATIONS (0.01mm step)
PLUG Nominal size| Step | Length (mm) | rojerance Roﬁ:;::ss I::"J:::; Hardness Model No. NOT,i:;I)Size Pins per set (|ncm?,:§hc;se)
e (mm) | (mm) | Gaer | Ot | (UM | um | e | (HV) AGOA | 020-021-0.22- 0.50 31 0.92kg
. 0.07-+- 0.09 3 . +0.5 AG-0B 0.50-0.51-0.52-+ 1.00 51 0.99g
S 0100029 AG1A | 100-1.011.02- 150 51 1.08kg
mos 000049 10 | 48 o AG1B | 150:151-152+ 200 51 1.10kg
GAUGE 0.50--- 0.99 |0.01 step| 20 58 +10 0.5 1.0 AG-2A 2.00-2.01-2.02- 2.50 51 113kg
e 1007269 - AG2B | 250-251-252+ 300 51 117kg
SEe 270500 30 More than AG3A | 3.00-301-302- 350 51 1.22kg
e 2011000 76 60 AG3B | 3.50-351-352- 400 51 1.28kg

GAUGE % Exceptionally, for 1.00mm Pin Gauge in Set No. AG-OB -- Gauge Length:

20mm / Overall Length: 58mm AG-4A 4.00-4.01-4.02--- 4.50 51 1.34kg

P % 5mm from each edge is not precision guaranteed AG-4B 4.50-4.51-4.52--- 5.00 51 1.41kg
e AGS5A | 500-501-5.02 550 51 182kg
AG-5B 5.50-5.51-5.52--- 6.00 51 1.91kg

AG-6A 6.00-6.01-6.02--- 6.50 51 2.00kg

AG-6B 6.50-6.51-6.52--- 7.00 51 2.10kg

AG-7A 7.00-7.01-7.02:-- 7.50 51 2.21kg

AG-7B 7.50-7.51-7.52--- 8.00 51 2.33kg

AG-8A 8.00-8.01-8.02--- 8.50 51 2.51kg

AG-8B 8.50-8.51-8.52--- 9.00 51 2.64kg

AG-9A 9.00-9.01-9.02--- 9.50 51 2.79kg

AG-9B 9.50-9.51-9.52---10.00 51 2.94kg

Sizes available: 0.07 ~ 10.00mm (Please contact us with request)
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ISTEEL PIN GAUGE FOR GEAR MEASUREMENT OP SERIES

Available from 1pc. Must-have item for gear wheel measurement.

£ud
s

HOWTO MOVIE

I5NvS I

Master for calibration using Rust preventionp

SUB-ZERO (Cryogenic hardened) TREATMENT et messang machnep || U5t Proventon
% 2,700mm or over Master Gauge
==_ ps5 P380
— C How To Measure D

B For inside diameter MFor outside diameter

/TX
<AL
LA =]

=z

A

Over-pin diameter is measured by measuring the
diameter after placing two pin gauges in opposite
grooves of the gear as shown above

BLOCK

GAUGE

USE
®For quick and accurate over-pin diameter measurement
of internal and external gears (magnetize the pin for easy

hand”ng) Module Inner dia. (hole) pin Outer (axis) pin PIN
FEATURES (mm) diameter (V) X groove height(V1) (mm) diameter (U) (mm) VISE
@OP series gauge is for measuring over pin diameter of gears 0.5 1.00 x 084 0.90
and involute splines. Each module is a set of two pins each 1.0 200 X 1.68 1.80
for measuring external gear over-pin-diameter, and internal 1.25 250 X 2.10 2.25
gear over-pin-diameter. ’ 240 x 200 1 — -
®Individual pin gauges are also available 1.667 3333 x 2.80 3.00 GAUGE
@®Custom made pin gauges are available upon request 25 500 X 426 450
5.0 10.00 X 8.40 9.00 G:bUG%
To determine proper pin gauge, please note the 199 2000 x 1680 1800
i i uge, . -
following % 1 Module 1.25 is used for tooth 8 - 12 T
GAUGE
1) For inside diameter or outside diameter
> Nombor of coo 2 P
3) Number of teeth GAUeE
4) Pressure angle Module Inner dia (hole) pin Outer (axis) pin
i . - (mm) diameter (V) X groove height(V:) (mm) diameter(U) (mm) TAPER
5) Profile shift coefficient GAUGE
_ 075 150 x 1.20 135
6) Torsion angle : — 140 %2
1.5 300 x 252 2.70 Wene
2.0 400 X 336 3.60
30 600 X 504 1 5.40 -
GAUGES
750 X 6.30 6.75
375 — 7.00 %3
SPECIFICATIONS 4.5 9.00 X 7.56 8.10
Dimensional 0.90mm~10.00mm: £1 um 6.0 1200 X 10.08 10.80
deviation(V and U) 10.01mm~20.00mm: £1.5um 75 15.00 X 12.60 13.50

% 2 Module 0.75 is used for tooth6-7-8-9-10- 11

Out of Roundness
(um)

0.90mm~10.00mm: 1 um
10.01Tmm~20.00mm: 1.5um

Diameter Inequality

0.90mm~10.00mm: 2 um

(um) 10.01mm~20.00mm: 3 um
Length 50mm
0.90mm~ 2.69mm: Over HV720
Hardness

2.70mm~20.00mm: Over HV650

% 5mm from each edge is not precision guaranteed

% 3 Module 3.75 is used for tooth6-7-8-9-10- 11

This is combination set of OP-1 and OP-2

MugalaJerk
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BLOCK
GAUGE

PIN
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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ICARBIDE PIN GAUGE SET TAA - TAG SERIES (Jcss ipn) %ﬁ
=

Available from 1pc. Made of highly-durable material.

MATERIAL
®Gauge: Carbide
FEATURES
®About 20-30 times more durable than Steel Pin Gauge
®The coefficient of thermal expansion is small (1/2 of steel,
5x107°/K) so the changes due to temperature are small
®Less likely to be damaged due to high hardness

TAA series (0.20 ~ 20.00mm)

SPECIFICATIONS

(TAA series)
HOWTO MOVIE

For storage and For holding pin gauge»
maintenance p

Pin Gauge Accessories

\ POO|| commee PG4
~63 ~65

Pin Vise

@®Even if broken, dimension does not change
(no burrs on broken edges)

@®Economical - longer span of periodic calibration compared to
steel gauge

®Individual pin gauges are also available
(plastic case included for TAA series)

TAG series (with Handle) (0.20~10.00mm)

¥TAA series Pin Gauge with
plastic handle

SPECIFICATIONS

Nominal size Step Length |Tolerance| Ro‘aﬁ;::ss |Eeiz'l?:|:te; Hardness Nominal size| Step Length (mm) Tolerance Roou::ﬂ?;ss Ir?;z'l?;:f; Hardness
(mm) (mm) | (mm) | (um) (um) (um) (HV) (mm) (mm) f::;ﬁ E;'ﬁ;?:q' (um) | um) | (um) (HV)
0.20--- 0.99 30 0.20--- 0.99 25 | 63
1.00--+ 2.99 38 +1 0.8 1.6 More than 1.00--- 2.99 28 | 69 More than
—— 1 0.01ste 0.01ste +1 0.8 1.6
3.00-+10.00 P " 1300 3.00-- 4.99 P w0 L7 1300
10.01---20.00 *+1.5 1.3 2.6 5.00---10.00 76

% 5mm from each edge is not precision guaranteed

(0.01mm step)

% 5mm from each edge is not precision guaranteed

(0.01mm step)

TAA-0B 0.50-0.51-0.52--- 1.00 51 0.99%g
TAA-1A 1.00-1.01-1.02:-- 1.50 51 1.01kg
TAA-1B 1.50:1.51-1.52--- 2.00 51 1.05kg
TAA-2A 2.00-2.01-2.02--- 2.50 51 1.09kg
TAA-2B 2.50-2.51-2.52--- 3.00 51 1.15kg
TAA-3A 3.00-3.01-3.02:-- 3.50 51 1.29%g
TAA-3B 3.50-3.51-3.52--- 4.00 51 1.3%g
TAA-4A 4.00:4.01-4.02:-- 4.50 51 1.50kg
TAA-4B 4.50-4.51-4.52--- 5.00 51 1.63kg
TAA-5A 5.00-5.01-5.02--- 5.50 51 1.78kg
TAA-5B 5.50-5.51-5.52-:- 6.00 51 1.94kg
TAA-6A 6.00-6.01-6.02-- 6.50 51 2.11kg
TAA-6B 6.50-6.51-6.52--- 7.00 51 2.30kg
TAA-7A 7.00-7.01-7.02--- 7.50 5 2.99%g
TAA-7B 7.50-7.51-7.52--- 8.00 51 3.20kg
TAA-8A 8.00-8.01-8.02--- 8.50 51 3.44kg
TAA-8B 8.50-8.51-8.52--- 9.00 51 3.68kg
TAA-9A 9.00-9.01-9.02:-- 9.50 51 3.95kg
TAA-9B 9.50-9.51-9.52:--10.00 51 4.22kg

Model No. Norr(\#\:bsize Pins per set (Incl‘tc:i?rilghctase)
TAG-0B 0.50-0.51-0.52-+- 1.00 51 0.99%g
TAG-1A 1.00-1.01-1.02--- 1.50 51 1.09kg
TAG-1B 1.50-1.51-1.52:-- 2.00 51 1.12kg
TAG-2A 2.00-2.01-2.02--- 2.50 51 1.17kg
TAG-2B 2.50-2.51-2.52--- 3.00 51 1.22kg
TAG-3A 3.00-3.01-3.02--- 3.50 51 1.36kg
TAG-3B 3.50-3.51-3.52--- 4.00 51 1.46kg
TAG-4A 4.00-4.01-4.02--- 4.50 51 1.58kg
TAG-4B 4.50-4.51-4.52--- 5.00 51 1.71kg
TAG-5A 5.00-5.01-5.02'-- 5.50 51 2.18kg
TAG-5B 5.50-5.51-5.52--- 6.00 51 2.34kg
TAG-6A 6.00-6.01-6.02--- 6.50 51 2.52kg
TAG-6B 6.50-6.51+6.52:- 7.00 51 2.71kg
TAG-7A 7.00-7.01-7.02:-- 7.50 51 291kg
TAG-7B 7.50-7.51-7.52--- 8.00 51 3.13kg
TAG-8A 8.00-8.01-8.02--- 8.50 51 3.41kg
TAG-8B 8.50-8.51-8.52--- 9.00 51 3.66kg
TAG-9A 9.00-9.01-9.02--- 9.50 51 3.92kg
TAG-9B 9.50-9.51-9.52---10.00 51 4.19kg
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ICERAMIC PIN GAUGE SET CAA - CAG SERIES

Available from 1pc. Made of highly-durable material with

free from rust.

MATERIAL
®Gauge: Ceramic (Zirconia)
FEATURES
®Strong against abrasion
®Free from rust and corrosion, and easy maintenance
@®Ceramic material is less susceptible to abrasion and aged
deterioration than steel
®Non-magnetic
®For above 1.50mm, Nominal size is laser marked on gauge
®Individual pin gauges are also available
(plastic case included for CAA series)

CAA series (0.20 ~ 20.00mm)

SPECIFICATIONS

P E5sE
Caliby, =
Sl TR
(CAA series) [OF
HOWTO MOVIE

For storage and For holding pin gauge)

maintenance p
Pin Gauge Accessories Pin Vise
! P60 || P64
~63 ~65
Comparison between carbide and steel materials
on | ey | G | e
Specific Gravity 6 14.8 7.8
Hardness HV 1,250 1,300 650~720
Bending strength MPa 1,000 1,960 1,960
Young's Modulus GPa 200 610 205
Coefficient of thermal expansion | 10™7K 7~8 5~55 11
Heat conductivity | W/m-K 3 79.5 54.4

CAG Series (with Ha

le) (0.20 ~ 10.00mm)

3#CAA series Pin Gauge with
plastic handle

SPECIFICATIONS

I5NvS I

7|

BLOCK
GAUGE

Nominal size Step |Length| Tolerance Ro?lﬁ:"?;ss IELZT:;?; Hardness Nominal size| Step |Length(mm)|Tolerance Roﬁ:;ﬁ;ss I'z:'::zlti‘:; Hardness

(mm) (mm) | (mm) | (um) (um) (um) (HV) (mm) (mm) E::gﬁ ‘E;’:’a:: (um) (o) G (HV)

0.20--- 0.29 3 41
0.20- 2.99 38
001 step £1 0.8 16 ’\tﬁf 030~ 0.49 10 | 48
: M

3001000 | 50 1250 050099y, ol 28 101 4y 0.8 16 | than

10.01--20.00 *15 13 26 1.00--- 2.99 69 1250
% 5mm from each edge is not precision guaranteed 3.00--- 499 30 71
% Length can be changed without any prior notice due to 5.00---10.00 76

improvement of product

(0.01mm step)

% 5mm from each edge is not precision guaranteed
% Length can be changed without any prior notice due to
improvement of product

(0.01mm step)

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

Model No. Nonz:::)size Pins per set (Incll\ﬁieriih(t:ase)
CAA-0B 0.50-0.51-0.52--- 1.00 51 0.98kg
CAA-1A 1.00-1.01-1.02-:-  1.50 51 0.99%g
CAA-1B 1.50-1.51-1.52--- 2.00 51 1.01kg
CAA-2A 2.00-2.01-2.02:-- 2.50 51 1.02kg
CAA-2B 2.50-2.51-2.52:-- 3.00 51 1.05kg
CAA-3A 3.00-3.01-3.02--- 3.50 51 1.11kg
CAA-3B 3.50-3.51:3.52:-- 4.00 51 1.15kg
CAA-4A 4.00-4.01-4.02--- 4.50 51 1.20kg
CAA-4B 4.50-4.51-4.52--- 5.00 51 1.25kg
CAA-5A 5.00-5.01-5.02--- 5.50 51 1.31kg
CAA-5B 5.50:5.51-5.52:-- 6.00 51 1.38kg
CAA-6A 6.00-6.01-6.02--- 6.50 51 1.45kg
CAA-6B 6.50-6.51-6.52--- 7.00 51 1.53kg
CAA-7A 7.00-7.01-7.02--- 7.50 51 2.09kg
CAA-7B 7.50-7.51-7.52--- 8.00 51 2.18kg
CAA-8A 8.00-8.01-8.02--- 8.50 51 2.28kg
CAA-8B 8.50-8.51-8.52--- 9.00 51 2.38kg
CAA-9A 9.00-9.01-9.02--- 9.50 51 2.49%g
CAA-9B 9.50-9.51-9.52:--10.00 51 2.60kg

Model No. NoT.iT'::)Size Pins per set (Inclt%?ri:htt:ase)
CAG-0B 0.50-0.51-0.52--- 1.00 51 0.98kg
CAG-1A 1.00-1.01-1.02--- 1.50 51 1.07kg
CAG-1B 1.50-1.51-1.52:-- 2.00 51 1.08kg
CAG-2A 2.00-2.01-2.02--- 2.50 51 1.10kg
CAG-2B 2.50-2.51-2.52:-- 3.00 51 1.12kg
CAG-3A 3.00-3.01-3.02--- 3.50 51 1.18kg
CAG-3B 3.50-3.51-3.52--- 4.00 51 1.22kg
CAG-4A 4.00-4.01-4.02--- 4.50 51 1.27kg
CAG-4B 4.50-4.51-4.52--- 5.00 51 1.33kg
CAG-5A 5.00-5.01-5.02:-- 5.50 51 1.71kg
CAG-5B 55005510557 00 5 1.78kg
CAG-6A 6.00-6.01-6.02:-- 6.50 51 1.85kg
CAG-6B 6.50:6.51-6.52--- 7.00 51 1.93kg
CAG-7A 7.00-7.01-7.02:-- 7.50 51 2.01kg
CAG-7B 7.50-7.51-7.52:-- 8.00 51 2.10kg
CAG-8A 8.00-8.01-8.02--- 8.50 51 2.25kg
CAG-8B 8.50-8.51-8.52:-- 9.00 51 2.35kg
CAG-9A 9.00-9.01-9.02:-- 9.50 51 2.46kg
CAG-9B 9.50-9.51-9.52---10.00 51 2.58kg

MngalaJerk
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IPIN GAUGE CASE

I5NVvD I

Nominal size printed on each slot. Can be sold cases only.

PCS-1 PCS-1P
(NON-PRINTED) (PRINTED)

BLOCK

GAUGE

Removable lid for Order No. Model No. Applicable pin gauge set Inner Board No. of Slots
use as tray
Il STEEL

AA-00 ~ AA-6B
AH-0 ~ AH-2 NON-
AP-1 PRINTED
AA-OE ~ AA-6F
AAP-0B ~ AAP-6A
PG-00 ®© 55
PG-0 ®©

PM-0B ®©~ PM-6B ®©

992015 PCS-1

AN
e Stands )
ACCESSORES i

RING
GAUGE

992017 PCS-1P PRINTED

TAA-0B ~ TAA-6B

PLUG

GAUGE CAA-0B ~ CAA-6B

LIMIT
GAUGE

STEEL

AA-7A ~ AA-15B
992016 PCS-2 AH-3 ~ AH-6
AP-2 ~ AP-3
AA-7C ~ AA-9F
TAPER @ DIMENSIONS AAP-6B ~ AAP-9B
GRUGE - PG-2C ®© 25

=== === f@-\w‘@ﬂi PM-7A @&~ PM-9B @&

992018 PCS-2P TAA-7A ~ TAA-9B PRINTED

NON-

THICKNESS PRINTED

GAUGE

WELDING
GAUGE

OTHER
GAUGES

CAA-7A ~ CAA-9B

00000000000

00000000000
00000000000
00000000000
60000000006 NON-
992019 PCS-2W

AA-16A ~ AA-19B
AH-7 ~ AH-8
Units: mm AP-4 55
Model No. A B (o] D* %Pin gauges to be stored
without individual
PCS-1, PCS-1P 290 206 71 (460) pin gauge case
PCS-2, PCS-2P 325 265 71 (578)
PCS-2W, PCS-2WP | 325 265 71 (578)
% Reference only

992020 PCS-2WP PRINTED

6 0 MuqalraZeiki



IPIN GAUGE CASE

Nominal size printed on each slot.

W-PG1(+)

Can be sold cases only.

W-PG2A(+)

W-PG3(+)

W-4 W-4P
(NON-PRINTED) (PRINTED)
Order No. Model No. Standard Applicable pin gauge set Inner No. of slots Weight (Appr ox?lﬁx DXH)
217100 | W-PG1() WSTEEL PG-1®
For PG-1 PRINTED 190 111kg | 333X 235X 72mm
217101 | W-PG1(-) BSTEEL PG1©
217210 | W-PG2A() B STEEL PG2A®
For PG-2A PRINTED 140 1.07kg | 333 X 235 X 72mm
217211 | W-PG2A(-) WSTEEL PG-2A©
217221 | W-PG2B(+#) B STEEL PG-2B®
For PG-2B PRINTED 110 1.07kg | 333X 235 X 72mm
217222 | W-PG2B(-) B STEEL PG-2BO
217300 | W-PG3() B STEEL PG3®
For PG-3 PRINTED 61 1.02kg | 333X 235 X 72mm
217301 | W-PG3(-) B STEEL PG30©
W STEEL
992324 | W-4 AG-0A ~ AG-4B NON-PRINTED
Pin gauge Il CARBIDE
with handle: Small | TAG-0A ~ TAG-4B 5 082kg | 300185 91mm
992304 | W-4P B CERAMIC PRINTED
CAG-0A ~ CAG-4B
W STEEL
992325 | W-5 AG-5A ~ AG-9B NON-PRINTED
Pin gauge Il CARBIDE
with handle: Large | TAG-5A ~ TAG98 55 1.02kg | 330X 212 x 87mm
992305 | W-5P B CERAMIC PRINTED
CAG-5A ~ CAG-9B
992256 | W-6 'C”aC’S'Z'CS‘;ae[ me BAUBE | 5 16.00~21.99mm | NON-PRINTED 55 134kg | 445 x 234 x 80mm
992329 | W-9 'é‘:s':‘:;ael fL'” 8aUBE | 4 22.00~30.00mm | NON-PRINTED 30 1.28kg | 310 x 285 X 80mm

MugalaJerk
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BLOCK
GAUGE

PIN
VISE

PIN

GAUGE
ACCESSORIES
RING

GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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I5NVO I

IPLASTIC CASE FOR INDIVIDUAL PIN GAUGE

Easy to distinguish every single pin gauge by these colored cases

]
Appearance |
2 <3
Order No. 992011
Size S
Standard For Steel Pin Gauge For Carbide Pin Gauge For Ceramic Pin Gauge For Maintenance Line Pin Gauge

Applicable Pin Gauge Size

0.060 ~ 6.999
(7.000mm for AA-6B)

0.50 ~6.99
(7.000mm for TAA-6B)

0.50 ~6.99
(7.000mm for CAA-6B)

3.00 ~6.99
(7.000mm for AML-6B)

Applicable Pin Gauge Case PCS-1
BLOCK
GAUGE
PIN
CAUGE Appearance
PIN
VISE |
PN =
GAUGE P e
ACCESSORES
Order No. 992012
RING
GAUGE Size M
Standard For Steel Pin Gauge For Carbide Pin Gauge For Ceramic Pin Gauge For Maintenance Line Pin Gauge
e 7.000 ~ 15.99
Applicable Pin Gauge Size (16.00mm for AA-15B) 7.00 ~ 14.00 7.00 ~ 10.00 7.00 ~ 10.00
(SA-70 : 6.997 ~)
LIMIT
GAUGE
Applicable Pin Gauge Case PCS-2
THICKNESS
GAUGE
TAPER
GAUGE
WELDING
GAUGE
g\DEGRES Appearance
Order No. 992013 992014
Size L LL
Standard For Steel Pin Gauge For Steel Pin Gauge
Applicable Pin Gauge Size 16.00 ~ 21.99 22.00 ~ 30.00
Applicable Pin Gauge Case W-6 W-9

MugalaJeiki
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IPIN GAUGE CABINET

Pin gauge storage cabinet can store up to
ten pin gauge sets

All drawers can be
locked at once

Applicable case : PCS-1, PCS-2

USE

@For storage of pin gauge set
MATERIAL

@®SPCC (cold rolled steel)
FEATURES

®Deep drawer can store SK pin gauge carrying case
SPECIFICATIONS

®Applicable case: PCS-1, PCS-2

$*¢Remove the cover case when storing

@®Number of drawers: 5

(two sets each drawer, total of ten sets can be stored)

ZBEmM

70mm

Handle

Handle can be
mounted either right
side or left side

[Drawer dimensions (removed)]

IDNVDO I

655mm

% Pin gauges are not included

BLOCK
GAUGE

PIN
GAUGE

Order No. Model No.
217930 P-5C

Product Dimensions (mm)

W825XD350%xH630

Weight
36kg

PIN
VISE

PN
GAUGE
ACCESSORIES

IMAINTENANCE KIT

USE
@For pin gauge maintenance
FEATURES
®Provide with plastic case for easy to carry

RING
GAUGE

[Cifx
HOWTO MOVE PLUG
GAUGE
LIMIT

GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

b4

IALUMINUM PIN VISE

i
0.5mm of wide holding range on both sides @ DIVENSIONS HOWTO MoVE
USE

®GO/NOGO pin gauge holder - double ended _HANDLE (BLACK)
MATERIAL GO (GREEN) NO GO (RED)
®Body: Aluminum 7N <
FEATURES @ =
@With special made resin collet. Aluminum Pin APV-17A ‘ 7 ‘ P 5 T
Vise is strong against deformation but - A
soft for Pin Gauge. 7
®Aluminum pin vise can be used as limit gauge m Units: mm
by holding pin gauges at both GO (green) and Model No. AlBlclpl e
NOGO (red) sides
®Size is marked on the handle Example use APV-6A APV-0A~ 6B 91| 14 | 23 | 40 |16
®With Plastic Case APV-7A~ 9B | 90| 17 | 26 | 34 | 195
SPECIFICATIONS _— ] APV-10A~12B | 105 | 21 | 31 | 39 |24
@Holding range: 0.5mm * APV-13A~15B | 111 | 24 | 31 | 45 |275
*With exception of APV-16A~19B | 117 | 28 | 32 | 48 |32
APV-0A: 0.3mm
Order No. Model No. Pin Gauge size (mm) Weight Order No. Model No. Pin Gauge size (mm) Weight
216001 APV-0A 0.200~ 0.500 30g 216101 APV-10A 10.000~10.50 65g
216002 APV-0B 0.500~ 1.000 30g 216102 APV-10B 10.50 ~11.00 65g
216011 APV-1A 1.000~ 1.500 30g 216111 APV-11A 11.00 ~11.50 65g
216012 APV-1B 1.500~ 2.000 30g 216112 APV-11B 11.50 ~12.00 65g
216021 APV-2A 2.000~ 2.500 30g 216121 APV-12A 12.00 ~12.50 65g
216022 APV-2B 2.500~ 3.000 30g 216122 APV-12B 12.50 ~13.00 65g
216031 APV-3A 3.000~ 3.500 30g 216131 APV-13A 13.00 ~13.50 80g
216032 APV-3B 3.500~ 4.000 30g 216132 APV-13B 13.50 ~14.00 80g
216041 APV-4A 4.000~ 4.500 30g 216141 APV-14A 14.00 ~14.50 80g
216042 APV-4B 4500~ 5.000 30g 216142 APV-14B 14.50 ~15.00 80g
216051 APV-5A 5.000~ 5.500 30g 216151 APV-15A 15.00 ~15.50 80g
216052 APV-5B 5.500~ 6.000 30g 216152 APV-15B 15.50 ~16.00 80g
216061 APV-6A 6.000~ 6.500 30g 216161 APV-16A 16.00 ~16.50 1108
216062 APV-6B 6.500~ 7.000 30g 216162 APV-16B 16.50 ~17.00 110g
216071 APV-7A 7.000~ 7.500 40g 216171 APV-17A 17.00 ~17.50 110g
216072 APV-7B 7.500~ 8.000 40g 216172 APV-17B 17.50 ~18.00 1108
216081 APV-8A 8.000~ 8.500 40g 216181 APV-18A 18.00 ~18.50 110g
216082 APV-8B 8.500~ 9.000 40g 216182 APV-18B 18.50 ~19.00 1108
216091 APV-9A 9.000~ 9.500 40g 216191 APV-19A 19.00 ~19.50 110g
216092 APV-9B 9.500~10.000 40g 216192 APV-19B 19.50 ~20.00 110g
ISINGLE OPEN-END ALUMINUM PIN VISE

U
0.5mm of wide holding range. Specialized in holding function. @ DIMENSIONS HOWTO MOVE
USE B CHUCK(GREEN/) ) HANDLE (BLACK)

MATERIAL U “
®Body: Aluminum ‘ B ‘ c D
FEATURES A A
®With special made resin collet. Units: mm
SPEI;\:I;T(‘:i::gNF;n Vise is strong against deformation but soft for Pin Gauge. Model No. A B C D E
®Holding range: 0.5mm APV-0A-S ~6B-S| 86 | 14 23 | 60 |16
3% With exception of APV-0A-S: 0.3mm APV-7AS~9BS| 87 | 17 | 26 | 59 |195
Order No. Model No. Pin Gauge size (mm) Weight Order No. Model No. Pin Gauge size (mm) Weight
217001 APV-0AS | 0.200~ 0.500 35g 217051 APV-5AS | 5000~ 5500 35g
217002 APV-0B-S 0.500~ 1.000 35g 217052 APV-5B-S 5.500~ 6.000 35g
217011 APV-1A-S 1.000~ 1.500 35g 217061 APV-6A-S 6.000~ 6.500 35g
217012 APV-1B-S 1.500~ 2.000 35g 217062 APV-6B-S 6.500~ 7.000 35g
217021 APV-2A-S 2.000~ 2.500 35g 217071 APV-7A-S 7.000~ 7.500 43g
217022 APV-2B-S 2.500~ 3.000 35g 217072 APV-7B-S 7.500~ 8.000 43g
217031 APV-3A-S 3.000~ 3.500 35g 217081 APV-8A-S 8.000~ 8.500 43g
217032 APV-3B-S 3.500~ 4.000 35g 217082 APV-8B-S 8.500~ 9.000 43g
217041 APV-4A-S 4.000~ 4.500 35g 217091 APV-9A-S 9.000~ 9.500 43g
217042 APV-4B-S 4.500~ 5.000 35g 217092 APV-9B-S 9.500~ 10.000 43g
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B PN visE
v
Can be used as limit gauge by installing two different size pin gauges HOWTO MOVE
NOGO collet (red line)
GO collet (no line)
)
|
S
@ DIMENSIONS
S (EET 31 JIEE
= — — BLOCK
‘ A ‘ GAUGE
USE ‘ ‘
@®GO/NOGO pin gauge holder - double ended Units: mm GAUGE
MATERIAL Model No. A B
@Chrome plated brass
PV-0A ~ 2B PIN
FEATURES 0 98 ° Vs
®Pin vise can be used as limit gauge by PV-3A~ 4B 104 "
holding pin gauges at both GO (no line) and PV-5A ~ 6B 14 14 o
NOGO (red line) sides ACCESSORES
PV-7A ~ 9B 135 17 -
SPECIFICATIONS

@®Holding range: 0.5mm GARL.‘J'\(g(é

#With exception of PV-0A: 0.3mm

PLUG

Order No. Model No. Pin Gauge Size (mm) E Pag,.’,‘,“ == Weight e
219001 PV-0A 0.200~ 0.500 Bl B2 BOO 30g .
219002 PV-0B 0500~ 1.000 B1 B2 BO1 30g R
219011 PV-1A 1000 ~ 1.500 B B2 B3 30g -
219012 PV-1B 1500 ~ 2.000 B1 B2 B4 30g o
219021 PV-2A 2000~ 2.500 B B2 B5 30g .
219022 PV-2B 2500~ 3.000 B1 B2 B6 30g e
219031 PV-3A 3.000~ 3.500 B7 BS B9 40g i
219032 PV-3B 3500~ 4.000 B7 B8 B10 40g o
219041 PV-4A 4000~ 4500 B7 BS B11 40g .
219042 PV-4B 4500~ 5000 B7 BS B12 40g e
219051 PV-5A 5000~ 5500 B13 B14 B15 70g
219052 PV-5B 5500 ~ 6,000 B13 B14 B16 80g
219061 PV-6A 6000~ 6500 B13 B14 B17 80g
219062 PV-6B 6500~ 7.000 B13 B14 B18 80g
219071 PV-7A 7.000~ 7.500 B19 B20 B21 110g
219072 PV-7B 7.500 ~ 8.000 B19 B20 B22 110g
219081 PV-8A 8000~ 8500 B19 B20 B23 110g
219082 PV-8B 8500~ 9.000 B19 B20 B24 110g
219091 PV-9A 9.000~ 9500 B19 B20 B25 110g
219092 PV-9B 9,500 ~ 10.000 B19 B20 B26 110g
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BLOCK
GAUGE

PIN
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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ITHREAD PIN GAUGE RA

Suitable when screw holes on workpiece is not chamfered

FEATURES

Thread Pin Gauge RA

Firmly fixed to
the workpiece
with tapered thread

work part

@ DIMENSIONS

il
HOWTO MOVEE

Rust preventionp
Zerust Film for Steel

P380

measur ing
part

©|}001| A
Z]oo1]A

1/15 taper

T —a]

@®Threaded portion has 1/15 taper starting at half way point to secure

Runout between measurement part and thread
part : Model No. RAOO-1---within 0.0Tmm
Runout between measurement part and thread

gauge to workpiece Accuracy | part: Model No. RAOO-2---within 0.015mm
®For measuring threaded hole which is difficult to measure with the Runout between measuremen_t part and thread
existing thread pin gauge (e.g. threaded hole which is difficult to part : Model No.. RAO.O'}"Wlthm 0.02mm
chamfer the opening or processed obliquely to work surface) Accuracy of ¢a: within £0.005mm
®Also suitable for deburring Process Material | Stainless Steel (SUS303)
(Size List)
Order No. Model No. Size a(mm) b(mm) c(mm) d(mm) e(mm)
250011 RA125-1 M 1 X P0.25 8.0 4.5
250012 RA125-2 M 1 X P0.25 2 13.5 10.0 1.50 1.00
250013 RA125-3 M 1 % P0.25 23.5 20.0
250014 RA204-1 M 2 X P0.4 10.0 4.5
250015 RA204-2 M 2 X P0.4 3 25.5 20.0 2.50 2.00
250016 RA204-3 M 2 % P0.4 35.5 30.0
250017 RA305-1 M 3 X P0O.5 12.0 5.0
250018 RA305-2 M 3 X P0.5 4 27.0 20.0 2.50
250019 RA305-3 M 3 X P0.5 37.0 30.0 350
250020 RA407-1 M 4 x P0.7 14.0 6.0
250021 RA407-2 M 4 x P0.7 5 28.0 20.0 3.50
250022 RA407-3 M 4 X P0.7 38.0 30.0
250023 RA508-1 M 5 X P0.8 16.0 7.0
250024 RA508-2 M 5 x P0.8 6 29.0 20.0 4.00
250025 RA508-3 M 5 % P0.8 39.0 30.0 4.00
250026 RA610-1 M 6 X P1.0 18.0 8.0
250027 RA610-2 M 6 X P1.0 7 30.0 20.0
250028 RA610-3 M 6 X P1.0 40.0 30.0 5.00
250029 RA8125-1 M 8 X P1.25 19.0 8.5
250030 RA8125-2 M 8 X P1.25 9 30.5 20.0 4.50
250031 RA8125-3 M 8 X P1.25 40.5 30.0
250032 RA1015-1 M10 X P1.5 21.0 8.5
250033 RA1015-2 M10 X P1.5 11 325 20.0 5.50 6.00
250034 RA1015-3 M10 X P1.5 42.5 30.0
250035 RA1215-1 M12 X P1.5 23.0 8.5
250036 RA1215-2 M12 X P1.5 34.5 20.0
250037 RA1215-3 M12 X P1.5 13 44.5 30.0 7,00
250038 RA12175-1 M12 X P1.75 23.0 8.5
250039 RA12175-2 M12 X P1.75 34.5 20.0
250040 RA12175-3 M12 X P1.75 44.5 30.0 6.50
250041 RA1415-1 M14 X P1.5 235 8.5
250042 RA1415-2 M14 X P1.5 15 35.0 20.0
250043 RA1415-3 M14 X P1.5 45.0 30.0 0
250044 RA1615-1 M16 X P1.5 23.5 8.5 75
250045 RA1615-2 M16 X P1.5 17 35.0 20.0
250046 RA1615-3 M16 X P1.5 45.0 30.0
250047 RA1815-1 M18 X P1.5 24.5 8.5
250048 RA1815-2 M18 X P1.5 19 36.0 20.0 7.00 8.00
250049 RA1815-3 M18 X P1.5 46.0 30.0
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ITHREAD PIN GAUGE

G

I5Nv5 I

Enables easy threaded hole centering and locating HOWTO MOVE
Rust preventionp
Zerust Film for Steel

FEATURES P380
@®Easy handling with simple tool
®Enables to indicate the center of threaded @ DIMENSIONS
hole da
®More accurate, economical and easier than SIZE
other gauges
®Made with stainless steel, prevents the thread M ‘ O
pin gauge from rust
@Tapered bottom of the measurement area 1.5
secures fit with work and allows high accuracy PITCH
measurement
Runout between Measuring Head and Screw: Below 0.01Tmm c 65°
Accuracy | Accuracy of Measuring Head (size: a): Below +£0.005mm bl le ‘>/
Screw: equivalent for JIS for the second grade — ¢f
Material | Stainless steel (SUS303) dI | |>Q 60°
[
. . | —
(Size List) S
Order No. Model No. Size a(mm) b(mm) c(mm) d(mm) e(mm) f(mm)
360204 THP-0204 M 2 X P0.4 4 1.44
9.5 3 0,5
360305 THP-0305 M 3 X P0.5 5 6 2.30
360407 THP-0407 M 4 X P0O.7 6 3.02 BLOCK
11 4.3 0.7 GAUGE
360508 THP-0508 M 5 X P0.8 7 3.88
360607 THP-06075 M 6 X P0.75 4.95
8 14 8 5 1 GAUGE
360610 THP-0610 M 6 X P1.0 4.60
360810 THP-0810 M 8 X P1.0 6.60 PIN
10 17 5.5 VISE
360812 THP-08125 M 8 X P1.25 6.25
361010 THP-1010 M10 X P1.0 8.60
361012 THP-10125 M10 X P1.25 12 18 6.5 8.25
361015 THP-1015 M10 X P1.5 7.90 RING
GAUGE
361210 THP-1210 M12 X P1.0 10.60
361212 THP-12125 M12 X P1.25 10.25 PLUG
14 19 7.5 GAUGE
361215 THP-1215 M12 X P1.5 10 1.5 9.90
361217 THP-12175 M12 X P1.75 9.55 i
GAUGE
361415 THP-1415 M14 X P1.5 16 11.90
361420 THP-1420 M14 X P2.0 11.20 TH\%ﬁvUEGsE
361615 THP-1615 M16 X P1.5 13.90
18 20 8.5
361620 THP-1620 M16 X P2.0 13.20 TAPER
GAUGE
361825 THP-1825 M18 X P2.5 20 14.50
362025 THP-2025 M20 X P2.5 22 16.50 WEL/E)U‘NG%
% Custom made Pin Gauge is also available
OTHER
C How to use Thread Pin Gauge ) Example of use D
@Easily locate threaded hole position with thread pin gauge @Reference position established ~ @Pitch measurement
CMM can Easily attain the hole center using thread pin gauge with two threaded holes between threaded holes

3

I l Taper 2

1.Prepare a thread 2.Hand screw the thread 3. Measure!
pin gauge the same size pin gauge into
as the threaded hole the threaded hole

ks o
HOWTO MOVIE HOWTO MOVIE
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ISTEEL RING GAUGE

Master ring gauge for internal diameter measurement. A wide range of sizes
are in stock while custom size ring gauge is also available upon request.

SUB-ZERO (Cryogenic hardened) TREATMENT
STABILIZATION TREATMENT

LAPPED FINISH

BLOCK
GAUGE

HOWTO MOVEE

Carbide for durable and long life > | | Free from rust and corrosion >
Carbide Ring Gauge Ceramic Ring Gauge
-~ =
&/ P P71
Non-slip and easy to handle> | | For Serial No. Management P
Ring Gauge with Protective Cover| |Laser Marking
O —
© p72|| & P120
Rust preventionp
Zerust Film for Steel
P380
@ DIMENSIONS
NOMINAL SIZE

ACTUAL SIZE

KNURLED

B
NEASUREENT POINT -
LAPPED FINISH
USE o o .
RING ) P _— Fx45
GAUGE ®As a master ring gauge for "0" adjustment of measuring instruments / —
such as bore gauge, inside micrometer, dial caliper, etc.
e MATERIAL |
GAUGE ®Alloy tool steel Cx45°
FEATURES <« By
LIMIT @®Provided with inspection report
GAUGE . X
SPECIFICATIONS Size List x Reference value
A " Outsid 0 Chamfering f Chamfering fi
UET e | SO ok ety | Tkroce rces T b ol M
(mm) (um) (um) (um) (HV)
- 5 o 5 1t025 22 4 0a 03 10g
1to .5 1. * 1. - -
E/ZFEJEEE 0.1 step Over 2.5to 5 5 10g
Over 30 to 50 0.8 1.6 +15 Over 5to 10 32 8 0.8 05 50g
- Over 50 to 60 6_?3 Over 10to 15 38 | 10 ’ 80g
GAUGE Over 15t0 20 45 12 1.2 100
Over 60t080 |05step| 10 | 20 | £20 | 779 = =2 -t
Over 20to 25 53 14 200g
omHeR Over 80 to 100 Over 25to 32 63 | 16 15 1.0 300g
Over 100t0 200 |50step| 20 4.0 +50 Over 32to 40 71 8 400g
- Over 40 to 50 85 20 600~700g
®Surface roughness: Within Ra0.1um Over 50 t0 60 100 0.9~1.1kg
®Squareness: 0.05 /¢100 Over 60 to 70 12 20 Knurled| 1.1~1.3kg
®Parallelism: Within 0.015mm Over 70 to 80 125 2 a<tekg
) ) Over 80 to 90 140 1.7~1.9kg
(Standard Size List) Over 90t0 100 | 160 . 2.3~2.6kg
Size (mm) Step (mm) Over 100to 110 | 180 | 30 ' 37~4.1kg
1.0-1.1-1.2-1.3-1.4-1.5:1.6:1.7:1.8:1.9:2.0- Over 110 to 120 190 4.7~5.1kg
1to 50 0.1 stey DD R A B A 35 —
P|21-22:23-24:25:26:27........50.0 Over 1200130 | 200 5.0~55kg
50.5-51.0-51.5-52.0-52.5-53.0-53.5- ~
Over 50to0 100 |05 step|54.0-54.5-55,0-55.5-56.0-56.5-57.0- Over 130t0 140 | 210 | 38 24 | 5-7~63kg
57.5u 100.0 Over 140 to 160 230 6.6~8.2kg
105.0-110.0-115.0-120.0-125.0-130.0- Over 160 to 180 260 40 8.6~ 10k
Over 100 to 200 |5.0 step|135.0-140.0-145.0-150.0+155.0-160.0- ver ou o 2.0 | oo K
(SN0 — 200.0 Over 180 to 200 280 9.4~ 11kg

MugalaJeiki

68



ISTEEL RING GAUGE LARGE SIZE

Up to 520mm manufactuable. Custom size ring gauge is also available upon request.

SUB-ZERO (Cryogenic hardened) TREATMENT
STABILIZATION TREATMENT

HlProvided with aluminum case

MATERIAL
@Alloy tool steel
FEATURES

@®Provided with inspection report

SPECIFICATIONS

@ DIMENSIONS

HOWTO MOVEE

GROUND FINTSH

/|

F x 45°

Cx45°
e Cx45°

I5NvS I

A

MugalaJerk

Size Step Out of Roundness Diameter Inequality Tolerance Hardness BLOCK
(mm) (mm) (um) (um) (um) (HV) GAUGE
Over 200 to 230 5.0 step + 70
Over 230 to 300 ’ 653 .
Over 300 to 400 10.0 step 5.0 10.0 + 8.0 {
Over 400 to 500 ’ + 90 772
Over 500 to 520 +10.0 vise
®Surface roughness: Within Ra0.2um
®Sqguareness: 0.1/¢9450
@Parallelism: Within 0.025mm
Size List % Reference value NG
D?rlrf:n ) (ZutsMe D d\;nm) B‘I’hlckness(mml)32 - O%P;%Jg:‘ri%% ;g;r ﬁg%'gfgg'ﬁe{g: Remarks Vﬁlgg)ht
Over 200 to 230 310 250~270 9~10 PLUG
Over 230 to 260 340 280~300 20 11~14 GAUGE
Over 260 to 290 370 310~330 45 11~13
Over 290 to 320 400 340~360 12~14 GAL%E
Over 320 to 360 440 380~410 25 2.0 25 NOT Knurled 14~16
Over 360 to 400 480 420~450 15~18
Over 400 to 450 540 | 460~500 25 19~24 e
Over 450 to 500 600 510~550 50 23~29
Over 500 to 520 660 560~600 27~33 APER
GAUGE
Order No. Size (mm) Order No. Size (mm)
420500 205.0 436000 360.0 WEL,EU‘NG‘E
421000 210.0 437000 370.0
421500 215.0 438000 380.0 P
422000 220.0 439000 390.0 GAUGES
422500 225.0 440000 400.0
423000 230.0 441000 410.0
424000 240.0 442000 420.0
425000 250.0 443000 430.0
426000 260.0 444000 440.0
427000 270.0 445000 450.0
428000 280.0 446000 460.0
429000 290.0 447000 470.0
430000 300.0 448000 480.0
431000 310.0 449000 490.0
432000 320.0 450000 500.0
433000 330.0 451000 510.0
434000 340.0 452000 520.0
435000 350.0
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) STEEL RING GAUGE SET

Ring gauge set consist of frequently-used sizes

SUB-ZERO (Cryogenic hardened) TREATMENT
STABILIZATION TREATMENT
LAPPED FINISH

e For detailed accuracy and specification, please refer to
Page 68 - STEEL RING GAUGE

=135
HOWTO MOVEE

]
@
>
(@
n
m

Rust preventionp
Zerust Film for Steel

P380

ok Order No. Model No. Nominal Size Pieces per set (In clmieligh;as )
GAUGE 400001 RG-15 1.015-20-25-30-40-50-6.0-7.0-80-9.0-10.0 12 0.85kg
400002 RG-25 11.0-12.0-13.0- 14.0- 150+ 16.0+17.0 - 18.0 - 19.0 - 20.0 - 22.0 - 24.0 12 2.45kg
PIN 400003 RG-3S 25.0-26.0+27.0-28.0-30.0-32.0-340-350-36.0-37.0 380 - 40.0 12 5.80kg
GRUGE 400004 RG-4S 420-440-450-46.0 - 47.0 - 48.0 - 50.0 7 5.85kg
— 400005 RG-55 52.0-54.0 - 55.0 - 56.0 - 58.0 - 60.0 + 65.0 7 9.75kg
s 400006 RG-65 68.0-70.0 - 75.0 - 80.0 4 6.85kg
400007 RG-75 85.0 - 90.0 - 95.0 - 100.0 4 10.7 kg
ISTEEL RING GAUGE WITH MAINTENANCE LINE
Maintenance line series ring gauge now available HOWTO MOVE

Rust preventionp
Zerust Film for Steel

P380

Custom Sizes
Available

Please contact us
for inquiry

THICKNESS

GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

MATERIAL
@Alloy tool steel
FEATURES
®Maintenance line on steel ring gauge allows easy checking for gauge wear-out
®When line disappears, wear is more than 1um
@Available for sizes: 15~50mm (1mm step)
@®Provided with inspection report
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ICARBIDE RING GAUGE

Inner ring made of carbide, highly-durable material

LAPPED FINISH

¢ 20

— +0.

0oaf

HOWTO MOVIE
Rust preventionp

Zerust Film for Steel

@ DIMENSIONS P380
- NOMINAL SIZE
. ACTUAL SIZE KNURLED
/ —
) == e
o - (fd,zo%m WNEASURENENT POINT
e by LAPPED FINISH
MATERIAL — dlE|D| f-——- 5"
®Steel with carbide insert pd
FEATURES
@®Durable and long life
@®The coefficient of thermal expansion is small ‘ ‘ B Cx45°
(172 of steel, 5x107°/K), so better tolerates temperature changes Size List x Reference value
®Lless |ik§|y to be damaged_ du.e to high hardness . D%ri:s\ ) Diametor of [~ Qutside Tgi?ﬁﬁfs eﬁ"‘:uﬁ'é"’éiﬂi.i‘?é. ﬁi‘ﬁ’e"'ﬁﬁ'k}'&’r
@®Economical- Frequent periodic calibration not required R T ] Gl
®Provided with inspection report 1t025 8 22 4 0.4 03
Over 2.5to0 5 11 5
SPECIFICATIONS Over 5t010 16 32 8 0.8 05
o G | | BEF [ T [MeT _owrtowrs | 21 | 38 | 10 |
1to 30 0.5 1.0 +1 Over 15to 20 28 45 12 1.2
0.5 ste 1,200
Over 30 to 50 P o8 16 *1.5 Over 20t025 | 33 53 14
osurt h Within Ra0. 1 Over 25to 32 40 63 16 1.5 1.0
urface roughness: Within Ra0.1um
®Squareness: 0.05/¢100 Over 3210 40 >0 /1 18 2.0
@®Parallelism: Within 0.015mm Over 40to 50 60 85 20

Sizes available: 1.0 ~ 50.0mm (Please contact us with request)

ICERAMIC RING GAUGE

Made of highly-durable material. Less affected by
thermal expansion as well as free from rust.

LAPPED FINISH

o 25
~= —0.0005
7 X -
|
'/
o of
MATERIAL e ” 4
@Ceramics ~ o g
FEATURES T
@®Ceramic material is less susceptible to abrasion and aged deterioration
than steel

@®Free from rust and corrosion, and easy maintenance
@®Non-magnetic body

®Does not deform with damage, resists scratches and forming burrs
®Lightweight and easy handling

@Size is laser marked @Provided with inspection report

Material Data

Material Ceramics
List (Zirconia)
Specific Gravity = 6
Hardness HV 1,250
Bending strength MPa 1,000
Young's Modulus GPa 200
Coefficient of thermal -6, —~
expansion HORAS 7~8
Heat conductivity W/m-K 3

HOWTO MOVIE

SPECIFICATIONS
Size Step Out of Diameter Tolerance
(mm) (mm) “"‘é{.“‘m';"“ I"e(ﬂ';’r?)my (um)
3to 30 05 1.0 +1
———— 0.5 step
Over 30 to 50 0.8 1.6 +1.5
®Surface roughness: Within Ra0.1um
®Squareness: 0.05/¢100
®Parallelism: Within 0.015mm
@ DIMENSIONS
NOMINAL SIZE
ACTUAL SIZE
LAPPED FINISH
D| Fx45° |7~ "
yd
|l B ™\Cx45
Size List % Reference value
D?ri:r?\) CliskielDlomety T:B.(l.nm) o?ns(i;i(emt::]aﬁ;?;r ;sige( rg::;r;e't::
3to 10 32 8 0.8
0.5
Over 10to 15 38 10
Over 15 to 20 45 12 1.2
Over 20 to 25 53 14
Over 25 to 32 63 16 1.5 1.0
Over 32 to 40 71 18 20
Over 40 to 50 85 20 '

Sizes available: 3.0 ~ 50.0mm (Please contact us with request)

MugalaJerk

I5NvS I

A

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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IRING GAUGE WITH PROTECTIVE COVER o
O]

No-slip and easy to handle, will increase productivity HOWTO MOVE

I5NVvD I

LAPPED FINISH EETEa
erust Film for Steel
STEEL RING GAUGE
(with protective cover) P380

CERAMIC RING GAUGE
(with protective cover)

CARBIDE RING GAUGE

(with protective cover) SPECIFICATIONS

MATERIAL

. Out of Diameter
. . . Size Step . | Tolerance
@®Protective cover: Anodized aluminum (mm) (mm) Ro(um:c;ss In(ezu;h)ty (um)

®Gauge: Steel / Carbide / Ceramic

1to 2
FEATURES (Steel & Carbide only) 05 1.0 +1
@A ring gauge embedded in Aluminum Protective Cover Over 2to 30 1.0 step

®Covered gauge is easier to handle with dirty hands Less susceptible to
thermal expansion when holding a gauge by hand

®Less susceptible to thermal expansion when holding a gauge by hand ®Surface roughness: Within Ra0.1um

@®Protects from chipping when dropped

@®Provided with inspection report

Over 30 to 50 0.8 1.6 +1.5

BLOCK

GAUGE
ISTEEL RING GAUGE OD MODEL MTO product
PIN
GAUGE . . . . . . . .
Available from ¢ 40-400mm. Simple calibration or O adjustment of outside measuring instrument.
Rust preventionp
PIN Zerust Film for Steel
VISE
P 58 P380
GAUGE
ACCESSORIES
RING
GAUGE
PLUG
GAUGE
LIMIT
GAUGE
THICKNESS
GAUGE
@ DIMENSIONS
TAPER
GAUGE
NOMINAL SIZE
AGTUAL SIZE GROUND FINISH
WELDING U pReET v

GAUGE

OTHER
GAUGES

R

SPECIFICATIONS

USE %:;? tol(g:nce Rog::ir?;ss Ir?;r:aelzg Th(lcmk:sss Di:;::ter

®For quick calibration of micrometer L) ) L) (mm)
40 to 50 +3 1.5 3

MATERIAL Over 50to 70 4 20
@Alloy tool steel Over 7010 100 15 25 5 30

FEATURES Over 100 to 150 |40
@®Custom sizes are available up to $p400 Over 150 to 200 30 50
@Size range: 40~400mm Over 200 to 300 £10 5 10 | 80
®Provided with inspection report Over 300 to 350 - 160

SPECIFICATIONS Over 350 to 375 200
®Hardness: HV653~772 Over 375 to 400 250
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ISPECIAL SHAPE - MULTIPLE-STEP GAUGE

USE

®For quick calibration of micrometers (0~25mm)
MATERIAL

®Alloy tool steel

MTO product

Custom Designs
Available

Please contact us

I5NvS I

for inquiry
FEATURES
®0D pitch: 5:10-15-20-25mm Integrated type gauge
*Sample image
ISPECIAL SHAPE - MULTIPLE-STEP GAUGE / OD MODEL

-

Custom Designs

USE o _ Available
@®For calibration or O adjustment | )
MATERIAL Please contact us =
@®Alloy tool steel for inquiry =
FEATURES
®Size combination is arranged on request
> BLOCK
‘ I - ' GAUGE
PIN
GAUGE
Sample image "
VISE
ISPECIAL SHAPE - STEP GAUGE / ID MODEL

USE

®For 0 adjustment of dial bore gauge
MATERIAL

®Alloy tool steel
FEATURES

®Size combination is arranged on request

+ 464,000
T 442,000 5,

-

#Sample image

Custom Sizes GAUGE
Available —

Please contact us
for inquiry

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

ISPECIAL SHAPE - CUT OUT

MATERIAL
@®Alloy tool steel
FEATURES
@®The special shape allows to hold the ring gage with a
fixture to prevent the gauge from moving

o 26.6
—= 3 +0.0002
e

S MA0005
MADE IN JAPAN

%Sample image

MTO product OTHER

GAUGES
Custom Designs
Available

Please contact us
for inquiry

MugalaJerk 7 3



ISTEEL LIMIT PLUG GAUGE

For GO/NOGO inspection of hole diameter HOWTO MOVE

I5NVvD I

Rust preventionp
Zerust Film for Steel
USE LP10-H7
@®For hole diameter inspection
MATERIAL

®Gauge: Alloy tool steel
@®Handle: Aluminum
FEATURES
®GO/NOGO gauge for testing fit of shaft in a hole based on maximum
and minimum allowable dimensions
@®Provided with inspection report @ DIMENSIONS

SPECIFICATIONS

. y I |
®Class H7 for manufacturing -+ H =}

®Hardness HV660~780 Ki J M MJ‘K_&‘

A L

@®Surface roughness: Within Ra0.2um w w

Order No. Model No. Size (o) () () (mMm) Weight
397003 LP3-H7 63 585 7 35 4 10g
397004 LP4-H7 o 4 10g
397005 LP5-H7 ¢ 5 77 10 5 10g
397006 LP6-H7 ¢ 6 10g
BLOCK 397007 LP7-H7 o7 20g
397008 LP8-H7 ¢ 8 o1 0 20g
PIN 397009 LPO-H7 69 20g
GAUGE
397010 LP10-H7 #10 . 30g
. 397011 LP11-H7 o1 50g
VeE 397012 LP12-H7 012 50g
B 107 13
397013 LP13-H7 ®13 60g
397014 LP14-H7 ®14 6 60g
397015 LP15-H7 ®15 100g
e 397016 LP16-H7 16 100g
397017 LP17-H7 ®17 120g
PLUG 397018 LP18-H7 ®»18 130g
GAUGE
397019 LP19-H7 ®19 180g
119 17 10
o 397020 LP20-H7 $20 190g
e 397021 LP21-H7 621 200g
397022 LP22-H7 622 200g
THICKNESS
GAUGE 397023 LP23-H7 $23 210g
397024 LP24-H7 024 210g
GAvOE 397025 LP25-H7 025 250g
397026 LP26-H7 026 260g
WELDNG 397027 LP27-H7 27 280
CAUGE ¢ 141 22 8 &
397028 LP28-H7 $28 290g
OTHER 397029 LP29-H7 $29 290g
GAUGES
397030 LP30-H7 #30 300g
397031 LP31-H7 ®31 470g
397032 LP32-H7 $32 3 480g
397033 LP33-H7 #33 500g
397034 LP34-H7 034 520g
397035 LP35-H7 #35 540g
157 25 95
397036 LP36-H7 #36 550g
397037 LP37-H7 ®37 570g
397038 LP38-H7 #38 590g
397039 LP39-H7 #39 600g
397040 LP40-H7 $40 620g

Custom size limit gauges are also available on request

7 4 MugalaJeiki
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I CARBIDE LIMIT PLUG GAUGE

Durable Carbide plug gauge
with low thermal expansion
and good durability

Rust preventionp
Zerust Film for Steel

P380

[ 7T

MADE 1IN APAN

@ DIMENSIONS
| N
USE R ROy
®For hole diameter inspection ‘
MATERIAL
®Gauge: Carbide ®@Handle: Aluminum
FEATURES

®GO/NOGO gauge for testing fit of shaft in a hole based on
maximum and minimum allowable dimensions

@Excellent wear resistance for 20~30 times longer service life than steel

@®The coefficient of thermal expansion (5x10° /K) is ¥ that of
steel, so the changes due to temperature are small

®Less likely to be scratched or damaged due to high hardness

®Economical - longer span of periodic calibration compared to steel gauge

@®Provided with inspection report

SPECIFICATIONS
@Class H7 for manufacturing
@®Surface roughness: Within Ra0.2um

I CerAMIC LIMIT PLUG GAUGE %

it
Ceramic plug gauge HOW TO NOVE
with long service life

for good economic performance

Rust preventionp
Zerust Film for Steel

P380

@ DIMENSIONS

— /)
@®For hole diameter inspection ‘,ﬁ,ﬂ L M,K_Z,‘
MATERIAL o .
®Gauge: Ceramic @®Handle: Aluminum
FEATURES

®G0O/NOGO gauge for testing fit of shaft in a hole based on
maximum and minimum allowable dimensions

®Ceramic material is less susceptible to abrasion and aged
deterioration than steel

®Free from rust and corrosion, and easy maintenance

®Material has coefficient of thermal expansion similar to steel

®Non-magnetic

®Does not deform with damage, resist scratches and forming burrs

@®Provided with inspection report

SPECIFICATIONS
@®Class H7 for manufacturing
®Surface roughness: Within Ra0.2um

Order No. Model No. Standard | - (m"n) (m;‘) (mm)|  Weight
396010 TLP10-H7 ¢ 10 871107 | 7 38g
396011 TLP11-H7 ¢ 11 58g
396012 TLP12-H7 ¢12 64g
99(12| 8 | 8
396013 TLP13-H7 ¢13 72g
396014 TLP14-H7 ¢ 14 78g
396015 TLP15-H7 ¢ 15 110g
396016 TLP16-H7 ¢ 16 120g
116 10 | 10
396017 TLP17-H7 ®17 128g
396018 TLP18-H7 ¢18 142¢g
396019 TLP19-H7 ®»19 16 198g
396020 TLP20-H7 ®20 212g
396021 TLP21-H7 ®21 222g
132 12
396022 TLP22-H7 22 236g
396023 TLP23-H7 ®»23 252g
396024 TLP24-H7 24 > 268g
396025 TLP25-H7 ¢25 306g
396026 TLP26-H7 $26 320g
396027 TLP27-H7 27 334g
136| 18 | 14
396028 TLP28-H7 ¢28 352g
396029 TLP29-H7 ¢29 362¢g
396030 TLP30-H7 ¢30 382g

Order No. Model No. Standard (m';n) (r:f';) (n'f';) ()
399010 CLP10-H7 ®»10 87| 10 7 7
399011 CLP11-H7 o111
399012 CLP12-H7 12
99 | 12 8 8

399013 CLP13-H7 ®»13
399014 CLP14-H7 o114
399015 CLP15-H7 ®15
399016 CLP16-H7 16

116 10 10
399017 CLP17-H7 d17
399018 CLP18-H7 ®»18
399019 CLP19-H7 ®»19 16
399020 CLP20-H7 ®20
399021 CLP21-H7 @21

132 12
399022 CLP22-H7 »22
399023 CLP23-H7 ®»23
399024 CLP24-H7 24 -
399025 CLP25-H7 ®»25
399026 CLP26-H7 26
399027 CLP27-H7 »27

136 | 18 14
399028 CLP28-H7 28
399029 CLP29-H7 ®»29
399030 CLP30-H7 ®»30

MugalaJerk

I5NvS I

A

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

75



ILIMIT PLUG GAUGE WITH THIN HANDLE %ﬁ
[l

Narrow shaft allows examining diameter of deep holes HOWTO MOVE
Rust preventionp

]
@
>
(@
n
m

Zerust Film for Steel

P380

SHLP10-H7
i
USE
®For hole diameter inspection [
MATERIAL
®Gauge: Alloy tool steel
®Handle: Stainless
FEATURES -
®Handle diameter is smaller than gauge diameter so that the gauge reaches to deeper hole -
where normal limit plug gauge cannot
@®Provided with inspection report @ DIMENSIONS
SPECIFICATIONS
‘ - e ——— :
@Class H7 for manufacturing
@Surface roughness: Within Ra0.2um !‘—J L L—'l
Order No. Model No. Standard (mm) (n'1(r‘n) (nl1(rzn) Handl(emlir)'i‘a)meter Weight
393503 SHLP3-H7 ¢ 3 ¢ 2 4g
393504 SHLP4-H7 o 4 3 8g
393505 SHLP5-H7 ¢ 5 10g
BLOCK 393506 SHLP6-H7 ¢ 6 110 20g
GAUGE
393507 SHLP7-H7 o 7 65 24g
o 393508 SHLP8-H7 o 8 27g
e 393509 SHLP9-H7 69 20 20 32g
. 393510 SHLP10-H7 ®10 58g
VeE 393511 SHLP11-H7 o1 63g
393512 SHLP12-H7 12 69g
120 ¢ 8
393513 SHLP13-H7 ®13 69g
393514 SHLP14-H7 14 82g
RING
GAUGE 393515 SHLP15-H7 @15 89g
393516 SHLP16-H7 16 136g
GAUGE 393517 SHLP17-H7 017 146g
393518 SHLP18-H7 ®»18 140 25 5 ®10 157g
SAUGE 393519 SHLP19-H7 ®19 169g
393520 SHLP20-H7 ®20 181g

THICKNESS . .. .
GAUGE Custom size limit gauges are also available on request

TAPER
GAUGE

- ILIMIT PLUG GAUGE WITH MAINTENANCE LINE ‘® g
GAUGE g .E"
Maintenance line series plug gauge now available oo

Rust preventionp
Zerust Film for Steel

OTHER
GAUGES

P380

Custom Sizes
Available

USE Please contact us
®For hole diameter inspection for inquiry
MATERIAL

®Gauge: Alloy tool steel
@®Handle: Aluminum
FEATURES
®Maintenance line on Plug Gage allows easy checking for gauge wear-out
@®When line disappears, wear is more than 1um
@®Provided with inspection report

7 6 MnqalaZeik



Il CARBIDE LIMIT STEP PLUG GAUGE B ceramic UMIT STEP PLUG GAUGE

I5NvS I

GO/NOGO gauge at one side Fust prevention GO/NOGO gauge at one side el

Zerust Film for Steel Zerust Film for Steel

P380 P380

10 W7 + ¢ 0t
WADE IN JAPAN

SPTLP-10 SPCLP-10

A

)
| ——
=
USE @ DIMENSIONS USE @ DIMENSIONS
®For hole diameter inspection {]7 I ;} - ®For hole diameter inspection {]7 I 9} - BLOCK
MATERIAL Ik MATERIAL Kl GAUGE
®Gauge: Carbide K ®Gauge: Ceramic K
@®@Handle: Aluminum L > @®Handle: Aluminum L | GAU%NE
FEATURES FEATURES
®GO/NOGO gauge for testing fit of shaft in a hole based on ®GO/NOGO gauge for testing fit of shaft in a hole based on
maximum and minimum allowable dimensions maximum and minimum allowable dimensions \/Pllsg
®No need to flip over, work efficiency goes up ®No need to flip over, work efficiency goes up
®Provided with inspection report ®Provided with inspection report
SPECIFICATIONS SPECIFICATIONS
@Class H7 for manufacturing @®Class H7 for manufacturing
®Surface roughness: Within Ra0.2um ®Surface roughness: Within Ra0.2um GARU\NGE
Order No. Model No. | Standard | (- (mr‘n) (mfn) (mm) Order No. Model No. | Standard | (- (m"n) (mr’n) (mm) . :b%%
398110 SPTLP-10 ¢10 72 10 5 16 398010 | SPCLP-10 10 72 10 5 16
398111 | SPTLP-11 | o11 398011 | SPCLP-11 | ¢11 LT
GAUGE
398112 SPTLP-12 12 398012 SPCLP-12 12
82 12 6 19 82 12 6 19
398113 | SPTLP-13 | 13 398013 | SPCLP-13 | ¢13 A —
GAUGE
398114 SPTLP-14 14 398014 | SPCLP-14 14
398115 | SPTLP-15 | ¢15 398015 | SPCLP-15 | ¢15 —
GAUGE
398116 SPTLP-16 16 398016 | SPCLP-16 16
95 8 25 95 8 25
398117 | SPTLP-17 | 17 398017 | SPCLP-17 | ¢17 WEDING
GAUGE
398118 SPTLP-18 ¢18 398018 | SPCLP-18 ¢18
398119 | SPTLP-19 | @19 398019 | SPCLP-19 | ¢19 -
16 16 GAUGES
398120 | SPTLP-20 ¢20 398020 | SPCLP-20 ¢20
398121 SPTLP-21 ¢21 398021 SPCLP-21 ¢21
107 27 107 27
398122 SPTLP-22 22 398022 | SPCLP-22 22
398123 | SPTLP-23 23 398023 | SPCLP-23 ¢23
398124 SPTLP-24 24 398024 | SPCLP-24 24
10 10
398125 | SPTLP-25 25 398025 | SPCLP-25 25
398126 SPTLP-26 »26 398026 | SPCLP-26 26
398127 SPTLP-27 »27 398027 | SPCLP-27 027
110 18 29 110 18 29
398128 SPTLP-28 »28 398028 | SPCLP-28 28
398129 SPTLP-29 »29 398029 | SPCLP-29 29
398130 SPTLP-30 »30 398030 | SPCLP-30 ¢ 30
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ISTEEL LIMIT PLUG GAUGE (APV TYPE)

Reasonable choice - a pair of pin gauges installed in an aluminum holder. Replacement Pin Gauge || Rust prevention

Pin gauges are exchangeable in case of worn-out. Steel Pin Gauge
USE ®GO/NOGO plug gauge =

. ) ) I y = P50 P380
for hole diameter inspection ———
MATERIAL  @Body: Aluminum @Gauge: Steel - SPG12-H7

SPECIFICATIONS @Class H7 for manufacturing

I5NVvD I

Zerust Film for Steel

BLOCK
GAUGE

Order No. Model No. Standard To(l:t:;zr;ce To(l‘e‘r::;ce
393030 SPG3-H7 ¢ 3 + 8
393040 SPG4-H7 ¢ 4 +12
393050 SPG5-H7 ¢ 5 0
393060 SPG6-H7 ¢ 6

393070 SPG7-H7 P 7

393080 SPG8-H7 ¢ 8 +15
393090 SPG9O-H7 b 9 0
393100 SPG10-H7 »10

393110 SPG11-H7 o 11 H7

393120 SPG12-H7 P12

393130 SPG13-H7 »13

393140 SPG14-H7 P14 +18
393150 SPG15-H7 »15 0
393160 SPG16-H7 $16

393170 SPG17-H7 P17

393180 SPG18-H7 »18

393190 SPG19-H7 »19 +21
393200 SPG20-H7 $20 0

*¥5mm from each edge is not precision guaranteed

ICARBIDE LIMIT PLUG GAUGE (APV TYPE)

Excellent in abrasion resistance, made of durable carbide

USE ®G0O/NOGO plug gauge

for hole diameter inspection
MATERIAL  @Body: Aluminum @®Gauge: Carbide
SPECIFICATIONS @Class H7 for manufacturing

[
TPG9-H7

Replacement Pin Gauge

when wear outp

Carbide Pin Gauge
e

—_—
= P58

VISE Tolerance Tolerance
Order No. Model No. Standard Class Gum)
393230 TPG3H7 63 19
393240 TPG4-H7 ¢ 4 +12
393250 TPG5-H7 ¢ 5 o
BING 393260 TPG6-H7 $ 6
GAUGE 393270 TPG7-H7 ¢ 7
393280 TPG8-H7 ¢ 8 +15
393290 TPGO-H7 ) 0
PLUG
OAUGE 393300 TPG10-H7 ¢10
393310 TPG11-H7 @11 H7
393320 TPG12-H7 ¢12
LIMIT 393330 TPG13-H7 »13
GAUGE 393340 TPG14-H7 d14 +18
393350 TPG15-H7 ¢15 0
- 393360 TPG16-H7 »16
GAUGE 393370 TPG17-H7 P17
393380 TPG18-H7 18
393390 TPG19-H7 ¢19 +21
TAPER
s 393400 TPG20-H7 $20 0
¥5mm from each edge is not precision guaranteed
WELDING
ICERAMIC LIMIT PLUG GAUGE (APV TYPE)
OTHER - . . . . Replacement Pin Gauge
GAUGES  Excellent stability to aged deterioration, requires low maintenance when wear outh
USE @®GO0O/NOGO plug gauge Ceramic Pin Gauge
for hole diameter inspection —
MATERIAL  @Body: Aluminum @®Gauge: Ceramic CPG6-H7
SPECIFICATIONS @Class H7 for manufacturing
Order No. Model No. Standard Tolerance Class Tczl:r;r;ce
393430 CPG3-H7 63 o
393440 CPG4-H7 ¢ 4 s
393450 CPG5-H7 ¢ 5 -
393460 CPG6-H7 ¢ 6 H7
393470 CPG7-H7 ¢ 7
393480 CPG8-H7 ¢ 8 +15
393490 CPG9-H7 ¢ 9 0
393500 CPG10-H7 ¢10
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ISTEEL LIMIT RING GAUGE i?ﬁ?
43

Custom size limit ring gauges are HOW TONOVE

also available upon request Individual ring gaugeP

Ring Gauge
O P68
~72
Rust prevention )

Zerust Film for Steel

P380

@ DIMENSIONS

ro|—
ol —

NOMINAL SIZE KNURLED
e

LABEL
(G0/N0 60) /

USE [60] [ N0 GO)
®GO/NOGO ring gauge for shaft diameter inspection
MATERIAL
@®Alloy tool steel
FEATURES
@A pair of gauges with maximum and minimum limit size to test
the compatibility of hole width
@®Provided with inspection report
SPECIFICATIONS
@®Class h7 for manufacturing
@®Hardness: HV653~772

STEEL LIMIT RING GAUGE
WITH PROTECTIVE COVER

GO/NOGO gauge paired by a
protective cover.

HOW TO MOVIE

[ Individual ring gaugeb |

. . Ring Gauge
No risk of loosing one, easy to use. . P68
U ~72
Rust preventionp

Zerust Film for Steel

P380

USE
®GO/NOGO ring gauge for shaft diameter inspection
MATERIAL
®Gauge: Alloy tool steel
@®Protective cover: Aluminum
FEATURES
®GO/NOGO gauge embedded in aluminum protective cover
@®Covered gauge is easier to handle with dirty hands
®Less susceptible to thermal expansion when holding a gauge
by hand
®Provided with inspection report
SPECIFICATIONS
@®Class h7 for manufacturing
®Hardness: HV653~772 (Gauge)

I5NvS I

BLOCK
GAUGE

Nominal size | Outside Diameter | Thickness | Tolerance

it REE) B D (mm) d(mm) T(mm) (um)
394000 LR10-h7 #10 32 8 2
394010 LR11-h7 o1

394020 LR12-h7 P12

394030 LR13-h7 $13 38 10

394040 LR14-h7 P14 0
394050 LR15-h7 15 -18
394060 LR16-h7 ?16

394070 LR17-h7 17

394080 LR18-h7 $18 45 12

394090 LR19-h7 19

394100 LR20-h7 20

394110 LR21-h7 $21

394120 LR22-h7 22

394130 LR23-h7 23 53 14

394140 LR24-h7 24 0
394150 LR25-h7 25 -21
394160 LR26-h7 26

394170 LR27-h7 27

394180 LR28-h7 28 63 16

394190 LR29-h7 29

394200 LR30-h7 30

Order No. Model No. NO"(‘[I:Ia':)slze
395005 HKLR5-h7 ¢5
395006 HKLR6-h7 ¢6
395007 HKLR7-h7 o7
395008 HKLR8-h7 ¢8
395009 HKLR9-h7 ¢9
395010 HKLR10-h7 ¢10
395011 HKLR11-h7 o111
395012 HKLR12-h7 o12
395013 HKLR13-h7 ¢13
395014 HKLR14-h7 $14
395015 HKLR15-h7 ¢15
395016 HKLR16-h7 ¢16
395017 HKLR17-h7 17
395018 HKLR18-h7 ¢18
395019 HKLR19-h7 ¢19
395020 HKLR20-h7 $20

Custom size limit gauges are also available on request
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ITHREAD LIMIT GAUGE (OLD JIS / GPIPII -GRIRT)

GO/NOGO gauge for checking accuracy of thread

o

[=
HOW TO MOVEE

For Serial No. Management »> Rust preventionp
Laser Marking Zerust Film for Steel
e

N7 P12 P380

Category

for Inspection

Thread Plug Gauge, Class 2

@Thread limit gauge is used to perform GO/NOGO inspection based on the minimum and

GPIP I maximum dimensions prescribed for each screw grade.

Thread Ring Gauge, Class 2

For acceptance of a threaded part, GO gauge should thread without any difficulties and

GRIR I NOGO gauge should not thread more than two complete revolutions.

% The thread category does not represent its quality but represent the position of the acceptance range.
Please select a screw gauge suitable for the product grade.

USE

®For internal / external screw thread inspection

FEATURES

@®Enables to inspect whether threaded parts are within upper / lower limits
of the screw's prescribed dimensional precision
@®Provided with inspection report

THREAD LIMIT PLUG GAUGE (OLD JIS FOR INSPECTION CLASS 2 / GPIPT) :

MATERIAL

®Gauge part: Alloy tool steel
@Handle part: Aluminum

ElF5E

THREAD LIMIT RING GAUGE (OLD JIS FOR INSPECTION CLASS 2 / GRIRT)

HOW TO MOVIE

HOW TO MOVEE

M1BP2: 0 o Y

i (PR

L]
12254931

@ DIMENSIONS

L
1225483-1

To To
2 2

MATERIAL
@®Alloy tool steel

f
l
|
I
l
I
[
|
I

@ DIMENSIONS 1 o 1l
i
O I |
NN N WATY . I
5% Reference purposes only
Order No. Model No. Nominal size (mm) (HI‘(:H) (m;;) (:;'i: Order No. Model No. Nominal size Outsgie(glna‘r)neter (r::n) ("Tl;)
370204 | GPIP2-0204 M2 XxP0.4 380204 |GRIR2-0204 | M2 XP0.4
370207 | GPIP2-026045 | M2.6XP0.45 | 45 | 45 | 55 | 60 380207 |GRIR2-026045| M2.6XP0.45 3 3
370305 | GPIP2-0305 M3  XP0.5 380305 |GRIR2-0305 | M3 XP0.5 25 4
370306 | GPIP2-03506 M3.5%P0.6 380407 |GRIR2-0407 | M4 XP0.7
370407 | GPIP2-0407 M4  xP0.7 © 7z 380508 |GRIR2-0508 | M5 XP0.8 ° 4
370508 | GPIP2-0508 M5 XP0.8 6 380610 |GRIR2-0610 |M6 XP1.0
370607 | GPIP2-06075 M6 XP0.75 | 8 e 74 380710 |GRIR2-0710 |M7 XP1.0
370610 | GPIP2-0610 M6 XP1.0 380810 |GRIR2-0810 |M8 XP1.0 20
370710 | GPIP2-0710 M7  XP1.0 10 86 380812 |GRIR2-08125 | M8 XP1.25 8 °
370810 | GPIP2-0810 M8 XP1.0 381010 |GRIR2-1010 M10 XP1.0
370812 | GPIP2-08125 M8 XP1.25 381012 |GRIR2-10125 | M10 XP1.25
371010 | GPIP2-1010 M10 XP1.0 12 / 92 381015 |GRIR2-1015 M10 XP1.5
371012 | GPIP2-10125 M10 XP1.25 381210 |GRIR2-1210 M12 XP1.0 40
371015 | GPIP2-1015 M10 XP1.5 381212 |GRIR2-12125 | M12 XP1.25 10 8
371210 | GPIP2-1210 M12 XP1.0 10 381215 |GRIR2-1215 M12 XP1.5
371212 | GPIP2-12125 M12 XP1.25 381217 |GRIR2-12175 | M12 XP1.75
371215 | GPIP2-1215 M12 XP1.5 e 8|1 381420 |GPR2-1420 | M14 X2.0 15 10
371217 | GPIP2-12175 M12 XP1.75 381620 |GRIR2-1620 | M16 X2.0
371420 | GPIP2-1420 M14 X2.0 381825 |GRIR2-1825 |M18 X2.5 >0
371620 | GPIP2-1620 M16 X2.0 > 6 1 382025 |GRIR2-2025 | M20 X2.5 = "
371825 | GPIP2-1825 M18 X2.5
372025 | GPIP2-2025 M20 X2.5 2| = 129

Custom size limit gauges are also available on request
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ITHREAD LIMIT GAUGE (OLD JIS / GPWP I -GRWRI)

GO/NOGO gauge for checking accuracy of thread

Category for Manufacturing
Thread Plug Gauge, Class 2 GPWP I
Thread Ring Gauge, Class 2 GRWR I

(o 25

[=
HOW TO MOVEE
For Serial No. Management »> Rust preventionp
Laser Marking Zerust Film for Steel
e
N7 P12 P380

@Thread limit Gauge is used to perform GO / NOGO inspection based on the minimum and
maximum dimensions prescribed for each screw grade.
For acceptance of a threaded part, GO gauge should thread without any difficulties and
NOGO should not thread more than two complete revolutions.

% The thread category does not represent its quality but represent the position of the acceptance range.
Please select a screw gauge suitable for the product grade.

USE

®For Internal / external screw thread inspection

FEATURES

@®Enables to inspect whether threaded parts are within upper/lower limits

of the screw’s prescribed dimensional precision.

@®Provided with inspection report

THREAD LIMIT PLUG GAUGE (OLD JIS FOR MACHINE WORK CLASS 2 / GPWPT)

MIBPZ, O

THERAD LIMIT RING GAUGE (OLD JIS FOR MACHINE WORK CLASS 2 / GRWRT)

MIBF2. O

I5NvS I

70|

117848341 HREL @ DIMENSIONS
T2
2 2
MATERIAL MATERIAL ‘ Block
®Gauge: Alloy tool steel @®Alloy tool steel ‘ GAUGE
@®Handle: Aluminum \
‘ PIN
@ DIMENSIONS 1T 1o 11| GAUGE
o ;
e 1 | PIN
1t | VISE
Ki | [W [ m ‘
T L Eante [P T2
|
% Reference purposes only
Order No. Model No. Nominal Size ( mr1n) (m ;‘) ( m;;) (;ﬁ) Order No. Model No. Nominal Size Ou\side(gan;'neter © n-:?n) (nT;\) -
470204 | GPWP2-0204 M2 XP0.4 300204 |GRWR2-0204 | M2 xP0.4 3 GAUGE
470207 | GPWP2-026045 | M2.6XP0.45 | 45 | 45 | 55 | 60 300207 |GRWR2-026045| M2.6%P0.45 3 i
470305 | GPWP2-0305 | M3 xP0.5 300305 |GRWR2-0305 | M3 xP0.5 25 4 GAUGE
470306 | GPWP2-03506 | M3.5XP0.6 300407 |GRWR2-0407 | M4 xP0.7 o |4 "
6 72
470407 | GPWP2:0407 | M4 xP0.7 300508 |GRWR2-0508 | M5 xP0.8 GAUGE
470508 | GPWP2-0508 | M5 xP0.8 6 300610 |GRWR2:0610 | M6 xP1.0 -
6 s
470607 | GPWP2-06075 | M6 xP0.75 | 8 74 300710 |GRWR2-0710 | M7 xP1.0 20 GAUeE
470610 GPWP2-0610 M6 XP1.0 300810 |GRWR2-0810 M8 XP1.0 . 6 -
470710 | GPWP2-0710 M7 xP1.0 | 10 86 300812 |GRWR2-08125 | M8 xP1.25 CAUGE
470810 GPWP2-0810 M8 XP1.0 301010 |GRWR2-1010 M10 XP1.0 -
470812 | GPWP2-08125 | M8 xP1.25 301012 | GRWR2-10125 | M10 XP1.25 eAues
7
471010 | GPWP2-1010 M10 XP1.0 12 92 301015 |GRWR2-1015 | M10 XP1.5 -
471012 | GPWP2-10125 | M10 xP1.25 301210 |GRWR2-1210 | M12 XP1.0 40 0| 8 e
471015 GPWP2-1015 M10 XP1.5 301212 |GRWR2-12125 | M12 XP1.25
471210 | GPWP2-1210 M12 XP1.0 10 301215 |GRWR2-1215 | M12 XP1.5
471212 | GPWP2-12125 | M12 XP1.25 301217 |GRWR2-12175 | M12 XP1.75
471215 GPWP2-1215 M12 XP1.5 16 8 105 301420 | GPWR2-1420 M14 X2.0 15 | 10
471217 | GPWP212175 | M12 xP1.75 301620 | GRWR2-1620 | M16 X2.0 =
471420 | GPWP2-1420 | M14 x2.0 301825 |GRWR2-1825 | M18 x2.5 2 B
15 17
471620 | GPWP2-1620 | M16 X2.0 . SOPZE CRERZERES 2 R2S
471825 | GPWP2-1825 M18 x2.5
22 | 15 129
472025 | GPWP2-2025 | M20 X2.5

Custom size limit gauges are also available on request
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ITHREAD LIMIT PLUG GAUGE (ISO TYPE JIS / GPNP) ANATV %‘%ﬁ
[=] y

GO/NOGO gauge for checking accuracy of thread. HOW TO NOVE
While the original JIS gauge has two classifications of NOGO gauge For Serial No. Management | | Rust prevention)
(; for Inspection and for Manufacturing), L_ase’ Verking Zerust Film for steet
there is no classification in ISO type JIS gauge. NS P P380
Caletor Standard - Class @Thread limit Gauge is used to perform GO/NOGO inspection based on the minimum and

maximum dimensions prescribed for each screw grade.
Thread Plug, Class 2 GPNP-6H For acceptance of a threaded part, GO gauge should thread without any difficulties and
NOGO should not thread more than two complete revolutions.

% The thread category does not represent its quality but represent the position of the acceptance range.
Please select a screw gauge suitable for the product grade.
USE
®For Internal / external screw thread inspection
FEATURES
®Enables to inspect whether threaded parts are within upper/lower limits
of the screw’s prescribed dimensional precision.
®Provided with inspection report

THREAD LIMIT PLUG GAUGE (ISO TYPE JIS / GPNP)

M12 P1.75-6H

1—40510023—-04

@ DIMENSIONS
‘ —
- L I Y
Material <K1, ‘M L W > 52
®Gauge part: Alloy tool steel - >
®Handle part: Aluminum
% Reference purposes only
Order No. Model No. Nominal Size (nI1(r1n) ("‘l(;‘) (':nnzf) (me;)

326024 GPNP-0204| M2 XP04
m326035 GPNP-0305I M3 X P05 e o > 0
ALY 326036 GPNP-03506! M 35 X P0.6 . Y

326047 GPNP-04071 M4 X P07

326058 GPNP-0508| M5 XP038 6
ALY 326060 GPNP-06075! M6 XP075 8 e 74

326061 GPNP-0610I M6 XP10
ATV 326071 GPNP-0710! M7 XP10 10 86
ATV 326080 GPNP-0810I M8 XP10

326081 GPNP-08125I M8 XP125
LT 326099 GPNP-10101 M10 X P10 12 / 92
ATV 326100 GPNP-10125] M10 X P1.25

326101 GPNP-1015I M10 X P15 10
LV 326118 GPNP-12101 MI12 X P10
ATV 326119 GPNP-12125] M12 X P1.25 16 5 105
ATV 326120 GPNP-1215] MI12 X P15

326121 GPNP-12175I M12 X P175

MugalaJeiki



ITAPGAUGEFORNOGO

Thread gauge and pilot hole size
pin gauge in one product.
Checking pilot hole diameter
with its upper limit.

Rust preventionp
Zerust Film for Steel

P380

W—:

GP2N-0610

\ Pass Condition

Thread gauge
goes through

Pin gauge
does not

go through A :

Replacement thread / pin gauge available

USE
@Checking NG for large tap hole
MATERIAL
®Handle: Aluminum
FEATURES
@®0ne side thread plug gauge,
one side pin gauge for pilot hole confirmation

ITAPGAUGEFORGO

Thread gauge and pilot hole size
pin gauge in one product.
Checking pilot hole diameter

with its lower limit.

Rust preventionp
Zerust Film for Steel

P380

GP2G-0610

\ Pass Condition \

Thread gaug}

goes through

Pin Gauge
goes through

Replacement thread / pin gauge available

USE
®Checking NG for small tape hole
MATERIAL
@®@Handle: Aluminum
FEATURES
®0ne side thread plug gauge,
one side pin gauge for pilot hole confirmation

Order No. Model No. Nominal Size Order No. Model No. Nominal Size

390211 GP2N-0305 M3X%0.5 390221 GP2G-0305 M3x%0.5

390212 GP2N-0407 M4x0.7 390222 GP2G-0407 M4x0.7

390213 GP2N-0508 M5X%0.8 390223 GP2G-0508 M5X%0.8

390214 GP2N-0610 M6X%1.0 390224 GP2G-0610 M6X%1.0

390215 GP2N-08125 M8X%1.25 390225 GP2G-08125 M8x1.25
MuqaraZeik
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IBALL GAP GAUGE

Small hole gauge to check right position or gap when assembling parts

I5NVvD I

Rust preventionp
Zerust Film for Steel

P380

BTS-030
e= — 54 8.0 40.005mm { )| ]
BTS-025
_— — — -azsumi§i=ii )
BLOCK USE
orues ®Suitable for measuring shallow groove and curbed inner pipes
®Clearance measurement of mold
e MATERIAL
®Gauge Head: Carbide @®DIMEMSIONS Units: mm
PIN @Shaft/Grip: Stainless steel CARBIDE BALL S STEM@d HEXAGONAL GRIP
VISE FEATURES
®Stainless steel spring. Flexible shaft and able to bend ;
@®Easy to check right position or gap when assembling parts 100 28.5 ‘
SPECIFICATIONS
®Gauge Accuracy: Sphericity 0.005mm 188.5
e Tolerance =0.005mm
PGL/L\JUGGE Order No. Model No. Bal(lnf:? S S (dni1amm)eter ¢ Order No. Model No. Ba?r::f S Sten gri‘anr:;eter @
112000 BTS-020 ®2.0 1.0 112026 BTS-046 04.6
T 112001 BTS-021 $2.1 112027 BTS-047 04.7
GAUGE 112002 BTS-022 $2.2 112028 BTS-048 04.8
112003 BTS-023 ®2.3 112029 BTS-049 049
21'6@5‘55 112004 BTS-024 2.4 112030 BTS-050 ®5.0
112005 BTS-025 $2.5 112031 BTS-051 $5.1
. 112006 BTS-026 $2.6 112032 BTS-052 ¢5.2
GAUGE 112007 BTS-027 2.7 112033 BTS-053 ¢5.3
112008 BTS-028 28 112034 BTS-054 5.4
évib%'ENG 112009 BTS-029 $2.9 112035 BTS-055 ¢5.5
112010 BTS-030 ®3.0 16 112036 BTS-056 ¢5.6
OTHER 112011 BTS-031 ¢3.1 112037 BTS-057 5.7
GAUGES 112012 BTS-032 ®3.2 112038 BTS-058 ¢5.8 23
112013 BTS-033 ¢33 112039 BTS-059 ¢5.9
112014 BTS-034 $3.4 112040 BTS-060 ¢6.0
112015 BTS-035 ®»3.5 112041 BTS-061 ¢6.1
112016 BTS-036 3.6 112042 BTS-062 $6.2
112017 BTS-037 $3.7 112043 BTS-063 $6.3
112018 BTS-038 $3.8 112044 BTS-064 06.4
112019 BTS-039 ®3.9 112045 BTS-065 $6.5
112020 BTS-040 4.0 112046 BTS-066 $6.6
112021 BTS-041 $4.1 112047 BTS-067 6.7
112022 BTS-042 ¢4.2 112048 BTS-068 $6.8
112023 BTS-043 ¢4.3 23 112049 BTS-069 6.9
112024 BTS-044 4.4 112050 BTS-070 ¢7.0
112025 BTS-045 ¢4.5
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IBALL GAP GAUGE

Small hole gauge to check right position or gap when assembling parts

Rust preventionp
Zerust Film for Steel

P380

BTP-030

Sé 10 +0.005mm N

BTP-025

i 5 2.5 £0.00mm >

USE
®For gap measurement
MATERIAL
®Gauge head: Carbide @®DIMEMSIONS Units: mm
®Stem: Stainless steel
@CGrip: ABS CARBIDE BALL S STEM¢d ABS GRIP
FEATURES —
@®Easy to check right position or gap when assembling parts 100 "\ )
SPECIFICATIONS ]4] \ %
®Gauge Accuracy: Sphericity 0.005mm
Tolerance =0.005mm
Order No. Model No. Bal(l;:;a S S (dni1amm)eter ¢ Order No. Model No. Ba?r:ri:f S Sten gri‘anr:;eter @
112051 BTP-020 ®2.0 1.0 112077 BTP-046 04.6
112052 BTP-021 ¢2.1 112078 BTP-047 047
112053 BTP-022 ®2.2 112079 BTP-048 ¢4.8
112054 BTP-023 ®2.3 112080 BTP-049 ¢4.9
112055 BTP-024 2.4 112081 BTP-050 ¢5.0
112056 BTP-025 ®2.5 112082 BTP-051 ¢5.1
112057 BTP-026 ®2.6 112083 BTP-052 ¢5.2
112058 BTP-027 2.7 112084 BTP-053 ¢5.3
112059 BTP-028 $2.8 112085 BTP-054 ¢5.4
112060 BTP-029 ®2.9 112086 BTP-055 ¢5.5
112061 BTP-030 ¢3.0 16 112087 BTP-056 ¢5.6
112062 BTP-031 ¢3.1 ’ 112088 BTP-057 ¢5.7
112063 BTP-032 ®3.2 112089 BTP-058 ¢5.8 2.3
112064 BTP-033 ®»3.3 112090 BTP-059 ¢5.9
112065 BTP-034 ®3.4 112091 BTP-060 ¢6.0
112066 BTP-035 ®3.5 112092 BTP-061 ¢6.1
112067 BTP-036 ®3.6 112093 BTP-062 $6.2
112068 BTP-037 3.7 112094 BTP-063 ¢6.3
112069 BTP-038 ¢3.8 112095 BTP-064 ¢6.4
112070 BTP-039 ®»3.9 112096 BTP-065 $6.5
112071 BTP-040 ®4.0 112097 BTP-066 $6.6
112072 BTP-041 04.1 112098 BTP-067 ¢6.7
112073 BTP-042 4.2 112099 BTP-068 $6.8
112074 BTP-043 ¢4.3 23 112100 BTP-069 $6.9
112075 BTP-044 4.4 112101 BTP-070 ¢7.0
112076 BTP-045 4.5
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IFEELER GAUGE (WIDE TYPE)

Essential for assembly and adjustment

50mm width "

_—

USE —

@For measurement of gap width
@For assemble or adjustment of
automotive engine components or other machinery

MATERIAL

@Stainless steel (SUS304) [RoHS Compliant]
FEATURES

@®Can be cut to necessary size

@®Convenient cardboard storage box

®Made of stainless steel, rust resistant
SPECIFICATIONS

®Leaf Length: 1m

@Case Size: 80x88x40mm (30mm width)

90X90x60mm (50mm width)

-~

\

Can be cut to necessary size

b
.

12.7mm wide (normal) type »
Feeler Gauge
‘3\ P86

‘ ~87

Multiple sizes in
one product)

Thickness Gauge

P88
g ~90

=

@ DIMENSIONS

Rust preventionp
Zerust Film for Steel

P380

Units: mm

|

|
I

Order No. Model No. Leaf (an:l(:‘t)l'n (w) Thltz(l::;s)s (t) Thlcknes(smAl;:)curacy ®
007391 SFG30-005-1 0.005 +0.0005
007392 SFG30-01-1 0.01 +0.001
007393 SFG30-02-1 0.02 +0.002
007394 SFG30-03-1 0.03 +0.003
007395 SFG30-04-1 30 0.04 +0.004
007396 SFG30-05-1 0.05 +0.005
007397 SFG30-06-1 0.06 +0.006
007398 SFG30-08-1 0.08 +0.008
007399 SFG30-10-1 0.1 +0.01
007400 SFG50-005-1 0.005 +0.0005
007401 SFG50-01-1 0.01 +0.001
007402 SFG50-02-1 0.02 +0.002
007403 SFG50-03-1 0.03 +0.003
007404 SFG50-04-1 50 0.04 +0.004
007405 SFG50-05-1 0.05 +0.005
007406 SFG50-06-1 0.06 +0.006
007407 SFG50-08-1 0.08 +0.008
007408 SFG50-10-1 0.1 +0.01

IFEELER GAUGE (SFG SERIES)

Essential for assembly and fitting work

USE

@®For measurement of gap width

®For assemble or adjustment of

automotive engine components or other machinery

MATERIAL

®Leaf thickness: 0.01mm  Stainless steel SUS301H

0.005:0.02~0.10mm Stainless steel SUS304H

FEATURES

®Can be cut to necessary size
SPECIFICATIONS

[ Wide width typed
Feeler Gauge (Wide type)
4&' l

o P86

Multiple sizes in
one product)

Thickness Gauge

P88
=7 ~90

[

Rust preventionp
Zerust Film for Steel

®Leaf width: 12.7mm @Leaf hardness: HV300 and above @Case Size: 77X77X22mm P380
* White powder remains on the surface of the product is antirust agent

Order No. | Model No. | iy | Hegr TN Leat Cametn A | e ase) Order No. | Model No. | i) | Legt T et Tanet| Ao | e casel
007245 |SFG-005-10.005X1m| 0.005 348 007426 | SFG-06-3 [0.06X3m| 0.06 51g
007251 |SFG-01-1 |0.01 XIm| 0.01 +0.004 | 348 007427 | SFG-07-3 [0.07X3m| 0.07 £0.005 54g
007252 [SFG-02-1 [0.02 X1m| 0.02 358 007428 | SFG-08-3 [0.08X3m| 0.08 3 - 578
007381 |SFG-03-1 |0.03 XIm| 0.03 368 007429 | SFG-09-3 [0.09%X3m| 0.09 60g
007382 [SFG-04-1 |0.04 XIm| 0.04 378 007430 | SFG-10-3 [0.10x3m| 0.10 +0.006 | 638
007383 |SFG-05-1 |0.05 XIm| 0.05 1 38g 007411 | SFG-01-5 [0.01x5m| 0.01 +£0.004 38g
007384 |SFG-06-1 |0.06 XIm| 0.06 +0.005 | 39g 007412 | SFG-02-5 |0.02x5m| 0.02 - 43g
007385 |SFG-07-1 |0.07 XIm| 0.07 408 007413 | SFG-03-5 |0.03X5m| 0.03 488
007386 |SFG-08-1 |0.08 X1m| 0.08 41g 007414 | SFG-04-5 |0.04x5m| 0.04 53g
007387 |SFG-09-1 [0.09 X1m| 0.09 428 007415 | SFG-05-5 |0.05%5m| 0.05 5 58g
007388 [SFG-10-1 |0.10 X1m| 0.10 +0.006 | 43g 007416 | SFG-06-5 |0.06X5m| 0.06 +0.005 | 638
007421 |SFG-01-3 |0.01 X3m| 0.01 40,004 368 007417 | SFG-07-5 |0.07X5m| 0.07 688
007422 |SFG-02-3 |0.02 x3m| 0.02 - 39g 007418 | SFG-08-5 |0.08x5m| 0.08 738
007423 |SFG-03-3 |0.03 X3m| 0.03 3 42g 007419 | SFG-09-5 |0.09%5m| 0.09 788
007424 |SFG-04-3 |0.04 x3m| 0.04 +0.005 | 458 007420 | SFG-10-5 |0.10Xx5m| 0.10 +0.006 | 83g
007425 |SFG-05-3 |0.05 X3m| 0.05 488
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IFEELER GAUGE (FG SERIES)

Essential for assembly and fitting work

USE

@®For measurement of gap width
@®For assemble or adjustment of
automotive engine components or other machinery

MATERIAL

®Carbon tool steel (Hardened) (equivalent to SK7) SPECIFICATIONS
®Leaf width: 12.7mm @Leaf hardness: HV320 and above

FEATURES

@®Can be cut to necessary size

*White powder remains on the surface of the product is antirust agent

Wide width typ
Feeler Gauge (Wide

)

eh

type) | | Thickness Gauge

Multiple sizes in Rust preventionp
one productp
Zerust Film for Steel
P88
- ~90 P380

P86/ | =

Order No. Model No. i i ey A g (Inchiding case)
007253 FG-03-1 0.03x1m 003 368
007254 FG-04-1 0.04x1m 0.04 378
007255 FG-05-1 0.05x1m 0.05 38¢
007256 FG-06-1 0.06x1m 0.06 0,005 398
007257 FG-07-1 0.07x1m 0.07 +0. 408
007258 FG-08-1 0.08x1m 0.08 418
007259 FG-09-1 0.09x1m 0.09 428
007260 FG-10-1 0.10x1m 0.10 438
007261 FG-11-1 0.11x1m 0.11 448
007262 FG-12-1 0.12x1m 012 458
007263 FG-13-1 0.13x1m 013 77X77%22 468
007264 FG-14-1 0.14x1m 014 478
007265 FG-15-1 0.15x1m 0.15 488
007266 FG-16-1 0.16x1m 016 001 498
007267 FG-17-1 0.17x1m 017 1 0. 508
007268 FG-18-1 0.18x1m 018 51g
007269 FG-19-1 0.19x1m 0.19 528
007270 FG-20-1 0.20x1m 0.20 538
007275 FG-25-1 0.25x1m 0.25 588
007280 FG-30-1 0.30x1m 030 638
007282 FG-35-1 0.35x1m 035 1218
007284 FG-40-1 0.40x1m 0.40 1268
007286 FG-45-1 0.45x1m 0.45 +0.012 115x115%22 133¢
007287 FG-50-1 0.50x1m 0550 1388
007289 FG-60-1 0.60x1m 0.60 648
007291 FG-70-1 0.70x1m 0.70 Plastic bag 728
007292 FG-80-1 0.80x1m 0.80 +0.02 848
007293 FG-90-1 0.90x1m 0.90 package 928
007294 FG-00-1 1.00x1m 1.00 1018
007303 FG-03-3 0.03x3m 003 428
007304 FG-04-3 0.04x3m 0.04 458
007305 FG-05-3 0.05x3m 0.05 488
007306 FG-06-3 0.06x3m 0.06 0,005 51g
007306 Fe 063 0.063m 0.06 o 27
7. FG-08- .08x3m . g
007309 FG-09-3 0.09%3m 0.09 77X77%22 608
007310 FG-10-3 0.10x3m 0.10 638
007311 FG-11-3 0.11x3m 011 668
007312 FG-12-3 0.12x3m 012 698
007313 FG-133 0.13x3m 013 728
007314 FG-14-3 0.14x3m 0.14 001 758
007317 Fa 03 0200 020 ’ o 120
7317 F 20x3m . 1458
007318 FG-25-3 0.25x3m 0.25 115x115x22 1608
007319 FG-30-3 0.30x3m 0.30 1768
007321 FG-35-3 0.35x3m 035 1078
007323 FG-40-3 0.40x3m 0.40 0012 1408
007325 FG-45-3 0.45x3m 0.45 *0. 1568
007326 FG-50-3 0.50x3m 0.50 Plastic bag 1708
007328 FG-60-3 0.60x3m 060 2088
007330 FG-70-3 0.70x3m 0.70 package 2348
007331 FG-80-3 0.80x3m 0.80 +0.02 2708
007332 FG-90-3 0.90x3m 0.90 2938
007333 FG-00-3 1.00x3m 1.00 3208
007343 FG-03-5 0.03x5m 0.03 488
007344 FG-04-5 0.04x5m 0.04 538
007345 FG-05-5 0.05x5m 0.05 588
007346 FG-06-5 0.06x5m 0.06 0,005 638
007348 Foo8s 0.06xam 0.08 o e
734 FG-08-5 08x5m ] 738
007349 FG-09-5 0.09x5m 0.09 77X77%22 788
007350 FG-105 0.10x5m 0.10 838
007351 FG-11-5 0.11x5m 0.11 888
007352 FG-12-5 0.12x5m HiZ 938
007353 FG-135 0.13x5m 013 988
007354 FG-14-5 0.14x5m 014 001 1038
007355 FG-155 0.15x5m 0.15 5 0. X 115%22 1618
007357 FG-20-5 0.20x5m 0.20 1858
007358 FG-25-5 0.25x5m 0.25 1578
007359 FG-30-5 0.30x5m 030 1848
007361 FG-35-5 0.35x5m 035 2118
007363 FG-40-5 0.40x5m 0.40 0012 2328
007365 FG-45-5 0.45x5m 0.45 0. Plastic bag 2598
007366 FG50-5 0.50x5m 0550 2828
007368 FG-60-5 0.60x5m 0.60 package 3458
007370 FG-70-5 0.70x5m 070 3898
007371 FG-80-5 0.80x5m 0.80 +0.02 2498
007372 FG-90-5 0.90x5m 0.90 4878
007373 FG-00-5 1.00x5m 1.00 5328

MngalaJerk

I5NvS I

7

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

87



I5NVvD I

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

88

ITHICKNESS GAUGE

Suitable for measuring slight gaps where it is difficult to

do with other measuring instruments

USE

@®For measurement of gap width

HOW TO MOVIE

For cutting Replaceable leafp
necessary sizep )
Feeler Gauge Thickness Gauge Leaf
PN
: ~87 P89
Rust-resistant type ) Rust preventionp
Stainless Thickness Gauge | | Zerust Film for Steel
i
= P90 P380

MATERIAL #*Leaves can be combined for a wide range of measurements
@®Carbon tool steel
FEATURES ACCURACY
®Enables precise inspection by inserting the gauge into the gap between two flat surfaces Leaf thickness (mm) | Tolerance (mm)
®Suitable for measuring gap between piston and cylinder of automotive engine 0.01~0.06 £0.005
. ) ) 0.07~0.10 +0.01
®Each of the gauges can be detached by unscrewing the clip of the cover (except 172 series) 0.11~0.35 $0.015
®Leaf width: 12.7mm 0.40~0.60 +0.02
#%White powder remains on the surface of the product is antirust agent 0.70~3.00 +0.035
Order No. Model No. Lea(fn:_:‘?gm Pieces/ Set Norrzi;:)Size Weight
111032 172MA 75 308
111033 172\MB 100 308
111034 172MC 150 9 0.04 0.05 0.06 0.07 0.08 0.10 0.15 0.20 0.30 508
110970 172MD 230 708
110971 172ME 300 908
110972 100MR 100 408
10 0.03 0.04 0.05 0.08 0.10 0.15 0.20 0.25 0.30 0.40
110973 150MR 150 608
110974 T00MK 100 308
10 0.01 0.02 0.03 0.04 0.05 0.06 0.07 0.08 0.09 0.10
110975 150MK 150 408
111038 60M 75 608
0.03 0.04 0.05 0.06 0.07 0.08 009 0.10 0.15 0.20
111039 100MY 100 e 025 030 035 040 045 050 070 0.80 100 808
111040 150MY 150 1208
111035 65M 75 808
0.03 0.04 0.05 0.06 0.07 0.08 0.9 0.10 0.11 0.12
111036 100MZ 100 25 013 0.4 015 020 0.25 030 035 040 045 0.50 1008
060 0.70 0.80 0.90 1.00
111037 150MZ 150 1508
111031 72M 75 708
111044 100MT 100 12 288 ggg 0.06 0.07 0.08 0.10 0.15 0.20 0.30 1.00 1008
111045 150MT 150 1408
110976 100ML 100 19 001 002 003 004 005 006 007 008 009 0.10 808
110977 150ML 150 0.20 0.30 040 050 060 0.70 0.80 0.90 1.00 1208
110978 80M 75 608
111046 100MX 100 13 ?88 g%zé gg(s) 0.06 0.07 0.08 0.10 0.15 0.20 0.30 908
111047 150MX 150 1408
111048 100MH 100 808
10 010 0.20 030 0.40 050 060 0.70 0.80 0.90 1.00
111049 150MH 150 1108
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ITHICKNESS GAUGE WITH COLOR SLEEVE

Same accuracy as regular THICKNESS GAUGE with three different
color options - white, black and green

USE

@®For measurement of gap width

MATERIAL

®Carbon tool steel

mm MADE I Jaran 0\}//

N

" CS-65M(white)

='e THICERESS GANE

WO.EEM

CS-65M (black)

AT 4 LN

HOW TO MOVEE

CS-65M(green)

For cutting Replaceable leaf»
necessary sizep )

Feeler Gauge Thickness Gauge Leaf
P86|| -

- ~87 P89

Rust-resistant type ) Rust preventionp
Stainless Thickness Gauge | | Zerust Film for Steel

= P90 P380
ACCURACY

FEATURES .

L . . . ) Leaf thickness (mm) | Tolerance (mm)
®Enables precise inspection by inserting the gauge into the gap between two flat surfaces 0.01~0.06 +0.005
®Suitable for measuring gap between piston and cylinder of automotive engine 0'07 0'1 0 J_rO.O1
®Each of the gauges can be detached by unscrewing the clip of the cover (except 172 series) - - ——
®Leaf Width: 12.7mm 0.11~0.35 £0.015
% Please specify color (White, Black, Green) at the time of order placement 0.40~0.60 +£0.02
*White powder remains on the surface of the product is antirust agent 0.70~3.00 +0.035

Model No. Lea(fnll_:‘?gm Pieces/ Set (?ri:ne) Weight
CS-172MA 75 308
CS-172MB 100 9 0.04 0.05 0.06 0.07 0.08 0.10 0.15 0.20 0.30 308
CS-172MC 150 508
CS-100MR 100 408
CS-150MR 150 10 0.03 004 0.05 0.08 0.10 0.15 0.20 0.25 0.30 0.40 608
CS-100MK 100 308
CS-150MK 150 10 0.01 0.02 0.03 0.04 005 0.06 0.07 008 0.09 0.10 208
ooy e . 003 004 005 006 007 008 009 0.0 0.5 0.20 ggg
CS-150MY 150 0.25 030 035 040 045 050 070 0.80 1.00 1208
CS-65M 75 0.03 0.04 0.05 0.06 007 0.08 0.09 0.10 0.11 0.12 808
CS-100MZ 100 25 0.13 0.14 0.15 0.20 0.25 0.30 035 0.40 045 050 1008
CS-150MZ 150 0.60 0.70 0.80 0.90 1.00 1508
CS-72M 75 708
CS-100MT 100 12 288 ggg 0.06 0.07 0.08 0.10 0.15 0.20 0.30 1.00 1008
CS-150MT 150 i ! 1408
CS-100ML 100 19 0.01 0.02 0.03 0.04 0.05 0.06 007 0.08 0.09 0.10 808
CS-150ML 150 0.20 030 040 050 060 0.70 080 0.90 1.00 1208
C>-80M 75 003 004 005 006 007 008 0.0 0.15 020 0.30 608
CS-100MX 100 13 100 200 3.00 908
CS-150MX 150 ! i ! 1408
CS-100MH 100 808
CS-150MH 150 10 0.10 0.20 0.30 0.40 050 060 0.70 0.80 090 1.00 1108

ITHICKNESS GAUGE LEAF

- HOW TO MOVEE
g it mci%;;:ung;feb Rust prevention)
$100-05 5150-10 Fecler Cavge. Zerust Film for Steel
MATERIAL P86
@®Carbon tool steel ®@Leaf Width: 12.7mm = ~87 P380
#White powder remains on the surface of the product is antirust agent

M Leaf Length: 100mm M Leaf Length: 150mm
Order No. Model No. Th(icmk:lt)ess Order No. Model No. Th(i::nk:‘t)ass
110801 S$100-001 0.01 110820 S$150-001 0.01
110802 S$100-002 0.02 110821 $150-002 0.02
110803 S$100-003 0.03 110822 S$150-003 0.03
110804 S100-004 0.04 110823 S$150-004 0.04
110805 S$100-005 0.05 110824 S$150-005 0.05
110806 S100-006 0.06 110825 S$150-006 0.06
110807 S$100-007 0.07 110826 S$150-007 0.07
110808 S$100-008 0.08 110827 S$150-008 0.08
110809 S5100-009 0.09 110828 5$150-009 0.09
110810 S$100-01 0.10 110829 S$150-01 0.10
110811 5100-02 0.20 110830 S$150-02 0.20
110812 S100-03 0.30 110831 S$150-03 0.30
110813 S100-04 0.40 110832 S$150-04 0.40
110814 S100-05 0.50 110833 S$150-05 0.50
110815 S100-06 0.60 110834 S$150-06 0.60
110816 S100-07 0.70 110835 S$150-07 0.70
110817 S100-08 0.80 110836 5$150-08 0.80
110818 S$100-09 0.90 110837 S$150-09 0.90
110819 5100-10 1.00 110838 5150-10 1.00

MugalraZeik

I5NvS I

7

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING

OTHER
GAUGES

89



I5NVvD I

BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

90

J STAINLESS THICKNESS GAUGE AT

Rust-resistant stainless steel type now available necessary sizeb

Feeler Gauge

< Ty

USE

@®For measurement of gap width
MATERIAL

®Stainless steel (SUS304H)
FEATURES

®Rust-resistant stainless steel leaf

®Accurate inspection can be done by inserting into a fine gap

between two planes where difficult to measure

@It is an indis_pens.able measuring tools . _ - ACCURACY
for athmotlve distance measurement of piston and cylinder of engine Leaf thickness (mm) | Tolerance (mm)
®Leaf width: 12.7mm 0.04~0.10 +0.005
*The gauge leafs are fixed by eyelet and cannot be replaced. 0.15~0.30 +0.015
Order No. Model No. Lea{l#rz?gth Pieces /set (?rifne) Weight
AETY 110681 S172MA 75 20g
ATV 110682 S172\MB 100 9 0.04 0.05 0.06 007 0.08 010 0.15 0.20 0.30 26g
ATV 110683 S172MC 150 38g

ITHICKNESS GAUGE LEAF A3TIF

For cutting

necessary sizep
Feeler Gauge

< Ty

B 0.30mm J K. - 0.30mm }
$5-100-030 $5-150-030
ACCURACY
MATERIAL Leaf size(mm) | Tolerance(mm)
®Stainless steel (SUS304H) 0.04~0.10 +0.005
®Leaf width: 12.7mm 0.15~0.30 +0.015
M Leaf Length: 100mm M Leaf Length: 150mm
Order No. Model No. Th(i;k[:t)ess Order No. Model No. Th(iﬁ:(r:()ess
ATV 110764 5$5-100-004 0.04 LE 110777 $5-150-004 0.04
AT’ 110765 $5-100-005 0.05 AL 110778 $5-150-005 0.05
ATV 110766 $5-100-006 0.06 ALE 110779 $5-150-006 0.06
LB 110767 $5-100-007 0.07 LB 110780 $5-150-007 0.07
ATV 110768 $5-100-008 0.08 AETY 110781 $5-150-008 0.08
ALY 110770 $5-100-010 0.10 AL 110783 $5-150-010 0.10
AT 110771 $5-100-015 0.15 ATV 110784 $5-150-015 0.15
ALY 110772 $5-100-020 0.20 LB 110785 $5-150-020 0.20
LE 110773 $5-100-030 0.30 ALET 110786 $5-150-030 0.30

MnqalaZeik



ITAPER GAUGE

TPG-270A

USE
@®For measurement of groove and gap etc.
MATERIAL
®Carbon steel for machine structual use, non-hardened
FEATURES
@®Each number marked on the gauge shows gauge thickness of its point which enables to
measure width of inner gap
®Satin finish
®Packed in plastic carrying case

TPG-270B

(Of" =
HOW TO MOVEE

For measuring
narrower gapp

Thickness Gauge

P88
—_— ~90
Rust preventionp

Zerust Film for Steel

P380

Graduation shows the gap width

I5NvS I

70|

Order No. Model No. Standard Meas"z:‘:‘)m"ge Atzz::l:‘a)cy Gr?:‘ul;a‘t)ion Taper Angle Et;ilvl;‘z:‘g"t:‘) Weight GBKSSE
007000 TPG-270A 270A 0.3~4 +0.04 0.05 1°54'33” 158%12 95g
007001 TPG-270B 2708 0.4~6 +0.04 0.05 2°51/ 45 158x12 958 GaUGE
PIN
VISE
i
ITAPER GAUGE NARROW WIDTH TYPE 5
O]
HOW TO MOVEE
TPG-2708B ,M‘M:} For measuring RING
oo e narrower gapp GAUGE
g 1™ “_‘)”' Thickness Gauge
- et P88
— ~90 G:b%GE
Rust preventionp
Zerust Film for Steel LIMIT
GAUGE
TPG-270AA
P380
THICKNESS
GAUGE
ol TAPER
i ® ? GAUGE
3": TN " 37
2 A
WELDING

USE

@®For measurement of groove and gap etc.

@®For use as a height adjustment jig
MATERIAL

@Carbon steel for machine structual use, non-hardened
FEATURES

@®Each number marked on the gauge shows gauge thickness of its point which

enables to measure width of inner gap

®Narrow width type

@Satin finish

®Packed in plastic carrying case

®Ball chain attached

Graduation shows the gap width

Order No. Model No. Standard Meas“(’r':lﬁ)Ra“ge A‘Zf‘:‘;f)cy Gr?::‘:;'m
007002 TPG-270AA 270AA 0.3~3 +0.04 0.05
007003 TPG-270BB 270BB 0.3~6 +0.04 0.05

Taper Angle
1°54/33”
2°51'45”

Full Length
HXW (mm)

127.5%X6
160 X6

Weight
18g
38g

MugalaJerk
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I RIGHT ANGLE TAPER GAUGE

I5NVvD I

HOW TO MOVIE

o ”HI”"
uumllu|||||||m||uM||1IINIJII!IllllIIllll|||||||,ll”||[||'"|m|’ [ ‘ 1§=:*:$

QRT3

MADEINJAMM

HH]MH (i
l ‘ | ‘ "‘“”"'"“‘""”"“"“""l”“'”"|"""'#|""“'.‘-;r"""' g
LTI T -

USE
@®For measurement of groove and gap etc.
MATERIAL
®Hardened stainless steel
FEATURES
@®Taper gauge specialized in inner width measurements
One side of gauge rests secure along with the workpiece for a stable measurement
@®The scale is designed to be read easily from the side when the gap to be
measured is not visible from above

BLOCK
GAUGE
Order No. Model No. Meas“(::‘rﬁ)“a“ge A‘i‘r’r:":f)"y G’?"m";‘)‘m Taper Angle F“'<' "';;")g‘“ Weight
e 007004 TPG-700T 1~15 +0.05 0.1 79 10" 1485 10g
PIN
VISE
HOW TO MOVEE
Clip style plastic case
RING Wide Measuring Range Slide case for
GAUGE 1-29mmp convenient carryingp
Taper Gauge TPG-267M | | Slide Taper Gauge
GRUGE =, P% P95
Made of polycarbonate p 130mm scale seth
LIMIT Plastic Taper Gauge KAIDAN | | Taper Gauge with Scale
GAUGE SE—— i ||u| #5 S —
T A - ....mn..amuhnnhuh 1l }N P95 - P96
. o 3"4-;}!
GAUGE FRONT
n IHI-||III|HI
TAPRR ““"‘""ﬂ""l"N"”“'Hl""“"51"“"'g””"'"l‘”"”“ 1 gi
GAUGE CEEI% HEH T /hlh
BACK
WELDING
GAUGE |
.II
OTHER
GAUGES
USE
®For measurement of groove, gap, hole diameter etc.
MATERIAL
®Hardened stainless steel o >
®Hardness: HV480
FEATURES Perfect for carrying in shirt
®Satin finish pocket

®Back side- scale graduated and hole diameter conversion table
®Pocket clip style carrying case
@Front - Width scale, Back - Length scale

Measuring Range | Accuracy Graduation

Order No. Model No. Standard ) (timm) ) Taper Angle Fu';'hﬁ:;gth Th(i;k:‘e)!ss Weight
007008 TPG-700AC #700 1-15 with Plastic case 1~15 +0.05 0.1 779107 148.5 1.2 10g
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ITAPER GAUGE

Quick size measurement of groove and gap

I5NvS I

HOW TO MOVEE

For measuring
narrower gapp

Pin Gauge

L -
b -
=5 e 5 P50
=20
— 3k
-
%
-2
=21
A
=17
15
- TPG-700C TPG-700D
TPG-700A TPG-700B
USE
®For measurement of groove, gap, hole diameter etc.
MATERIAL
®Hardened stainless steel ®Hardness: HV480
FEATURES Measurement of gap width
@®Satin finish
Order No. Model No. Standard Meas‘z:‘rﬁ)“a“ge A‘if':':)"y G’?;“:“)im Taper Angle °"°’a'r"m'-)°"5“‘ T"(';“I:‘)*ss Weight
007010 TPG-700A | #700 1-15 1~15 +0.05 0.1 7°9° 10" 148.5 1.2 10g ok
007011 TPG-700B | #70015-30 | 15~ 30 +0.05 0.1 7910 153 1.2 40g CAUGE
007012 TPG-700C #700 30-45 30~45 +0.05 0.1 7°9° 10" 159 1.2 60g o
007013 TPG-700D | #700 4560 | 45~ 60 +0.05 0.1 7°9 10 1615 1.2 80g CAUGE
PIN
VISE
ISHORT TAPER GAUGE SET/ SINGLE PART T ; o
[t i ACCESSOREES
No need to cut-off the existing taper gauge. HOWTONOVE -
Suitable for measuring shallow gap GAUGE
PLUG
GAUGE
LIMIT
GAUGE
THICKNESS
GAUGE
TAPERI
GAUGE
WELDING
GAUGE
TPG-511 TPG-0515S
USE OTHER
@®For measurement of groove, gap, hole diameter etc. GAUGES
MATERIAL
®Stainless steel @Hardness: HV300
FEATURES
@®Suitable for measuring shallow gap
@®With ball chain
@®TPG-05158S is set of 0.5~7.0mm, 5.0~11.0mm and 9.0~15.0mm
Order No. Model No. Measu(l;:ﬁ)ﬁange A‘zﬁ:':)cy Gr?:l:rﬁ;ion Taper Angle Over(arlll“h;anzm Th(iﬁ:(n':iss Weight
111422 TPG-057 05~ 70 72.8 6g
111423 TPG-511 50~11.0 9g
+ 0.1 0.1 7°9° 10" 68.8 1.2
111424 TPG-915 9.0~15.0 11g
111425 TPG-0515S 0.5~15.0 72.8 20g
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TAPER GAUGE KAIDAN

HOW TO MOVIE

New stepped millimeter graduation prevents misreading o Te——"
Plastic Taper Gauge KAIDAN
| ———fD
P95
1 Y i
S 'illll.lll T llIlI I iy IUH 'Hlll]“ _I‘lllm lllm _.I”" f %ﬂ 3
s T ]]1F ke b A e ittt Thsdr ) drl "?I [0 z% A\ FRONT
T E e o qul"" il ”" 2 OF
|
oyt
omm il PR g™ Iy _M...\..,..=====-,,.
[y ==V A BACK
307 Getinin 8
USE
@®For measurement of groove, gap, hole diameter etc.
MATERIAL
®Hardened stainless steel
®Hardness: HV480
FEATURES
®Increasing height of each mark makes it easier for eye to distinguish 0.1mm steps
®Sequential number style can be read directly without checking the surrounding numbers, 0.2mm point markings
®Satin finish
®Front: width scale
®Back: length scale with a conversion table
Order No. Model No. Measuring|Ranee A?ﬁ;‘:‘f’)cy Gra(:‘u;t)ion Taper Angle Fu':nl;;';gm Th(iﬂ(;()ess Weight
007211 TPG-700AKD 1~15 + 0.05 0.1 7°9 10" 148.5 1.0 10g
J TAPER GAUGE
Four different sizes of gauges in one set, enables to measure 1 ~ 29mm gap HOW TONOVE
dtii
'I'I'N'|'I‘1'I'I"!'I'l‘l'['l‘i'l'l"|'|‘l'l'|‘l'|'|‘l‘ A .
m H 3 i
‘ Lot |.i.u.|.m|.|. .|.mh|.1m|. A |h|1 b l\ll\ihll I ll \l\i
USE
®For measurement of groove, gap, hole diameter etc.
MATERIAL
®Hardened stainless steel
®Hardness: HV480
FEATURES
®Satin finish
®Number of leafs: 4 pieces (1~8mm, 8~15mm, 15~22mm, 22~29mm)
Order No. Model No. Standard Meas“(::‘rﬁfa“ge A‘z‘r’,:":f‘)cy G'?"m“:")b“ F“'zn';;';g'h Th("’mkr:“‘)*ss Weight
007030 TPG-267M 267M 1~29 +0.05 0.05 144 1.2 80g
MnqalaZeik



PLASTIC TAPER GAUGE KAIDAN

I5NvS I

HOW TO MOVIE
Polycarbonate material allows scratch-free contact to measuring objects

-—----nmmmﬂlIIIIII!!HMIIWWWHHW% '--

USE
®For measurement of groove, gap, hole diameter etc. }=
MATERIAL %
®Polycarbonate E
FEATURES ) Stepped millimeter can put in a pocket
@®Scratch resistant graduation prevents
@Clip design misreading
BLOCK
5 5 GAUGE
Order No. Model No. Standard Measu(rr:l::‘)Range A‘zf::)cy Gr?g‘u:‘t)mn Full(ll;l?'r‘n)gth Weight
007212 TPG-800KD 800 1~15 +0.2 0.1 158 5g AUt
PIN
VISE
 SLIDE TAPER GAUGE
Clip-type slide case for safe and convenient carrying HOW TOMOVE -
GAUGE
PLUG
GAUGE
LIMIT
GAUGE
||||I THICKNESS
g GAUGE
u.nml||Ill|||||||||“|“"“g!!::‘.l. :1.!.::::: t:|::|||||7|illllll I11!|I1]IEt51
TAPER
GAUGE
WELDING
GAUGE
OTHER
GAUGES
USE
®For measurement of groove, gap, hole diameter etc.
MATERIAL
®Hardened stainless steel
®Hardness: HV480
FEATURES
®Satin finish -
@Clip-type slide case for safe and convenient carrying Cllp'Style 4
®Gauge tip is rounded for safety slide case Perfect for carrying
S in shirt pocket
®Slide into case for storage
Order No. Model No. Standard Meas‘;ﬂ:}ﬁ)n"’"ge A‘;f‘:‘;f)cy G'?"m“:")b“ Taper Angle Weight
007201 TPG-700SL 700SL 1~9 +0.05 0.1 7°9'10” 20g

MugalaJerk
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TAPER GAUGE WITH KAIDAN SCALE

Convenient set, taper gauge 700A with 130mm scale

FRONT

BACK

USE

T

_.-r""'-'-'-'-.___‘ =

L
|
nuam'.\lﬁ“l\‘lﬂ‘.\b" = .’h’l‘ lllllmm%%w | 'll\‘lmllm\\g gﬁ

'“'1“”|"”|”“[”u|”"]””|l|l||'”l|i|“ T}
2 3 4

7 829

@®For measurement of groove, gap, hole diameter and length

MATERIAL

®Hardened stainless steel

FEATURES

10 11 12
.mhml.mlnlll|mhﬂtl.mlmll.mhnl|.m1nl||m|hn||.mh|r||.f.;lunlnnhﬂll.mlnrlinnlllill.mInlII e

HOW TO MOVEE

Stepped graduation | | Steped graduation for easy reading D>
for easy reading P

TAPER GAUGE KAIDAN Stainless Steel Ruler KAIDAN
D MANT

Iy
20 100 1o
P94 “‘“‘“‘L P304

With pocket clip, easy to carry

@®Convenient set, taper gauge 700A with 130mm scale. Folds safely with pocket clip, easy to carry.
®130mm scale with 1mm Kaidan graduation on the back for convenient use

®Satin finish
Order No. Model No. Weight
007205 TPG-700SKD 40g
Measuring Range Accuracy Graduation Full Length
(mm) (mm) (mm) (mm) UEED LR
Taper Gauge 1~ 15 +0.05 041 148.5 7°9'10”
Scale 0~130 +0.13 1 155 —

Convenient set, taper gauge 700A with 130mm scale

\IlI|IIII‘|iII||II\|IJII|III||I|I||IIIIililll\ill|ll|l|l II1IIII|IH||I[|l|lil|||l|l| FIIIlIII|I|Ii|IIII|]III‘

% M t\m\g
1 nn\\mﬁ\\m T

0 o
u.|.||.|.u.1\.u.m. ml.r.ur il u.w.l.|m|.u|.m.m|.m.|.l.|.\.hd|.m.hﬂ Hﬁ ﬂnﬂ\%l%): h
T

it i l\

1L l,
BT AL lﬁ'...f.llﬁﬂvmu\%‘\mn iy ﬂ-.m uﬂnu
et 11

70 80 90

il

HOW TO MOVIE

With pocket clip, easy to carry

USE
@®For measurement of groove, gap, hole diameter and length
MATERIAL
®Hardened stainless steel
FEATURES
@®Convenient set, taper gauge 700A with 130mm scale. Folds safely with pocket clip, easy to carry.
®Satin finish
Order No. Model No. Standard Weight
007200 TPG-700S 700S 40g
M ing R A Graduati Full Length
et Faree o " o
Taper Gauge 1~ 15 +0.05 0.1 148.5 7°910”
Scale 0~130 +0.13 05 155 =
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I CIRCULAR TAPER GAUGE
-m--“ﬂﬂm

TPG-710A

TPG-710B

[Ofh=
HOW TO MOVEE

For measuring
narrower gapp

Pin Gauge
=
= P50
Rust preventionp

Zerust Film for Steel

P380
g T T T TS S T S A )
R e A G e HNI[MWWW[HIHHM[M[
TPG-710C
USE
@®For measurement of groove, gap, hole and tube diameter etc.
MATERIAL
@®Gauge: Carbon tool steel (TPG-710A), Carbon steel for machine structual use (TPG-710B & 710C)
@Crip: Free cutting steel
FEATURES
@®Cylindrical type
@Silver finish
Order No. Model No. Standard Measuz::ﬁ)Range A"Zﬁ::,la)cy Gr?;u;t)ion Taper Angle Fu';;;';gth Weight
007100 TPG-710A 710A 1~ 6 + 0.05 01 5° 44’ 93 20g
007101 TPG-710B 710B 4~15 + 0.05 0.1 5° 44/ 175 140g
007102 TPG-710C 710C 4 ~25 + 0.05 01 5° 44’ 290 5508

ICIRCULAR TAPER GAUGE WITH GREEN COLOR GRIP

CGTPG-710A

K A

HOW TO MOVEE

I5NvS I

70|

BLOCK
GAUGE

For measurin;
narrower gap

Pin Gauge

~ PS5O

Rust preventionp

Zerust Film for Steel

b O (4L B K P380
CGTPG-710B
CGTPG-710C
USE
@®For measurement of groove, gap, hole and tube diameter etc.
MATERIAL
®Gauge: Carbon tool steel (CCTPG-710A), Carbon steel for machine structual use (CCTPG-710B & 710C)
@®Grip: Anodized aluminum
FEATURES
@Silver finish
Order No. Model No. Standard Measu(l;iI:ﬁ)Range A(Zf::)cy Grz(:dmu"a‘t)ion Taper Angle Fulznl;;r;gth Weight
007103 CGTPG-710A 710A 1~ 6 + 0.05 0.1 5° 44’ 93 20g
007104 CGTPG-710B 710B 4~15 + 0.05 0.1 5° 44’ 175 140g
007105 CGTPG-710C 710C 4 ~25 + 0.05 0.1 5° 44’ 290 550g

MugalaJerk
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J CIRCULAR TAPER GAUGE
o=

]
@
>
c
n
m

Rust preventionp
Zerust Film for Steel

P380

TPG-715A
USE
@®For measurement of groove, gap, hole and tube diameter etc.
MATERIAL
®Gauge: Carbon tool steel
@®Case: Brass
FEATURES
@®Comes with a cap for gauge tip protection
BLOCK 7 N
GAUGE Order No. Model No. Standard Meast::l;)Range A‘if‘;‘:‘a)cy Gr?:‘l‘.:;lon Taper Angle Fulznl;;r;g‘h Weight
. 007150 TPG-715A 715A 01~3 +0.05 041 5° 43 29”7 1185 33g
GAUGE 007151 TPG-715B 7158 1 ~6 +005 01 5° 43/ 297 168 80g
PIN
VISE
O 0]
I CIRCULAR TAPER GAUGE WITH GREEN COLOR CASE
ACCESSORES [=]
HOW TO MOVIE
g%LGJGE Rust preventionp
Zerust Film for Steel
PLUG
GAUGE P380
LIMIT
GAUGE
THICKNESS
GAUGE
TAPER
GAUGE
WELDING
GAUGE
OTHER CCTPG-715A

GAUGES

USE

@®For measurement of groove, gap, hole and tube diameter etc.
MATERIAL

®Gauge: Carbon tool steel

@®Case: Anodized aluminum
FEATURES

®Comes with a cap for gauge tip protection

Order No. Model No. Standard Measu(:?:‘)nange A‘Zﬁ:'":)cy Gr?;u:‘t)lon Taper Angle Fulznl;renr;gth Weight
007152 CCTPG-715A 715A 01~3 + 0.05 0.1 5° 43 297 1185 33g
007153 CCTPG-715B 715B i1 =@ + 0.05 0.1 5° 43 297 168 80g
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IWELDING GAUGE

A wide variety of welding measurements in one gauge

I5NvS I

Function comparisonp

Welding Gauge Chart
“FE O p110
i ~11

u_u'l‘mulunumu)uumn “““”1 e sl e LU
FRONT FRONT
S T e =

/\ .‘TIIIHIIIIII.IIIIII.II‘IT c

BACK

7|

N [ -
- e BLOCK
WG-1 f GAUGE
4 givuigr = WG-2
=iy .
GAUGE

& VISE
$ @ DIVENSIONS Units: mm .

> GAUGE
e ACCESSORIES
Butt weld bead height ~ Throat thickness

Weld Bead Measurement

RING

% GAUGE
:_3 ROTATOR
= PLUG
5 GAUGE
= Root opening
LIMIT
@ GAUGE
f =
o
: ;h
e
2 THICKNESS
3 *” GAUGE
=
& Gap,Holesize Cylinder OD  Step/ Plate thickness Angle Length
= i Diam. we-t (20mm Max.) (Reading +90°)  (40mm Max.) TAPER
WG-2: WG-2 GAUGE
™ 5.0mm Max.) : 20mm Max.) 70
5 C o144
£ -
g% - WG-2 dh . WELDING
) e F AUGE
B ] ROTATOR
‘“g’ (10mm) GEJSEE
o
USE
®For measuring fillet weld, bead weld, etc.
MATERIAL
@Stainless steel
FEATURES

@Efficient for welding and quality control
®Tough and portable (with vinyl case)

Measurement Accuracy for Bevel Angle q
(CLtEr (e e e, Throat Thickness of Fillet Weld Accuracy ey sient
007502 WG-1 (M) + 0.4mm +0.7° + 0.4mm 79
007503 WG-2 (L) + 0.2mm +0.7° =+ 0.4mm 91g
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BLOCK
GAUGE

PIN
GAUGE

PIN
VISE

PIN
GAUGE
ACCESSORIES

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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IWELDING GAUGE

Gauges with new features added to existing welding gauge line-up.

Measure weld reinforcement height up to 50mm.

@ DIMENSIONS Units: mm

@ DIMENSIONS

Function comparisonp

Welding Gauge Chart

P110

Units: mm

USE
®Measurement of size and alignment of bead, gap size,
undercut, etc.
MATERIAL
®Stainless Steel (silver finish)
FEATURES
®Speed up and streamline the quality control of welding
®Measures weld reinforcement height up to 50mm
®Wide base for stability during measurements
®Pivoting gauge provides a variety of measurement functions
@Silver finish is ideal for reduced reflection when photographing
measurements
@Translucent case for easy confirmation of contents

Hl Measurement Functions
[ WG-3, WG-5 capabilities

L7777

50
S
D
[B)
il

i

USE

®Measurement of size and alignment of bead, gap size,
undercut, etc.

MATERIAL

®Stainless steel (silver finish)

FEATURES

®Speed up and streamline the quality control of welding

®Measures weld reinforcement height up to 50mm

®Wide base for stability during measurements

@Silver finish is ideal for reduced reflection when photographing
measurements

@Translucent case for easy confirmation of contents

[}
1
1
1
1
1
1
[}
(DFillet leg length (Fillet throat height @Weld reinforcement : (DUndercut ©@Root gap
measurement measurement height measurement
(0~50mm) (0~50mm) (0~10mm) I Mo 2smement @®Bevel angle Toasumement
3 max bead width: 60mm 1 measurement ’
1 (0~60°)
| [ WG-5 only |
[}
NN Ny
ANSANNNNNT | v
@Step height (BDepth and step ®Thickness !
measurement measurement measurement ! Thickness measurement
(0~50mm) (0~50mm) (0~35mm) I (0~30mm)
max bead width: 53mm 1
Order No. Model No. Weight
007506 WG-3 198g
007507 WG-5 187g
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IWELDING GAUGE

Essential for welding process. A wide variety of welding measurements in one gauge.

Function comparisonp
Welding Gauge Chart

= P10
~111

FRONT
7 _6 SEI |i:|;y !:'IIgh-!:;r;ilmrlyulf”||i|[]|l‘|f|%
BACK 3%\/{% SO BACK
LT R ln_ﬁ"u
WGU-7M _ﬂ / ) WGU-8M
@ DIMENSIONS Units: mm @ DIMENSIONS Units: mm
VERNTER } % } VERNIER
e

\
\
ROTATOR\ BODY ‘ 32

USE

®For wide of variety welding measurements

Undercut depth / Groove angle / Inconsistent level
Height of fillet weld & bead weld / Throat thickness of fillet
Root opening / Plate thickness

MATERIAL
@Stainless steel
FEATURES
®Long usage life, rust and corrosion resistant and
extremely durable as well as being light weight
@®Very convenient to the welding process involving steel frame
assembly such as general welding, ship building, bridge
construction, etc.
@®Easy reading scale

W MEASUREMENT FUNCTION

7 1e ) |

ROTATOR \ BODY |« 53

USE
®For wide of variety welding measurements

Undercut depth / Groove angle / Inconsistent level

Height of fillet weld & bead weld / Throat thickness of fillet
Root opening / Plate thickness / External diameter of circular
workpiece / Width of bead weld

MATERIAL
®Stainless steel
FEATURES
®Additional function for measurement of external diameter of
circular workpiece, swelling of pressure welding of reinforcing
iron and width of bead weld
®Bead stride width: 53mm
®Bevel angle range: 0-70°

[ WGU-7M,WGU-8M, WGU-9M common functions

] l WGU-8M, WGU-SM common functions

@ Undercut depth
(0~25mm)

@ Bevel angle
(WGU-7M: 0~60°)
(WGU-8M-WGU-9M: 0~70°)

7 272727777 )

@ Height of fillet &

® Throat thickness of
fillet weld (0~15mm)

@) Bead striding width (WGU-TM: 42mm)
Step difference (0~ 25mm)

® Root opening (2~5mm)

®External diameter of circular
workpiece
WGU-8M: up to 30mm
WGU-9M: up to 50mm

(WGU-8M-WGU-OM - 53mm)

©@Width of bead weld (0~53mm)

bead weld (0~ 25mm)

@Plate thickness (scale)

Order No.
007513
007514

Model No.
WGU-7M
WGU-8M

Weight
150g
190g

MugalaJerk
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70|

BLOCK

GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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IWELDING GAUGE

Essential for welding process. A wide variety of welding measurements in one gauge. C;'"l‘;f‘°“6°°’""2:"°t"’
elding Gauge Charf

I5NVvD I

USE

®For a wide variety of welding measurements
Undercut depth / Groove angle / Inconsistent level
Height of fillet weld & bead weld / Throat thickness of fillet

Root opening / Plate thickness / External diameter of circular .
workpiece / Width of bead weld @ DIMENSIONS Units: mm

MATERIAL
®Stainless steel

BLOCK
GAUGE FEATURES

®Additional functions for measurement of
PIN - external diameter of circular workpiece
- swelling of pressure welded reinforcing iron
- width of bead weld

DR ®Bead stride width: 53mm

®Bevel angle range: 0-70°
N ®Higher accuracy undercut measurement function
:S%‘E:s()F\E:
RING
GAUGE
Additional functions
GAUGE
LT Provides quick way to measure the diameter of welded rebar to insure proper dimensions of
GAUGE

weld seam.

THOOUSS Scale marked for material diameter (¢ 19, 20, 25, 29, 32) corresponding to various rebar
diameters, and amount of expansion (1/4, 1.0~1.6). You can quickly find the ratio by reading
GAUGE the intersection of the two scale lines.

‘essu\'ed SUI‘faCe

WELDING .
GAUGE e\\\(\ 0’\ Q
SR
ones, N %
o
3
~

% Please also refer to "MEASUREMENT FUNCTIONS" on Page 101 to see other functions

Order No. Model No. Reba{nﬁl:;a‘;neter Expansion Weight
007515 WGU-9M ¢ 19~35 1/4,10~16 190g
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IWELDING GAUGE

Essential for welding process. Specialized for undercut depth measurement.

Function comparisonp

I5NvS I

Welding Gauge Chart

‘N\ TN T il iy
T e i i \\\\\\\\
oY
ey
! e
i \\\'l\\l\\\ T

(!
i
il .

I

\_\\\3\\5\"\“‘\D
S e

@ DIMENSIONS Units: mm

) MEASUREMENT SCALE UNDERCUT DEPTH
9 MEASUREMENT SCALE

g 9]
] 105
USE GAUGE HEAD YERETEl
®For undercut depth and length measurement (Scale range: 0-2mm) WEASUREHENT BAS / SLOTTED HOLE VEASUREHENT BAGE
MATERIAL (AJ.) (FIXED)
®Stainless steel
FEATURES Zero Adjustment
®Easy to measure depth and length of undercut 1. Press this gauge to the measuring sample
@Capable of 0 adjustment with screw type of gauge head 2. Adjust Zero point adjustment screw to indicate 0, =
SPECIFICATIONS insuring that all three points contact surface :
®Measuring Range Measurement N
Depth: 0 ~ 2.0mm (Minimum reading: 0.2mm, Accuracy: = 0.1mm) After 0 adjustment, put the tool on undercut and the
Length: 0 ~ 10cm spring will move indicator arm to show depth of
®Width of measurement base: = 40mm undercut on graduation
BLOCK
Order No. Model No. Weight GAUGE
007521 WGU-2S 100g
GAUPG”E
VISE
J WELDING GAUGE
- - o
Essential for welding process. Dial gauge type. Specialized Cv""l?'°"s°°m"i'h's°t"' s
elding Gauge ar
for undercut measurement. W
RING
GAUGE
@ DIVENSIONS Units: mm  cAbcee
BEZEL SCALE LOCK SCREN
Tmm POINTER e
UNDERCUT DEPTH
VEASURENENT DIAL MEASUKEMEgT BASE X2 e
(DIAL GAUGE) GAUGE
SPINDLE ml
© TAPER
o T . GAUGE
CALGE PROBE RETAIER Sl I T =
| 132 \
approx. 38 JEASURENENT BASE
USE approx. 61 \ (FIXED)
®Exclusive use for undercut measurement \SLOTTED HOLE OTHER
GAUGES
MATER_IAL Zero Adjustment
@®Stainless steel Recommended to be performed on a flat surface such as a surface plate
FEATURES

(D Loosen GAUGE PROBE RETAINER SCREW using hex key

@Place Welding Gauge on surface insuring all three points of
MEASUREMENT BASE are making contact (2x ADJ, 1x FIXED)
and push on SPINDLE shaft. When 1Tmm POINTER indicates
4.00mm, tighten GAUGE PROBE RETAINER SCREW. (Insure
that probe tip is in contact with the surface plate)

Measurement

(D Place the gauge on a flat surface and rotate BEZEL to indicate
0.01mm. (Figure 1)

(2 Place PROBE tip on weld undercut point to be measured.
(Figure 2)

(@Undercut value is obtained by subtracting Dial Gauge reading
(Undercut depth : 4. 00-3. 34=0. 66 (nm) ] from 4.00mm

®Easy and accurate to measure depth and length of undercut

®Dial gauge type performs more precise measurement

@®Three point support for stable measurement
SPECIFICATIONS

®Measuring Range: 0~4.00mm

@Minimum reading: 0.01mm

@®Accuracy: =0.04mm

®Width of measurement base: = 23mm

Order No. Model No. Weight

007520 FDW-1 280g
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BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

104

IMULTI STEP GAUGE KAIDAN

For measurement of steps of machinery, jigs and structures.
Vertical scale for easy reading.

@ Example of use

@ DIMEMSIONS

Function comparisonp

Welding Gauge Chart

P110
~1M1

Yy

Units: mm

15

jpena R

Gap thickness Fillet weld width Bead height
measurement measurement measurement
USE
@®For measurement of steps of machinery, jigs and structures m*T
MATERIAL ) 11
. 50 =
®Stainless steel, Brass
FEATURES
®Vertical scale for easy reading
®Stepped length of linear graduations by 1mm for easy-to-read
Order No. Model No. Meas“’?m;’;' BENES A‘Ef,:',:f)cy Gr?::‘;')h" Weight
111401 MSG-100KD 0~100 +0.15 1 32g
B muLTI STEP GAUGE
For measurement of steps of machinery, jigs and structures. C:"S‘“G“""’Z:s"t“’
. . elding Gauge Char
Vertical scale for easy reading. LT p1ro
~1M1
@ Example of use @ DIMEMSIONS Units: mm

T
n\ml]ln|'|||||||m|||||]mq|||||||n|nn]

=

WL
N §
gl

£

Gap thickness
measurement

Step height measurement
XBead striding width: 38mm

il
s

el

g s 8 %

Bead height
measurement

USE
®For measurement of steps of machinery, jigs and structures
MATERIAL
®Stainless steel, Brass
FEATURES
®Vertical scale for easy reading
Order No. Model No. M”s“'m:";‘ Banzs) A‘i‘r":‘;f')cv G’?ﬁ‘;‘)b" Weight
111402 MSG-50 -50~+50 +0.15 1 51g

MugalaJeiki



I DIGITAL WELDING GAUGE

H=>0

Function comparisonp
Welding Gauge Chart

& = P10

il ~1M

Essential for welding process.
Digital welding gauge specialized for measuring fillet weld and bead weld height.

Wireless data output)
Bluetooth BOX for Calipers

. P165

Provided with zero setting master gauge

@ DIMENSIONS

Units: mm

70 ‘

69

Master Gauge
(ACGESSORIES)

70

USE ml o

@®For measuring the size of fillet weld and bead weld *' ——
MATERIAL

@Stainiess steel | Weld reinforcement height measurementl | Measurement before welding process |
FEATURES

®Easy to read with digital display 8" f_a

®Bevel angle: 60°, 70°, 80°, 90° (Accuracy: +2°) e g

®Master gauge included

@®Hold function
SPECIFICATIONS (B':‘?)‘:Z('ja;gg'ffefgfeaswemem 5

@Throat thickness: 20mm
®Bead height: 10mm

60°, 70°, 80°, 90°)

@perating temperature: 0~40C Bead height Throat thickness
POWER Maximum measurement Maximum measurement
®0ne CR2032 (lithium) battery included for testing ' ™™ 20mm
% Quantization Error (£ 1 digit ) not included
Order No. Model No. Re(s;ll;.l‘t)ion Ao(zumr::;y% Weight
007527 GDCS-20WG 0.01 +0.03 130g

IWELDING GAUGE

Essential for welding process.
Analog type welding gauge specialized for measuring fillet weld and bead weld height.

o

Function comparisonp
Welding Gauge Chart

Crpmere)

g P110
&l ~1M

902 |
@ DIMENSIONS Units: mm
4 I
INOX o 00°
1T s
© = = 31 — [ [ QO o —1
80"
54
USE 100
®Use for measuring the size of fillet weld and
bead weld
MATERIAL | Weld Bead Measurement | | Measurement Before Welding |
®Stainless steel 9° g°
FEATURES P T,
®Made of stainless steel, corrosion resistant y
®Bevel angle: 60°, 70, 80", 90° B/
SPECIFICATIONS B /
OFillet weld: 11mm & Bevel angle 9°
®Bead weld: 8mm w2 (Fixed 60°, 70°, 80°, 90°)
®Accuracy: £0.2mm Bead height‘ Throat thickness
OMinimum reading: 0.1mm Maximum measurement 8mm Maximum measurement 11mm
Order No. Model No. Weight
007516 AWG-10 80g
MugalaJerk
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7|

BLOCK
GAUGE

PIN
GAUGE
ACCESSORIES

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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IANGLE LIMIT GAUGE

Function comparisonp
Welding Gauge Chart

7= P10
~M

Groove angle measurement P>
ﬁi \ ‘ o Angle Gauge
/%o- N, N / % G Lv\

[ . 4%
; \ ~ 4™ P109
%»}7‘; "\\ fe Inner angle measurement
Sam o . ar‘ Inside Protractor

I5NVvD I

N\ A=
N P15

WAL2542 WAL4562

@ Example of use

BLOCK
GAUGE

Ex. 1) Joint gap angle (inside) measurement  Ex. 2) Butt joint gap angle measurement

GAUGE USE
®For measuring bevel angle of T-joint (interior angle), bevel angle of facing joint
(interior angle), leg length (height), and throat thickness of fillet weld
GAUGE MATERIAL
@®Stainless steel
LIMIT . FEATURES
®Indication of size limit for easy judgement
(angle step by 2.5°, throat thickness step by 1mm)
THICKNESS .
GAUGE @®Set of 4 pieces
@®Provided with plastic case and ball chain
SPECIFICATIONS

TAPER

GAUGE
Model No. WAL2542 WAL4562
WELDNG Blank No. 1 2 3 4 1 2 3 4
GAUGE
Overall width 92 92
Outline
OTHER Dimension | Overall height 46 ‘ 45 ‘ 44 ‘ 43 43 ‘ 44 ‘ 45 ‘ 46
GAUGES (mm)
Plate thickness 15 1.5
Material/ Finish SUS304 /barrel semi-gloss finish SUS304/ barrel semi-gloss finish
Angle degree 25° 30° 35° 40° 45° 50° 55° 60°
Measurement|  (Both side) 275° 325° 375° 425° 475° 525° 57.5° 62.5°
Value
Indication |Throat thickness (Front) 4 5 6 7 8 9 10 1
Leg Length(Back) 5 7 8 10 1 13 14 15
Accuracy Fillet weld-Reinforcement+0.1mm/ Angle *1° Fillet weld-Reinforcement+0.1mm/ Angle *1°
Order No. Model No. Weight
007550 WAL2542 100g
007551 WAL4562 120g

1 0 6 MugalaJeiki



IROOT LIMIT GAUGE

Limit gauge for measuring root gap of T-joint, facing joint and so on

3mm \‘\

@ Example of use

Function comparisonp

Welding Gauge Chart

P110
~1M1

WRL310

USE Ex 1
@®Use for measuring root gap of T-joint or facing
joint, leg length (height) of fillet weld and excess

T-joint root thickness measurement

SPECIFICATIONS

Ex. 2) Butt joint reinforcement height measurement

Ex. 3) Fillet weld wi

AN

dth measurement

Ex. 4) Butt joint root thickness measurenent

weld and height of facing joint

I5NvS I

@Stainless steel Blank No. 1 ‘ 2 ‘ 3 ‘ 4 1 ‘ 2 ‘ 3 ‘ 4
FEATURES . . Overall width 90 90
®Measure with 1Tmm interval Outline - -
@®The measurement result of root thickness will be d"‘(‘;’:;m Overall height 20 20 g
indicated on the scale Plate thickness 2 2 N
.Measur.emen.t range choser.1 S0 most frequently Material/ Finish SUS304/ barrel semi-gloss finish |SUS304/ barrel semi-gloss finish
used dimensions are combined
@®Provided with plaStiC case & ball chain Root gap (Front) 34 56 7-8 9-10 | 1112 {13:14| 1516 | 17-18
Measurement| €€ length height | 617 | 14.15 | 12.13 1011 | 89 | 6-7 | 4-5 | 2:3
Value B BLOCK
Order No. Model No. Weight Indication | Root side(Front) 20 20 GAUGE
007560 WRL310 60g Plate thickness 30 30 o
007561 WRL1118 90g Accuracy +0.7mm +0.7mm CAUGE
PIN
VISE
IWELDING ELECTRODE GAUGE SET / SINGLE PART
Quick measurement for height of welding electrode .
R GAUGE
3 @ DIMEMSIONS Units: mm
PLUG
10 GAUGE
i
A 1
LIMIT
< C } =) GAUGE
Y J THICKNESS
42 GAUGE
50
TAPER
. GAUGE
M Single Part
Size A :
Order No. Model No. (':;) Weight WELDING
111403 EC-10 10 6.7g
USE EC-21 111404 EC-11 1 6.8g .
@®Use for measuring height of welding electrode 111405 EC-12 12 6.8g CAUGES
MATERIAL 111406 EC-13 13 6.9g
®Stainless steel 111407 EC-14 14 7.0g
SPECIFICATIONS 111408 EC-15 15 7.8
OAc_ouracy: +0.2mm 111409 EC-16 16 7.2g
®Thickness: 1Tmm 111410 EC-17 17 7.28
@With ball chain 11411 EC-18 18 7.3g
111412 EC-19 19 7.4g
M Set 111413 EC-20 20 7.5¢
Order No. Model No. S(':‘em‘)“ Weight 111414 EC-21 21 7.5g
111419 EC-1015S 10-:11+12-13-14-15 26g 111415 EC-22 22 768
111416 EC-23 23 7.78
111420 EC-1520S 15:16:17-18-19- 20 28g 111417 EC-24 24 7.8g
111421 EC-2025S 20-21-22-23-24-25 31g 111418 EC-25 25 7.88

MugalaJerk
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ISTEALTH POINT READER

The length measurement from welded corners.

Can determine the position of the reference point (100 mm) from the corner hidden in fillet.

>

Jl!'l_-: (l |.I 1l |||! -||| -|II|I| II.Ilf““||-.||;||||'l||i

G

@ Example of use

o sEaER
ity

=40 -30 -20 -10 0 10 20
mEER w0l
|
[ 2
SPR-E100 100mm 100mm
B Muaonaeda ¥, @ @
(DRead the value from the @® DIMEMSIONS  Units: mm
90" ZnER measur ing scale where
the two plates intersect 100
TH+E# . .
@Confirm the same point as b8
: D and the value read from AP - o
W step @ indicates the point @\J“’J“J“*‘“ w3 b
100mm from the corner S © '
USE =
@®For measuring the length from the welded corner
FEATURES
@®Can determine the position of the reference point (100 mm) from the corner hidden in fillet
MATERIAL 2
BLOCK ®Stainless steel '
GAUGE
. Order No. Model No. (intgrssigcetizr?naiegl o) A‘z‘r’:';"’)"y Weight
CRUGE 007571 SPR-E100 60"~ 120° +05 240g
PIN
VISE
.. [JsTEALTH POINT READER ATETY
ACCESSORIES
- For measuring the length from the welded corner.
cace  Dedicated application software for free and it can be 60 & o0 #
easily measured the distance from the reference point to S v © Exormoe of
. . E
s the welding point. 5 sp1\ sps\ sp2 xample of use
giI\A/\SGE E-SP1 136.6 =
SP1-5P2 173 =
(DInput the angle
THICKNESS 145.3 to the software
GAUGE E-SP2 153.9 =
& , 5
= Reemiz  Rewnio Sf=weW |00 0 0 —~——— 1~ J._..+..
TAPER & SPR-S o oo SN 1
GAUGE 3 Lol < Image of application > (Easily measures ‘—J
8 ey 3 types of length
WELDING 2 |
GAUGE @ DIMENSIONS Units: mm
B
_ e I 150 151
Al < £ 1oomizg -
USE b8
@®For measuring the length from the welded corner a
MATERIAL 3 7%\
. - OS\ — o
@Stainless steel Sy S
FEATURES 7 S 52 Y,
®Dedicated application software for free and it can be easily measured { ‘ & - i 7
the distance from the reference point to the welding point finob_outer diameter$20 - L ;f% : ) 50
Supported 0S it b A
@iPhone: i0S 10.0 or later / Android: Android 4.4 or later = ‘ 200
Order No. Model No. (intlejfsaegciiz‘:':aiegl B) Angle Measurement Accuracy Accuracy (welding point d:nt?)nce from reference point) Weight
. . . + 0.7 (85" or more)
- ~ +
ATV 007572 SPR-S 60° ~ 135 +05 + 11 (less than 85°) 270g
1 08 MugalaJeiki



IANGLE GAUGE

Specialized for angle measurement of grooves with minimum reading 0.5°

@ DIMENSIONS Units: mm

USE

@®Butt angle measurement and gap angle measurement
MATERIAL

®Stainless steel
FEATURES

®Measurement of butt joint gap angle

I5NvS I

70|

50 ®Sharpened tip enables measurement for root gap of Omm,
or when sheet thickness is less than 15mm
@®Minimum reading 0.5°, large graduation for easy reading
= @T-joint gap angle can be measured avoiding weld buildup
- ®Non-reflective satin finish for better ligibility
% ®Solid and convenient carrying (provided with plastic carrying case)
b~ - SPECIFICATIONS
< ®Bevel angle: 25~65° (minimum graduation: 0.5°)
63 ®Angle of cross weld part: 70~110°
@ Example use
Example 1) Butt joint gap How to read the value Example 2) T-joint gap angle measurement Example 3) How to read the value Example 4)
angle measurement Examples 1) & 2) —(min. Inside Angle 25°: Plate Thickness: 30mm) Angle of cross Examples 3) & 4) Angle of cross weld part
(max. inside angle 65°: Angle between 4y wo—n 5 weld part Angle between < vmarks (min. angle 70°)
plate thickness :30mm) marks indicated at « (max. angle 110°) | indicated at>
¢
| | > > |

SPECIFICATIONS

Order No. Model No. Accuracy Weight

007518 WGA-65 +05° 73.5¢
IANGLE PROTRACTOR
Specialized for angle measurement. USE

three measurement points enable multiple angle measurements.

@ DIMENSIONS Units: mm

@®Measuring angles for sheet metal bending, welding flanges
and butt joints, openings and bevels, scissors plates, etc.
MATERIAL
@Stainless steel
FEATURES
®Enables a wide range of angle measurements before

and after welding process

@®Direct measurement can be done without interference
from swelling or weld bead

@®Can measure sheet metal bends and outside angle
measurements

®Non-reflective satin finish for better ligibility

®Solid and convenient carrying (provided with plastic case)

SPECIFICATIONS
®Bevel angle: Scissors angle 30~130° (minimum graduation: 1°)

®Bending angle and angle of butt weld joint: 0~90°
®Stud and beam angle after welding: 0~180°

BLOCK
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

@ Example use

Example 1) Angle measurement of bent butt
weld (0~90° :example indicates 10°)

Example 2) Angle measurement of bent

- How to read indicates 20°)

the value

Angle between o @
marks indicated
at e

- How to read

the value
Angle between v v
marks indicated
atp>

Flange and metal plate (0~180°: example

Example 4) Plate bevel angle
(30~130° : example indicates 65°)

Example 3) Angle of cross weld part
(0~180° :example indicates 110°)
= How to read

the angle
Angle between 4 v
marks indicated at >

- How to read
the angle
Angle between A <«

marks indicated

at »

SPECIFICATIONS

Order No.

007519

Model No.

AP-130

Accuracy of angle

+0.5°

Weight
100g

MugalaJerk
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‘ Measurement funCtlon al‘ld LISt % Measures dimension of weld, relative amount must be calculated
WG-3 WG-5 WGU-7M WGU-8M

TAPER GAUGE WG-1
Applicable Model %

3
%
o

WGU-2S

I5NVvD I

$S900.d
"oN

o8
@

Categories Figures

=

T joint Gap

2 Lap joint
Gap

Misalignment
of Butt weld

=
)
—
4 |Root Openings ﬂ/__]
=
=
X7
YA
=

@

O|0|0|0
O|0|0|0O

5 Root gap
of T-joint

6 |Root Face

o0
o0
OO0

7 |Bevel Angle

8 |Groove angle

(3uiplem alojeg) Ajquiassy pue 3uluiyoepy

9 T-joint gap
angle

] -
Misalignment .

Leg length (height) of| =5} [l _
Fillet Weld plea h

Throat Thickness >
12| of Fillet Weld &

Height of Butt B% _
weld Overlay %

Height of T- joint I]% IE _
weld Overlay

1

o

1

=

1

w

|
O|O0|0|0||0O

1

B

O|O0|0|0]0|0|0

OO0 |0]0|0||0

O|O0|0|0]0|0|0

O|O0|0|0]0|0|0
I

||||||||QOOOOOOIIOOIOOOO|F£

>
=
© [15|Undercut @ - = - O
E3
- @ | .|Misalignment of _ _ _
208 12" Butt Weld I, O
[ 17 Bending angle and g _ _ _ _ _ _ _ _
angle of butt weld joint -
PIN
Siee | ultmgestoes] N |- |- - - = - =
19 Stud angle after @ _ _ _ _ _ _ _ _
PIN welding
VISE -
Irregularity of m%mm _ _ _ _ _ _
S A Bead Surface O O
Swelling _ _ _ _ _ % _
g 2 diameter % A O
» %
£ |22|Swelling length % - - - - - A O -
RING @ Visal ; =
GAUGE s isalignment o _ _ — — — x —_
2 23| pressured Surface % A O
=3 A
" 24| Bending angle i - - - - - -
PLUG e
GAUGE
Material _ Stainless steel Stainless steel Stainless steel
LMIT Plate thickness: 4.3mm | Plate thickness 7mm Satin finish Plate thickness: 1.5mm
GAUGE
Scale - 40mm - 30 - 35mm 50 - 60mm 60mm 100mm
Height of Bead Weld - 10mm 10mm 25mm =
0 . _ 10mm _
EAAPUEgE Height of Fillet Weld 20mm Minimum reacing0.1 50mm 25mm
Throat thickness of fillet weld - 10mm 50mm 15mm =
WELDING
GAUGE 2mm
o Undercut depth - = 10mm 10mm - 25mm (Accuracy +01mm)
)
OTHER a .
GAUGES = Root Opening - 0.5~ 3mm | 0.5~5mm | 0.5~ 5mm - 2 ~ 5mm =
8
E_; Welding Bar Diameter - 10mm 20mm 10mm - 30mm 50mm -
Z
(7]
Width of Bead Weld - = - = 0 ~ 53mm =
+ 0.2mm + 0.4mm (Throat thickness measurement
—_ + + x 0 +
Length Accuracy + 0.4mm (Gapim(f:;:llzsmenl + 0.4mm + 0.7mm- manufacturing accuracy) + 0.6mm
. _ 0 ~ 60° Minimum 0~ 60° Minimum _ 0~ 60° Minimum 0 ~ 70° Minimum _
Beveling (groove) angle reading value : 5° reading value : 5° reading value : 5° reading value : 5°
Bending angle and _ _ _ _
angle of butt weld joint
Stud and beam angle _ _ _ _
after welding
Angle Accuracy - +0.7° +0.7° - +2° =
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$$920.d
"ON

Applicable Model

Categories Figures

WRL310
WRL1118

WAL2542
WAL4562

AWG-10

GDCS-20WG

WGA-65 AP-130

MSG-100KD

MSG-50

=

T joint Gap

Lap joint
Gap

w

Misalignment
of Butt weld

Root Openings

Root Face

Bevel Angle

Groove angle

(3uipjam a10jog) Alquassy pue Sujuiyoepy

T-joint gap
angle

OO

1

(=)

Edg
Misalignment

oo
P e
L
ol
A =
=
=
N
=
)

1

=

g e A

O

12

Throat Thickness K>
of Fillet Weld X

OO

1

W

Height of Butt 5%
weld Overlay %

Height of T- joint

OO

||||||OO|O||||OOOOOOK%

I5Nv5 I

A

Beveling(groove) angle

5+ 37.5 40 + 425° fixed
50525

4 + 52!
+ 57560+ 625° fixed

60 - 70 - 80 * 90° fixed

25 ~ 65° Minimum | 30 ~ 130° Minimum
reading value : 0.5° | reading value : 1°

Bending angle and
angle of butt weld joint

- 0~ 90°

Stud and beam angle
after welding

70 ~110° 0~ 180°

Angle Accuracy

+0.5°

MugalraZeik

1 54 = - - - - -
5 weld Overlay
2 |15|Undercut E O - - - - - - -
£
@ |, ~|Misalignment of
16 — — —_ —_ —_ = - BLOCK
v% Butt Weld @ O GAUGE
Bending angle and Py - — —_ —_ —_ —_ -—
LY angle of butt weld joint = O
Angle of Cross o
i welgd part [I;, - - - - O O - - GAUGE
Stud angle after _ — — — —_ —_
g welding A O O PIN
20 Irregularity of m%mm _ _ _ _ _ _ _ _ VISE
Bead Surface
21 Swelling % _ — — — — —_ —_ —_ —
‘."E diameter
1]
€ |22|Swelling length % - - - - - - — - =
© RING
S o3 Misalignment of % — _ - — — _ _ _ _ GAUGE
2 1°| Pressured Surface
- o
®R . £
24/Bending angle b = - - - - - O - - PLUG
== GAUGE
. " " Stainless steel Stainless steel Stainless steel . :
Material Stanless steel Stanless steel Stailess steel Thickness: | Thidwess: Bofy:S7m|  Plate thickness : 1.5mm Stainless steel | Stainless steel
Plate tickness:1.5mm | Plate thickness : 2mm | Plate thickness: 1.5mM | s - s Blodet omm | Bade: 320m Satin finish Brass Brass LIMIT
: GAUGE
Scale = 20mm = - = 10cm 50-0-50mm
. 10~17mm fived (1mm step) 10cm 100mm
Height of Bead Weld - P Sr— = 8mm 10mm - (Width: Approx. Sem) | (Widt: Approx. 38mm)
10~ 17mm fixed (1mm step) | 5 + 7 + 8 + 10mm fixed 10cm
Height of Fillet Weld = - = - = TAPER
€ 2.~ 9 fied (1 step) [ 11+ 13-+ 14 - 6mm fxed (Width: Approx. Sem) GAUGE
) ) 4~ T ixed (1mm step)
Throat thickness of fillet weld = - - 11mm 20mm = - =
§~ 11mm fved (1mm step) WELDING
GAUGE
4mm
- Undercut depth (Accuracy *+ 0.04mm)
o
m P 3~ 10mm fxe (1rm step) OTHER
2) i = - - = - - GAUGES
ul i 11~ 16mm fixed (1mm step)
2
E_') Welding Bar Diameter - - = - - - -
z
7
Width of Bead Weld - - - - - - -
Length Accuracy = + 0.1mm + 0.1mm + 0.2mm + 0.03mm = - =
527530 325

1M1
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I GASKET LIMIT GAUGE
Limit gauge for GO/NOGO testing of ring joint gaskets

MTO product

@ DIMENSIONS
e GST-1 . A N
O)
)
EQUGE o) IDTH
- ]
@ (_)| /?
\P/‘IEIE HEIGHT C 2 Oval ring joint gasket @
® |3 8| ® w
E‘QUGE =
ACCESSORIES WIDTH Octagonal ring joint gasket § @
5 :@ 4
0
RING @ 3 | [LFLAT wioTH 3)
GAUGE [0} - I —
0
PLUG
GAUGE Units: mm
o USE Model | Outer size | @ Width @ Height @® Flat width
GAUGE ®Limit gauge for GO/NOGO testing of ring joint gaskets No.
(Oval ring joint gasket can be tested its width only. A B GO NOT GO NOT GO NOT
THICKNESS Octagonal ring joint gasket can be tested its width,
GAUGE height and flat width.) GST-1 80 80| 11.33 | 10.93 | 16.20 | 15.20 7.95 7.55
MATERIAL GST-2| 80 80| 1290 | 1250 | 18.00 | 17.00 8.86 8.46
o @Stainiess steel GST-3| 80| 80| 16.08 | 15.68 | 21.10 | 20.10 | 10.69 | 10.29
SPECIFICATIONS
®GO/NOGO standard conforms to JPI-7S-23 GST-4| 120 | 120 | 19.25 | 18.85 | 24.40 | 23.40 | 1252 | 12.12
SRS @Thickness: 1.5mm GST5| 120 | 120 | 22.42 | 22.02 | 27.40 | 26.40 | 15.01 | 14.61
®Gasket width accuracy: £0.20mm GST-6| 140 | 140 | 25.60 | 25.20 | 3230 | 31.30 | 17.50 | 17.10
OTHER ®Gasket height accuracy: £0.5mm
GAUGES @0ctagonal corner radius accuracy: +0.5mm GST-7 | 140 | 140 | 28.78 | 28.38 | 35.60 | 34.60 | 20.01 | 19.61
Common size Octagonal gasket
Order No. Model No. Compatible Gasket No. Gasket Width Gasket Height Flat width Octagonal Corner Weight
(mm) (mm) (mm) Radius (mm)
21,23,24,26,27,30,31,34,35,37,
007478 GST-1 39,41,44,45,49,53,57,61,65,69, 11.13 15.7 7.75 1.5 53g
82,84,92,99
007479 GST-2 28,32,46,73 12.70 175 8.66 1.5 53g
007480 GST-3 38,50,54,62,66,77,86,87 15.88 20.6 10.49 1.5 110g
007481 GST-4 42,47,70,74,88,89,93,94,95 19.05 239 12.32 1.5 1108
007482 GST-5 51,58,96,97,98 22.22 26.9 14.81 1.5 110g
007483 GST-6 63,78 25.40 31.8 17.30 2.3 139g
007484 GST-7 55,67,71,100 28.58 35.1 19.81 2.3 139g
112 MuqaraZeiki



IGASKET LIMIT GAUGE

Limit gauge for GO/NOGO testing of O-ring groove width

MTO product

GROOVE WIDTH

7

O-ring groove limit inspection

@ DIMENSIONS

- A .
USE_ ] ) ) ) Units: mm
®Limit gauge for measuring width of O-ring groove Model No. | A | B
MATERIAL
®Stainless steel GO GSW-1 140 | 35
SPECIFICATIONS GSW-2 |40 |35
®GO/NOGO standard conforms to JPI-7S-23 GSW-3 | 60 | 50
@®Thickness: 1.5mm
@®Groove width accuracy: +0.20mm GSw-4 1 60 | 50
@®Groove depth accuracy: +0.41/0mm NOT GSW-5 |80 | 60
@®Groove bottom corner radius tolerance: Less than 1.5mm ---+0.8/0mm GSW-6 | 80 | 60
More than 1.5mm ---£=0.8mm
®Angle accuracy: =0.5° GSw-7 18070
Order No. Model No. Compatible O-Ring No. RS L Prae L Grooue Depth | Groove Bottom | Weignt
21,23,24,26,27,30,31,34,35,
007471 GSW-1 37,39,41,44,45,49,53,57,61, 11.91 11.71 1211 7.92 0.8 11g
65,69,82,84,92,99
007472 GSW-2 28,32,46,73 13.49 13.29 13.69 9.52 1.5 11g
007473 GSW-3 38,50,54,62,66,77,86,87 16.66 16.46 16.86 11.13 1.5 22g
007474 GSW-4 42,47,70,74,88,89,93,94,95 19.84 19.64 20.04 12.7 1.5 22g
007475 GSW-5 51,58,96,97,98 23.01 22.81 23.21 14.27 1.5 35g
007476 GSW-6 63,78 26.97 26.77 27.17 15.88 23 35g
007477 GSW-7 55,67,71,100 30.18 29.98 30.38 17.48 23 40g
B GASKET LIMIT GAUGE AT product
Limit gauge for GO/NOGO testing of angle for octagonal ring joint gaskets
0G-2
USE
®Limit gauge for GO/NOGO testing of angle for @ DIMENSIONS
octagonal ring joint gaskets A
MATERIAL
®Stainless steel
SPECIFICATIONS we y
®Angle standard conforms to JPI-7S-23
@®Thickness: 1.5mm - ) “
. . Limit gauge for testing angle of octagonal
®Dimensional tolerance of angle: £0.5° shaped gaskets \
Order No. Model No. W(::'r',“)A “?,"f"nf)B MAX MIN Weight
007485 OG-1 50 20 23° 30 22° 30 10g
007486 0OG-2 60 27 23° 30 22° 30 18g
MuqaraZeik
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GAUGE
ACCESSORIES

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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BLOCK
GAUGE

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES

114

l PITCH GAUGE

®

For screw inspectionp
Thread Limit Gauge

Rust preventionp
Zerust Film for Steel

-~y ~, P80
/ Yo e P380
, /// v
SK S Wi A
W28 incha-80 T o—*)
SN
USE >
®Use for measuring screw pitch Thread pitch No. of threads per inch
MATERIAL (mm threads) (Inch threads)
. NS
@®Carbon steel for machine structural use .
Screw thread Sliding type
FEATURES measurement
®Pitch is marked on leaf
Order No. Model No. '“d{‘,’;“i"" Nt'::fe's“ Pitch Size Weight
025 03 035 04 045 05 055 06 065
110961 M28 mm 28 0.7 07508 085 09 1 1.1 12 125 13 40g
14 15 16 17 175 18 19 2 25
4 41/2 5 6 7 8 9 10 11 12
110962 W26 inch 26 13 14 16 18 19 20 22 24 25 26 40g
28 30 32 40 48 60
B cenTER GAUGE ® [ ANGLE GauGE ®

Maintenance for drill tip angle P

Rust preventionp

Drill Tip Gauge

P116

L

SG-60M

USE

Zerust Film for Steel

P380

®Fish tail thread gauge for inspection of the angle of lathe
center, angle of the tool for screw cutting, etc.

MATERIAL
@®Carbon steel for machine structural use
FEATURES

®Can check the angle of tool bits and tool edges

Order No. | Model No. | Angle Graduation Accuracy | Weight
0~25mm
- °© + o
007541 | SG-60M | 60 0.5mm step, 1mm step +1 10g
o 0~1inch .
007542 | SG-531 55 1/14 inch step, 1/20 inch step = 10g

90" 10° (Complimentary angle)

(Angle Gauge)
180° 10
USE
®Use for inspection of internal angle
MATERIAL
®Stainless steel
FEATURES

®11 leaves on each side, range of 1°~45°

@®The angle marked on each leaf is complementary angle

Order No. | Model No. Graduation

123 456 7 809
110931 | AG-22 10 12 14 145 15 16

18 20 25 30 35 40 45

Accuracy | Weight

+20' | 200g

MnqalaZeik



I RADIUS GAUGE

USE

®For checking the radius curve of dies, jigs,

and wooden molds, etc.

MATERIAL

@Carbon steel for machine structural use

FEATURES

@®Concave and convex leaves are separated

RG-32

Order No.

110923

110922

110921

Model No.
RG-34
RG-32

RG-30

Number of Leaves
per Set

34

32

30

Details of Radius Dimension
(mm)

1.0~ 3.0
35~ 70

7.5~15.0

15.5~20.0
21.0 ~25.0

(0.5 step)
(0.5 step)

(0.5 step)
(1.0 step)

(0.25 step)

Accuracy
(mm)

+0.1

Weight
65g
115g

110g

B RADIUS GAUGE (Set / Single part)

SPECIFICATIONS (Single part)

(RG-26S)

I5NvS I

7|

BLOCK
GAUGE

PIN
GAUGE
ACCESSORIES

Detail of Radius Dit

Order No. Model No. ()
110881 RGL-05 0.5
110882 RGL-10 1.0
110883 RGL-15 1.5
110884 RGL-20 20
110885 RGL-25 25
Single item 110886 RGL-30 3.0
110887 RGL-35 35
110888 RGL-40 4.0
110889 RGL-45 45
110890 RGL-50 5.0
110891 RGL-55 5.5
110892 RGL-60 6.0
110893 RGL-65 6.5
110894 RGL-70 7.0
USE

®For checking radius curve of dies, jigs and wooden mold etc. 110895 RGL-75 7.5
MATERIAL 110896 RGL-80 8.0
®Stainless steel 110897 RGL-85 85
FEATURES 110898 RGL-90 9.0
®Each size is separated, suitable for measuring difficult to 110899 RGL-95 95
access parts 110900 RGL-100 10.0
SPECIFICATIONS (Radius gauge set) 110901 RGL105 105
Order No. Model No. Piecst-;‘:f.t per Detail of R?::;s) Dimension 110902 RGL-110 11.0
110903 RGL-115 11.5

110875 RG-26S 26 0.5~13.0(0.5step)
110904 RGL-120 12.0
mked Weight 110905 RGL-125 125
+0.1 290g 110906 RGL-130 13.0

MugalaJerk

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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B ORILL TIP GAUGE

Suitable for checking angle of drill-tip after grinding

]
@
>
(@
n
m

all SZ1 o
A
g FYADFRT—Z
D-HA s
a
Uﬁoﬂ 3 80
g 2
YooV ﬁ 160
ﬁ““&w""‘y
USE
®Use for checking angle of drill-tip after grinding
(60" 70° 90° 118" 125" 135° 150° 160°)
MATERIAL
@Stainless steel
FEATURES
indi Test Drill cutting
@8 types of edge angle gauges are Lfseful when grinding odse anigle L;g;inst
®2mm scale to measure length of drill tip Gauge
BLOCK ®Provided with ball chain
GAUGE
Product Dimension n
. Order No. Model No. W>l<l HXIIJ (mml) Accuracy Weight
GAUGE 007531 DPG-A 77X77 X1 +1.5° g
PIN
VISE
I DRILL TIP GAUGE
e Suitable for measuring drill-tip after grinding
GAUGE
PLUG
GAUGE
LIMIT
GAUGE &
&,
THICKNESS é? E2eg
GAUGE
TAPER
GAUGE
WELDING
GAUGE
OTHER q:«
GAUGES
O
USE I Top edge angle
®Use for measuring drill-tip after grinding (118°)
MATER_IAL Check the drill
@Stainless steel / cutting edge by
FEATURES plgcin_g against
@Confirms drill tip edge angle after grinding drill bit shank
®Provided with ball chain
Order No. Model No. P'°‘:_“§'DD('HT:I')‘S'°“ Accuracy Weight
007532 DPG-118 90x0.5 +1.5° 10g
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IDRILL POINT GAUGE

Suitable for checking angle of drill-tip after grinding

USE
®Maintenance management of drilling work
@®For measuring drill-tip angle, eccentricity of chisel edge and lip height
MATERIAL
®Main scale-rotor: Stainless steel
®Base: Carbon tool steel
FEATURES
@Clearly marked scale for quick reading
®Rotating tip angle gauge (Marking at 60° 70° 90° 125° 135° 150°)
®Provided with ball chain
SPECIFICATIONS
@®Tip angle: 118°
@Drill edge length: 3~45mm

Rust preventionp
Zerust Film for Steel

P380

Product Dimension
(mm)
Base:22X110x8
007535 DP-118 Rotor:7.5X50%2
Main Scale:68%x9

Order No. Model No.

Accuracy

+1.5°

Weight

160g

I5NvS I

70|

BLOCK
GAUGE

ISLIDING DRILL POINT GAUGE

Suitable for maintenance of drill-tip angle

USE
®Maintenance management of drill point angle
MATERIAL
@Stainless steel
FEATURES
@®Use for measuring the drill tip edge length range of 3~40mm
@®Satin finish
SPECIFICATIONS
®Tip angle: 118°
®Drill edge length: 3~40mm

PIN
VISE

Order No. Model No.

007536 S-118

Accuracy

*1.5°

Weight

1508

MugalaJerk

RING
GAUGE

PLUG
GAUGE

LIMIT
GAUGE

THICKNESS
GAUGE

TAPER
GAUGE

WELDING
GAUGE

OTHER
GAUGES
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BLOCK
GAUGE

RING

I CHAMFER MEASURING GAUGE

&= s —)

l PROFILE GAUGE ®

; 35
=
4
1. 2. 3. 4.
USE Push profile Transfer profile Cutworkpiece to A perfect fit
®Use for measuring the size of all kinds of chamfer gauge against  toworkpiece  shape made easy
esired sample
MATERIAL
®Stainless steel USE
FEATURES ®Contour gauge for recording the cross-sectional shape of a surface
®Measure chamfer circumference of workpiece on lathe MATERIAL
®For milling, measure hole chamfer on workpiece @®Pin material: Stainless steel
®Provided with ball chain FEATURES
SPECIFICATIONS ®Pins are thin and can easily record a smooth curve
®Measuring range: 0~15C SPECIFICATIONS
@®Minimum reading: 0.5mm ®Active Length: 150mm
Order No. Model No. Produc(tnli)l:‘n)iension A‘z:‘:)cv Weight Order No. Model No. Produc(tn?l:‘r;\ension Weight
Overall Length 71.6X2
006990 CMG-10 Side Length 16 +0.25 20g 011440 CG-100S 155%84 210g

CRACK GAUGE KAIDAN CLEAR CARD

GAUGE
0,03 SupaE _
PLUG ”
GAUGE e,
S
LIMIT ‘H:'m PR AE i
GAUGE
r!Jf—vn AEAEEmm
THICKNESS E T
GAUGE E
TAPER
GAUGE
WELDING = e
GAUGE — 1,30 —
— 140 - T T
-—1.50 g; 1590 5 0. 5 105
OTHER
GAUGES Sticker included
USE
@Crack measurement of wall, foundation etc.
MATERIAL
®Polyester
FEATURES

118

®Measuring width and length of crack

®Supplied with sticker for angle and diameter measurement
OFlexible, transparent polyester material makes it easy to use
®Portable (business card size)

CRACK GAUGE WITH KAIDAN SCALE TYPE

0.3mm marked in red.
For measuring cracks.

S A 0 0 O L L R I P -
sszgnscsezicasezcessm W}
CTTTTTTI T v e Tieannt ! i
FRONT
'~'l|1:‘.l|""QHIH'J'lM:II|"‘Jil.ll||""illlg“lqliur*\l|uu|-m;ull]‘“!plil|“‘!|llil|*"l|1|1||"uquur-upuuuu(uulunpm| B
G - (T 6. 7 B &
e e A e -
BACK
USE
®Crack measurement of wall, foundation etc.
MATERIAL
®Stainless steel
FEATURES

@®0.3mm marked in red, easy to distinguish defect or cracks

®Stepped length of linear graduations by 1mm for easy-to-read
on back

®Satin finished

Order No. Model No. P’°"“°('"":‘l:‘")‘e"s'°" Weight
111263 CM-CKD 91x55 g

Order No. Model No. M%ﬁ;‘;’f’gﬁﬂ;:f‘:‘ﬁ o Meﬁg‘;:’gﬁ:}jfﬂ"rﬁi | Weight
111262 CM-SKD 0.1~2.0 0~150 10g

MnqalaZeik
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HOW TO USE PIN GAUGE

Measuring Tool Checking

Height Gauge "
Checking
v

Caliper _\\\Micrometer ‘..\/'
Checking Checking

Center Runout Measurement

dial gauge

A ! pre
@ pin gauge _ 4
‘ [
: Chuck Runout
Measurement

R1--- Max. reading of dial gauge
Ra:-- Min. reading of dial gauge

7|

BLOCK
GAUGE

Determination of channel width
Determination of A .‘Width measurement of ey ey e Gite GAUGE
channel width 2 millingslot -

PIN
d VISE

PIN
GAUGE

ACCESSORIES
Groove depth measurement Gear tooth measurement ll Measuring V groove parallelism
8-+ Dial Dial gauge measurement Dial gauge measurement GARL‘J’\(g?E
gauc?e 5 5
* D=dr-?sa e pin gauge —_ -
i, - - S
> s T surface
plate LMIT
GAUGE
Radius measurement Hole diameter measurement
THICKNESS
.~ GO / No-Go Pin Gauges GAUGE
. " also available
R2=? dz2 d1 dz GLAUPEE
d1
S
o @

R1 2}
WELDING
GAUGE
Mill tool positioning P
GAUGES

d1+d2::* Pin Gauge diameters
L2:--Micrometer reading e

d1;|—d2 Lt

\
Bl

Li=L2—

Measurement of hole position, parallelism

Measuring hole center position Slope of hole (parallelism measurement)
d---Pin Gauge diameter - Lt R1+Rz--- Dial gauge reading
Li+L2:- Dial _ R2-R1 R R

gauge reading E Slope = L 7 2

Repeat as required ,/

AcLi- d ] for each hole
=L1=35 I —fF====3" Surface
B=Lo-3 d B

Pin Gauge

plate

MugalaZerk 1 1 9
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SPECIAL SHAPES

Custom shape pin gauges available upon request

Stepped pin gauge for two sizes Pin gauge with parallels
,

Pin gauges for special applications

Pin gauge
with radiusf{end

Max.1.0mm

Stepped pin gauge for

Ny two sizes, with handle Long style
with chamfer _ pin gauge

Max.1.0mm 1.60~19.99mm

Custom Ring gauges. Stepped gauges, special shapes available upon request.

Stepped ring gauge for two sizes ng gauge with included OD standard

Ring gauges for special applications

Custom o T ige
markin g with notch (B)

PIN
GAUGE

also
The available Ring gauge O
with notch (A) Y
p\yh\ m '
Please feel free to contact us for any inquiry
LASER MARKING
THONESS Custom marking for gauge control and identification

ThPER Laser Marking for Ring Gauge Laser Marking for Plug Gauge Handle

WELDING
GAUGE

MADE 1IN JAPAN L

UserSerialNo123

OTHER
GAUGES

Number of characters: Up to 23 characters with Number of characters: Up to 15 characters
(example) a ring gauge size of ¢30.0mm

Please inquire the maximum number

of characters of other size

Delivery time

499991 RGLM

Order No. Model No.
GPLM

Delivery time Order No. Model No.

15 business days after receiving order 499992 15 business days after receiving order

1 20 MuqaraZeiki



